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ANAC

AGENCIA NACIONAL
DE AVIACAO CIVIL

(BRAZILIAN CIVIL AVIATION AUTHORITY)

ESPECIFICACOES OPERATIVAS DA ORGANIZACAO DE MANUTENCAO
(MAINTENANCE ORGANIZATION OPERATIONS SPECIFICATIONS)

COM N°7504-02/ANAC (MAINTENANCE ORGANIZATION CERTIFICATE No. 7504-0ZANAC)

GESPI - INDUSTRIA E COMERCIO DE EQUIPAMENTOS AERONAUTICOS S/A
Rua Guaratinguetd, 55 - Vila Nova Conceigéo
Sdo José dos Campos - SP - Brasil - CEP 12231-120

MOTORES (ENGINES)

— PRATT & WHITNEY - Modelos JT3D-3e JT3D-7 limitado as inspeg¢des previstas no manual de
manutengdo do fabricante até nivel “light overhaul” (limited to inspection established in the
manufaturer’s maitenance manual up to light overhaul).

ACESSORIOS (ACCESSORIES)

- Conforme a Lista de Capacidade aceita pela ANAC. (In accordance with the Capability List accepted by
ANAC,)

SERVICOS ESPECIALIZADOS (SPECIALIZED SERVICE}

— Teste hidrostatico, inspe¢do, pesagem e recarga em cilindros de Halon, Hélio, CO; e Nitrogénio
conforme publicagdo técnica do componente e/ou normas DOT- Code of Federal Regulations (CFR)
title - 49 Subparte C, NFPA 10 e CGA C-1. (Hydrostatic testing, inspection, weighing and refilling of
Halon, Helium, CO: and Nitrogen cylinders in accordance with their technical publication and/or DOT
standards - Code Federal Regulations (CFR) title - 49 Subpart C, NFPA 10 and CGA C-1).

— Teste hidrostdtico em cilindros de oxigénio conforme normas DOT- Code Federal Regulations
(CFR) title - 49 Subparte C, e CGA C-1. (Hydrostatic testing of oxygen cylinders in accordance with
DOT standards - Code Federal Regulations (CFR) title - 49 Subpart C, and CGA C-1).

— Tapegaria e interiores de aeronaves com peso maximo de decolagem até 5,700 kg (avido) ou 2,730
kg (helicoptero). (Tapestry and interior services for aircraft up to 5,700 kg (airplane) or 2,730 kg
(helicopter)).
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DATA DA EMISSAOQ: Sio Paulo,11 de agosto de 2015. (Issue date: Sdo Paulo, August 11, 2015).
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Gerente Técnico de Aeronavegabilidade (GTAR-SP)
(Airworthiness Manager)
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