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Excerpts in GREY represent differences between the Proposed revision 1 of Airworthiness Criteria and the FAA AC 21.17-4 reference. INSERTIONS and EXCLUSIONS 
represent differences from Original Issue to Proposed Revision 1 of the ANAC Airworthiness Criteria. 

Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

 PL.1457 Cockpit voice recorders. 
[Not replicated here for simplicity] 
 
PL.1459 Flight data recorders. 
[Not replicated here for simplicity] 

 ANAC retained a compact 
performance-based recorder 
installation requirement instead of 
adopting the detailed CVR and FDR 
provisions contained in PL.1457 and 
PL.1459. This difference is intentional. 
ANAC considers it appropriate to 
require the installation of recorders at 
the type certification level for the EVE-
100, given the introduction of novel 
technologies, integrated flight and 
propulsion functions, and the 
importance of recorded data for 
accident investigation, fleet 
monitoring, and continued 
operational safety. At the same time, 
ANAC’s wording avoids importing 
detailed recorder specifications that 
may be better addressed through the 
applicable operational requirements 
and/or accepted means of 
compliance. 
 
Refer also to EVE.2555. 

EVE.1529 Instructions for Continued 
Airworthiness 
The applicant must prepare 
Instructions for Continued 
Airworthiness (ICA), in accordance 

PL.1529 Instructions for continued 
airworthiness. 
The applicant must prepare 
Instructions for Continued 
Airworthiness (ICA), in accordance 

EVE.1529 Instructions for Continued 
Airworthiness 
The applicant must prepare 
Instructions for Continued 
Airworthiness (ICA), in accordance 
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Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

with Appendices A and A1 that are 
acceptable to ANAC. ICA for the 
aircraft and engines may be shown in 
a single aircraft ICA manual if the 
engine approval is sought through the 
aircraft certification program. 
Alternatively, the applicant may 
provide individual ICA for the aircraft 
and engines. The instructions may be 
incomplete at the time of type 
certification if a program exists to 
ensure their completion prior to 
delivery of the first aircraft, or 
issuance of a standard certificate of 
airworthiness, whichever occurs later. 

with subparts K, L, and M, that are 
acceptable to the Administrator. ICA 
for the aircraft, engines, and 
propellers may be shown in a single 
aircraft ICA manual if the engine and 
propeller approvals are sought 
through the aircraft certification 
program. Alternatively, the applicant 
may provide individual ICA for the 
aircraft, engines, and propellers. The 
instructions may be incomplete at the 
time of type certification if a program 
exists to ensure their completion prior 
to delivery of the first aircraft, or 
issuance of a standard certificate of 
airworthiness, whichever occurs later. 

with Appendices A and A1 that are 
acceptable to ANAC. ICA for the 
aircraft and engines may be shown in 
a single aircraft ICA manual if the 
engine approval is sought through the 
aircraft certification program. 
Alternatively, the applicant may 
provide individual ICA for the aircraft 
and engines. The instructions may be 
incomplete at the time of type 
certification if a program exists to 
ensure their completion prior to 
delivery of the first aircraft, or 
issuance of a standard certificate of 
airworthiness, whichever occurs later. 

Subpart A—General SUBPART A—GENERAL Subpart A—General Subpart A was revised to harmonize 
the applicability statement and the 
definitions used in the EVE-100 
airworthiness criteria with AC 21.17-4. 
The revision is important because 
Subpart A establishes the terminology 
and performance framework used 
throughout the remaining subparts. 
Therefore, alignment at this level 
reduces the risk of inconsistent 
interpretation of key concepts in later 
requirements. 

EVE.2000 - Applicability and 
definitions. 

PL.2000 Applicability and definitions. EVE.2000 - Applicability and 
definitions. 
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Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

(a) These airworthiness criteria 
prescribe airworthiness standards for 
the issuance of a type certificate, and 
changes to that type certificate, for 
the EVE Soluções de Mobilidade Aérea 
Urbana LTDA, Model EVE-100. 

(a) These airworthiness criteria 
prescribe airworthiness standards for 
the issuance of a type certificate, and 
changes to that type certificate, for 
powered-lift with maximum weights 
of 12,500 pounds or less and a 
maximum passenger seating 
configuration of six or less. The aircraft 
must be certificated in accordance 
with either the “essential 
performance” or “increased 
performance” requirements of these 
airworthiness criteria. The aircraft may 
also be type certificated as both 
“essential performance” and 
“increased performance” with 
appropriate and different operating 
limitations for each approval. 

(a) These airworthiness criteria 
prescribe airworthiness standards for 
the issuance of a type certificate, and 
changes to that type certificate, for 
the EVE Soluções de Mobilidade Aérea 
Urbana LTDA, Model EVE-100. The 
aircraft must be certificated in 
accordance with either the “essential 
performance” or “increased 
performance” requirements of these 
airworthiness criteria. The aircraft may 
also be type certificated as both 
“essential performance” and 
“increased performance” with 
appropriate and different operating 
limitations for each approval. 

The applicability statement was 
revised to include the concepts of 
“essential performance” and 
“increased performance.” The revised 
wording clarifies that the EVE-100 
must be certificated in accordance 
with either the essential performance 
or increased performance 
requirements of these airworthiness 
criteria, and that the aircraft may also 
be type certificated for both 
performance levels with appropriate 
and different operating limitations for 
each approval. 

(b) For purposes of these 
airworthiness criteria, the following 
definitions apply: 

(b) For purposes of these 
airworthiness criteria, the following 
definitions apply: 

(b) For purposes of these 
airworthiness criteria, the following 
definitions apply: 

 

(1) Continued safe flight and 
landing – 

(i) for “essential performance” 
means the aircraft is capable of 
continued controlled flight and 
landing, possibly using 
emergency procedures, 
without requiring exceptional 
pilot skill, strength, or alertness 

(1) Essential performance means, in 
the event of a critical change of 
thrust, the aircraft has no 
guaranteed climb capability but is 
capable of controlled flight and an 
unscheduled landing is assumed. 
(2) Increased performance means, 
in the event of a critical change of 
thrust, the aircraft is capable of 

(1)  Continued safe flight and 
landing – 
(i) for “Essential performance  
” means, in the event of a critical 
change of thrust, the aircraft has no 
guaranteed climb capability but is 
capable of continued controlled 
flight and landing, possibly using 
emergency procedures, without 

The previous definition of “continued 
safe flight and landing,” which 
contained separate wording for 
essential performance and increased 
performance, was replaced by specific 
definitions of “essential performance” 
and “increased performance.” This 
change aligns the structure of the 
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Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

(ii) for “increased performance” 
means the aircraft is capable of 
climbing to a safe altitude, on a 
flightpath clear of obstacles, 
and maintaining level flight to a 
planned destination or 
alternate landing, possibly using 
emergency procedures, 
without requiring exceptional 
pilot skill, strength, or alertness. 

climbing to a safe altitude, on a 
flightpath clear of obstacles, and 
maintaining level flight to a planned 
destination, a diversion location, or 
the point of departure. 

requiring exceptional pilot skill, 
strength, or alertnessan 
unscheduled landing is assumed. 
(ii) for “2) Increased performance” 
means, in the event of a critical 
change of thrust, the aircraft is 
capable of climbing to a safe 
altitude, on a flightpath clear of 
obstacles, and maintaining level 
flight to a planned destination or 
alternate landing, possibly using 
emergency procedures, without 
requiring exceptional pilot skill, 
strength, or alertness., a diversion 
location, or the point of departure. 

definitions with AC 21.17-4 and 
improves clarity. 

(2) Phases of flight means ground 
operations, takeoff, climb, cruise, 
descent, approach, hover, and 
landing. 

(3) Phases of flight means ground 
operations, takeoff, climb, cruise, 
descent, approach, hover, 
and landing. 

(23) Phases of flight means ground 
operations, takeoff, climb, cruise, 
descent, approach, hover, and 
landing. 

 

(3) Source of lift means one of 
three sources of lift: thrust‐borne, 
wing‐borne, and semi-‐thrust‐
borne. Thrust‐borne is defined as 
when the weight of the aircraft is 
predominately supported by lift 
generated by engine-driven lift 
devices. Wing‐borne is defined as 
when the weight of the aircraft is 
predominately supported by 
aerodynamic lift from fixed airfoil 

(4) Source of lift means one of three 
sources of lift: thrust‐borne, wing‐
borne, and semi-thrust‐ 
borne. Thrust‐borne is defined as 
when the aircraft depends 
principally on engine-driven lift 
devices or engine thrust for lift. 
Wing‐borne is defined as when the 
aircraft depends principally 

(34) Source of lift means one of 
three sources of lift: thrust‐borne, 
wing‐borne, and semi-‐-thrust‐
borne. Thrust‐borne is defined as 
when the weight of the aircraft is 
predominately supported by lift 
generated byaircraft depends 
principally on engine-driven lift 
devices. or engine thrust for lift. 
Wing‐borne is defined as when the 
weight of the aircraft is 

The definition of “source of lift” was 
revised to align with the terminology 
used in AC 21.17-4. The revised 
wording clarifies that thrust-borne 
flight is associated with the aircraft 
depending principally on engine-
driven lift devices or engine thrust for 
lift, while wing-borne flight is 
associated with lift from nonrotating 
airfoil surfaces. This change is mainly 
terminological, but it is important 
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Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

surfaces. Semi‐thrust‐borne is the 
combination of thrust‐borne and 
wing‐borne, where both forms of 
lift are used to support the weight 
of the aircraft. 

on the lift from nonrotating airfoil 
surfaces. Semi‐thrust‐borne is the 
combination of thrust‐borne 
and wing‐borne, where both forms 
of lift are used to support the 
aircraft. 

predominately supported by 
aerodynamicdepends on lift from 
fixednonrotating airfoil surfaces. 
Semi‐thrust‐borne is the 
combination of thrust‐borne and 
wing‐borne, where both forms of 
lift are used to support the weight 
of the aircraft. 

because it supports consistent use of 
the concepts of thrust-borne, wing-
borne, and semi-thrust-borne flight 
throughout the certification basis. 

(4) Controlled emergency landing 
means the aircraft design allows 
direction and area of touchdown to 
be chosen while reasonably 
protecting occupants from serious 
injury, without requiring 
exceptional piloting skill or 
strength. Upon landing, some 
damage to the aircraft may be 
acceptable." 

 (4) Controlled emergency landing 
means the aircraft design allows 
direction and area of touchdown to 
be chosen while reasonably 
protecting occupants from serious 
injury, without requiring 
exceptional piloting skill or 
strength. Upon landing, some 
damage to the aircraft may be 
acceptable." 

The standalone definition of 
“controlled emergency landing” was 
removed as part of the harmonization 
with the FAA structure. The relevant 
aspects for controlled emergency 
landing are specifically addressed in 
EVE.2105(f) and associated means of 
compliance. This avoids maintaining a 
separate definition that could be 
interpreted differently from the 
terminology adopted in AC 21.17-4. 

(5) Critical change of thrust means 
the most adverse effects on 
performance or handling qualities 
resulting from failures of the flight 
control or propulsive system, 
either singular or in combination, 
not shown to be extremely 
improbable. 

(5) Critical change of thrust means 
the most adverse effect on 
performance or handling qualities 
resulting from a failure or 
combination of failures of the 
propulsive system or flight control 
system, when applicable, either 
singular or in combination, not 
shown to be extremely improbable. 

(5) Critical change of thrust means 
the most adverse effects on 
performance or handling qualities 
resulting from failures of the flight 
control or propulsive system, when 
applicable, either singular or in 
combination, not shown to be 
extremely improbable. 

 

(6) Local events are failures of 
aircraft systems and components, 

(6) Local events are failures of 
aircraft systems and components, 

(6) Local events are failures of 
aircraft systems and components, 
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Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

other than the engine control 
system, that may affect the 
installed environment of the 
engine or propeller control system. 

other than the engine and propeller 
control system, that may affect the 
installed environment of the engine 
and propeller control system. 

other than the engine control 
system, that may affect the 
installed environment of the 
engine or propeller control system. 

(7) Approved flight envelope 
means the flight envelope 
composed of (i) the flight envelope 
associated to routine operational 
and/or prescribed conditions and 
(ii) the flight envelope associated 
to warning onset cases excluding 
situations associated to aircraft 
design limits or hard protection 
limits. 

(7) Approved flight envelope refers 
to the range of conditions within 
which the FAA has deemed it safe to 
operate an aircraft. These 
conditions include, but are not 
limited to, combinations of weight 
and center of gravity, flight profiles, 
ambient conditions, and likely 
failures. 

(7) Approved flight envelope 
means the flight envelope 
composed of (i) the flight envelope 
associated to routine operational 
and/or prescribed conditions and 
(ii) the flight envelope associated 
to warning onset cases excluding 
situations associated to aircraft 
design limits or hard protection 
limits. 

 

 (8) Engine-driven lift device is a 
propeller that generates any 
combination of lift and principal 
forward thrust in semi-thrust-borne 
flight or lift only in thrust-borne 
flight. 

(8) Engine-driven lift device is a 
propeller system that generates 
any combination of lift and 
principal forward thrust in semi-
thrust-borne flight or lift only in 
thrust-borne flight. 

The definition of “engine-driven lift 
device” was included to harmonize the 
ANAC criteria with AC 21.17-4 and to 
support consistent use of this concept 
throughout the structural, 
powerplant, and electric engine 
requirements. 

  (9) Diversion location means a pre-
selected airport, vertiport or 
equivalent landing site where a 
pilot can safely land the aircraft, if 
the planned destination cannot be 
reached. 

The definition of “diversion location” 
was also included. This definition 
clarifies that the term refers to a pre-
selected airport, vertiport, or 
equivalent landing site where the pilot 
can safely land the aircraft if the 
planned destination cannot be 
reached. The inclusion of this term 
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improves consistency with the revised 
definition of increased performance. 

EVE.2005 - Reserved.  EVE.2005 - Reserved.  

EVE.2010 - Accepted means of 
compliance. 

PL.2010 Accepted means of 
compliance. 

EVE.2010 -  - Accepted means of 
compliance. 

 

(a) An applicant must comply with this 
regulation using a means of 
compliance, which may include 
consensus standards, accepted by the 
ANAC. 

(a) An applicant must comply with 
these airworthiness criteria using a 
means of compliance, which may 
include consensus standards, 
accepted by the Administrator. 

(a) An applicant must comply with this 
regulation using a means of 
compliance, which may include 
consensus standards, accepted by the 
ANAC. 

 

(b) An applicant requesting 
acceptance of a means of compliance 
must provide the means of compliance 
to ANAC in a form and manner 
acceptable to ANAC. 

(b) An applicant requesting 
acceptance of a means of compliance 
must provide the means of compliance 
to the FAA in a form and manner 
acceptable to the Administrator. 

(b) An applicant requesting 
acceptance of a means of compliance 
must provide the means of compliance 
to ANAC in a form and manner 
acceptable to ANAC. 

 

SUBPART B - FLIGHT PERFORMANCE SUBPART B—FLIGHT  SUBPART B - FLIGHT PERFORMANCE Subpart B is the subpart where the 
most significant differences remain 
between ANAC’s EVE-100 
airworthiness criteria and FAA AC 
21.17-4. This is expected because 
Subpart B establishes the aircraft-level 
performance and flight characteristics 
framework applicable to essential 
performance and increased 
performance, including takeoff, climb, 
landing, controllability, stability, 
minimum safe speed characteristics, 
and operation following a critical 
change of thrust. These subjects are 
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highly dependent on the specific VCA 
configuration, intended operation, 
performance assumptions, adopted 
for the EVE-100. 
Although ANAC revised Subpart B to 
further harmonize terminology, 
structure, and wording with AC 21.17-
4, certain project-specific provisions 
were intentionally retained. These 
provisions reflect ANAC’s technical 
position regarding the EVE-100 under 
RBAC 21.17(b), especially where it was 
considered that ANAC wording 
provided a clearer or more 
appropriate link between flight 
performance, sources of lift, transition 
conditions, obstacle clearance, and 
continued safe flight and landing. 
The proposed revision incorporated 
several textual and terminological 
changes to align ANAC’s criteria with 
the terminology used in AC 21.17-4, 
especially with respect to “critical 
change of thrust,” “approved flight 
envelope,” “minimum safe speed,” 
“sources of lift,” “essential 
performance,” and “increased 
performance.” These changes improve 
consistency with the FAA AC and 
reduce unnecessary wording 
differences, while preserving ANAC’s 
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original technical intent for the EVE-
100. 
The revision of Subpart B resulted in 
significant harmonization with AC 
21.17-4, particularly in terminology, 
structure, and wording. However, 
Subpart B is not completely 
harmonized with the FAA AC. These 
differences are intentional and are 
considered appropriate for the EVE-
100 project. They preserve ANAC’s 
technical position on VCA 
performance and flight characteristics, 
while maintaining the objective of 
providing a level of safety equivalent 
to the applicable RBACs. 

 Performance  PERFORMANCE  

EVE.2100 - Weight and center of 
gravity 

PL.2100 Weight and center of gravity.  EVE.2100 - Weight and center of 
gravity 

 

(a) The applicant must determine 
limits for weights and centers of 
gravity that provide for the safe 
operation of the aircraft. 

(a) The applicant must determine 
limits for weights and centers of 
gravity that provide for the safe 
operation of the aircraft.  

(a) The applicant must determine 
limits for weights and centers of 
gravity that provide for the safe 
operation of the aircraft. 

 

(b) The applicant must comply with 
each requirement at critical 
combinations of weight and center of 
gravity within the aircraft's range of 
loading conditions using tolerances 
acceptable to ANAC. 

(b) The applicant must comply with 
each requirement of this subpart at 
critical combinations of weight and 
center of gravity within the aircraft's 
range of loading conditions using 

(b) The applicant must comply with 
each requirement of this subpart at 
critical combinations of weight and 
center of gravity within the aircraft's 
range of loading conditions using 
tolerances acceptable to ANAC. 
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tolerances acceptable to the 
Administrator.  

(c) The condition of the aircraft at the 
time of determining its empty weight 
and center of gravity must be well 
defined and easily repeatable. 

(c) The condition of the aircraft at the 
time of determining its empty weight 
and center of gravity must be well 
defined and easily repeatable.  

(c) The condition of the aircraft at the 
time of determining its empty weight 
and center of gravity must be well 
defined and easily repeatable. 

 

EVE.2105 - Performance data PL.2105 Performance data.  EVE.2105 - Performance data The performance data criterion was 
revised to better align with the 
performance framework adopted in 
AC 21.17-4. The revised wording 
distinguishes the atmospheric 
conditions applicable to aircraft 
approved for essential performance 
and increased performance, requires 
performance data to be developed 
within the approved flight envelope, 
and retains the requirement to 
account for losses due to atmospheric 
conditions, cooling needs, installation 
losses, downwash considerations, and 
other demands on power sources. The 
criterion also maintains the need to 
address  controlled emergency landing 
concept following conditions in which 
the aircraft can no longer provide the 
commanded power or thrust. 

(a) Unless otherwise prescribed, the 
aircraft must meet the performance 
requirements of this subpart in still air 
and standard atmospheric conditions. 

(a) Unless otherwise prescribed, the 
aircraft must meet the performance 
requirements of this subpart in—  

(1) Still air and standard 
atmospheric conditions at sea level 
for aircraft approved for essential 
performance; and  
(2) Ambient atmospheric 
conditions within the approved 
flight envelope for aircraft approved 
for increased performance. 

(a) Unless otherwise prescribed, the 
aircraft must meet the performance 
requirements of this subpart in: 

(1) Still air and standard 

atmospheric conditions at sea level 

for aircraft approved for essential 

performance; and  

(2) Ambient atmospheric conditions 
within the approved flight envelope 
for aircraft approved for increased 
performance. 

(b) Unless otherwise prescribed, the 

applicant must develop the 

performance data required for the 

following conditions: 

(1) Altitudes from the minimum to 

the maximum altitude for which 

certification is being sought; and 

(b) Unless otherwise prescribed, the 
applicant must develop the 
performance data required by this 
subpart for the conditions within the 
approved flight envelope.  

(b) Unless otherwise prescribed, the 

applicant must develop the 

performance data required by this 

subpart for the following conditions: 

(1) Altitudes from the minimum to 

the maximum altitude for which 

certification is being sought; and 
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(2) Temperatures above and below 
standard day temperature that are 
within the range of operating 
limitations, if those temperatures 
could have a negative effect on 
performance. 

(2) Temperatures above and below 

standard day temperature that are 

within the range of operating 

limitations, if those temperatures 

could have a negative effect on 

performanceapproved flight 

envelope. 

(c) The procedures used for 
determining takeoff and landing 
performance must be executable 
consistently by pilots of average skill in 
atmospheric conditions expected to 
be encountered in service. 

(c) The procedures used for 
determining takeoff and landing 
performance must consider all the 
applicable configurations and be 
executable consistently by pilots of 
average skill in the atmospheric 
conditions expected to be 
encountered in service.  

(c) The procedures used for 
determining takeoff and landing 
performance must consider all the 
applicable configurations and  be 
executable consistently by pilots of 
average skill in the atmospheric 
conditions expected to be 
encountered in service. 

(d) Performance data determined in 
accordance with paragraph (b) of this 
section must account for losses due to 
atmospheric conditions, cooling 
needs, installation losses, downwash 
considerations, and other demands on 
power sources. 

(d) Performance data determined in 
accordance with this section must 
account for losses due to atmospheric 
conditions, cooling needs, installation, 
downwash considerations, and other 
demands on power sources.  

(d) Performance data determined in 
accordance with paragraph (b) of this 
section must account for losses due to 
atmospheric conditions, cooling 
needs, installation losses, downwash 
considerations, and other demands on 
power sources. 

(e) The hovering ceiling, in and out of 
ground effect, must be determined 
over the ranges of weight, altitude, 
and temperature, if applicable. 

(e) The hovering ceiling, in and out of 
ground effect, if applicable, must be 
determined within the approved flight 
envelope.  

(e) The hovering ceiling, in and out of 
ground effect, if applicable, must be 
determined overwithin the ranges of 
weight, altitude, and temperature, if 
applicableapproved flight envelope. 
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(f) Continued safe flight and landing 
must be possible from any point within 
the approved flight envelope following 
a critical change of thrust. 

 (f) Continued safe flight and landing 
must be possible from any point within 
the approved flight envelope following 
a critical change of thrust. 

(g) Following a condition when the 
aircraft can no longer provide the 
commanded power or thrust for 
continued safe flight and landing, the 
aircraft must be capable of a 
controlled emergency landing without 
requiring exceptional pilot skill, 
strength, or alertness. 

(f) Following a condition when the 
aircraft can no longer provide the 
commanded power or thrust required 
for continued safe flight and landing, 
the aircraft must be capable of a 
controlled emergency landing by 
gliding, autorotation, or an equivalent 
means to mitigate the risk of loss of 
power or thrust.  The aircraft design 
must allow for the pilot to choose the 
direction and area of touchdown while 
reasonably protecting the occupants 
from injury.  Upon landing, some 
damage to the aircraft may be 
acceptable. 

(gf) Following a condition when the 
aircraft can no longer provide the 
commanded power or thrust required 
for continued safe flight and 
landing,  the aircraft must be capable 
of a controlled emergency landing 
without requiring exceptional pilot 
skill, strength, or alertness. The 
aircraft design must allow for the pilot 
to choose the direction and area of 
touchdown while reasonably 
protecting the occupants from injury. 
Upon landing, some damage to the 
aircraft may be acceptable. 

EVE.2110 - Minimum safe speed. PL.2110 Flight profiles  EVE.2110 - Minimum safe speed. ANAC retained a dedicated minimum 
safe speed criterion instead of 
adopting the FAA flight profile 
structure in PL.2110. Due to the lift-
plus-cruise architecture of the EVE-
100, its operation is not primarily 
constrained by predefined flight 
profiles, but rather by operational 
limits established to ensure continued 
safe flight across its different modes of 
operation: thrust-borne, semi-thrust-

The applicant must determine the 
aircraft minimum safe speed for each 
flight condition encountered in normal 
operations, including applicable 
source(s) of lift and phase(s) of flight, 
to maintain controlled safe flight. The 
minimum safe speed determination 
must account for the most adverse 
conditions for each flight 
configuration. 

The applicant must determine the 
flight profiles for which certification is 
being sought. Flight profiles refer to 
the grouping of flight phases, 
associated maneuvers, procedures, 
safe speeds inclusive of minimum 
speeds which may be stall speeds, 
operational conditions, and other 
critical flight references for the most 

The applicant must determine the 
aircraft minimum safe speed for each 
flight condition encountered in normal 
operations, including 
applicable  source(s) of lift 
and  phase(s) of flight, to maintain 
controlled safe flight. The minimum 
safe speed determination must 
account for the most adverse 
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adverse conditions consistent with the 
approved flight envelope.  

conditions for each flight 
configuration. 

borne, and wing-borne. In this context, 
the concept of minimum safe speed is 
more appropriate than the use of 
generic flight profiles. Accordingly, 
EVE.2110 requires the applicant to 
determine the aircraft minimum safe 
speed for each flight condition 
encountered in normal operations, 
including the applicable sources of lift 
and phases of flight, and to account for 
the most adverse conditions for each 
flight configuration. 

EVE.2115 - Takeoff performance. PL.2115 Takeoff performance.  EVE.2115 - Takeoff performance. The takeoff performance criterion was 
revised to align the wording with AC 
21.17-4 where appropriate, 
particularly by using the expression 
“following a critical change of thrust” 
in the provisions applicable to aircraft 
approved for increased performance. 
However, ANAC retained more explicit 
wording requiring the applicant to 
demonstrate continued safe flight and 
landing along the takeoff flight path. 
The revised text therefore improves 
harmonization with the FAA structure 
while preserving ANAC’s position that 
CSFL must be demonstrated as part of 
the takeoff performance assessment. 

(a) The applicant must determine 
takeoff performance accounting for: 

(a) The applicant must determine 
takeoff performance for all 
configurations for which approval is 
sought accounting for:  

(a) The applicant must determine 
takeoff performance for all 
configurations for which approval is 
sought accounting for:   

(1) All sources of lift for each takeoff 
flight path for which certification is 
sought; 

(1) The approved flight envelope, 
and   

(1) All sources of lift for each takeoff 
flight path for which certification is 
sought; 

(2) Minimum safe speed safety 
margins; 

 (2) Minimum safe speed safety 
margins; 

(3) Climb requirements; and (2) Climb requirements (3) Climb requirements; and 

(4) Obstacle Clearance.  (4) Obstacle Clearance. 

(b) For aircraft approved for essential 
performance, the applicant must 
determine the takeoff performance to 
a safe height above the takeoff. 

(b) For aircraft approved for essential 
performance, the applicant must 
determine the takeoff performance to 
50 feet above the takeoff surface such 

(b) For aircraft approved for essential 
performance, the applicant must 
determine the takeoff performance to 
a safe height above the takeoff. 
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Additionally, the aircraft must perform 
a continued safe flight and landing 
according to EVE.2105(f) at any point 
along the takeoff flight path. 

that a rejected takeoff resulting in safe 
stop or landing can be made at any 
point along the takeoff flight path 
following a critical change of thrust.  

Additionally, the aircraft must perform 
a continued surface such that an 
aborted takeoff resulting in safe flight 
andstop or landing according to 
EVE.2105(f)can be made at any point 
along the takeoff flight path following 
a critical change of thrust. 

(c) For aircraft approved for increased 
performance, the takeoff 
performance must be determined so 
that, following a critical change of 
thrust: 

(c) For aircraft approved for increased 
performance, the applicant must 
determine the takeoff performance so 
that—  

(c)  For aircraft approved for increased 
performance, the takeoff 
performance must be determined so 
that, following a critical change of 
thrust::  

(1) Prior to reaching the takeoff 
decision point: 

(i) A rejected takeoff resulting in 
a safe stop and landing can be 
made. The takeoff decision point 
may be a speed, an altitude, or 
both; and 

(1) Following a critical change of 
thrust prior to reaching the takeoff 
decision point, a rejected takeoff 
resulting in a safe stop or landing 
can be made.  The takeoff decision 
point may be a speed, an altitude, or 
other critical flight parameters 
selected by the applicant; and  

(1)  Following a critical change of 
thrust prior to reaching the takeoff 
decision  point: 
(i), a rejected takeoff resulting in a 
safe stop and landing can be made. 
The takeoff decision point may be a 
speed, an altitude, or both; 
andother critical flight parameters 
selected by the applicant;  and 

(2) After passing the takeoff 
decision point: 

(2) Following a critical change of 
thrust after passing the takeoff 
decision point, the aircraft can—  

(2)(2) Following a critical change of 
thrust after passing the takeoff 
decision point: 

(i) Continue the takeoff and climb 
to a safe height above the takeoff 
surface; 

(i) Continue the takeoff and climb 
to 50 feet above the takeoff 
surface; and  

(i) The aircraft can continue the 
takeoff and climb to a safe height 
above the takeoff surface;  
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(ii) The aircraft can achieve the 
configuration and airspeed used 
in compliance with EVE 
2120(d)(1); and 

(ii) Subsequently achieve the 
configuration and airspeed used 
in compliance with PL.2120. 

(ii) The aircraft can achieve the 
configuration and airspeed used 
in compliance with EVE 
2120(d)(1); and 

(iii) The aircraft must perform a 

continued safe flight and landing 

according to EVE.2105(f). 

 

 (iii) The aircraft must perform a 

continued safe flight and landing 

according to EVE.2105(f).. 

 

EVE.2120 - Climb requirements 
(a) The applicant must demonstrate 
minimum climb performance out of 
ground effect at each weight, altitude, 
and ambient temperature within the 
operating limitations using the 
procedures published in the flight 
manual. 
(b) For aircraft approved for essential 
and increased performance, the 
applicant must determine the 
following all engines operating (AEO) 
climb performance requirements: 

(1) The aircraft must have a 
minimum steady climb gradient at 
sea level in the initial takeoff 
configuration(s) and a climb speed 
selected by the applicant or Vy, and 
(2) For a balked landing, the aircraft 
must be able to maintain a 
minimum steady climb gradient 

PL.2120 Climb requirements.  
(a) The applicant must demonstrate 
minimum climb performance out of 
ground effect at each weight, altitude, 
and ambient temperature within the 
operating limitations using the 
procedures published in the flight 
manual.  
(b) The applicant must determine the 
following all engines operating (AEO) 
climb performance requirements:  

(1) A steady climb gradient of—  
(i) at least 8.3 percent at the 
configuration and speed at the end 
of the takeoff, for aircraft approved 
for essential performance; or  
(ii) at least 4.5 percent at the 
configuration and speed at the end 
of the takeoff, for aircraft approved 
for increased performance.   

EVE.2120 - Climb requirements 
(a) The applicant must demonstrate 
minimum climb performance out of 
ground effect at each weight, altitude, 
and ambient temperature within the 
operating limitations using the 
procedures published in the flight 
manual. 
(b) For aircraft approved for essential 
and increased performance, the 
applicant must determine the 
following all-engines-operating (AEO) 
climb performance requirements: 

(1) The aircraft must have a 
minimum steady climb gradient for 
each approved aircraft, at sea level 
in the initial takeoff configuration(s) 
and a climb speed selected byat the 
applicant or Vy,end of takeoff; and 
(2) For a balked landing, the aircraft 
must be able to maintain a 

The climb requirements were revised. 
ANAC’s wording provides a more 
explicit link between climb 
performance, sources of lift, transition 
from takeoff to enroute configuration, 
obstacle clearance, VTOSS, VFTO, 
balked landing, and the distinction 
between essential and increased 
performance. Although the FAA 
criterion uses a different structure and 
includes specific climb gradient 
provisions for certain segments, 
ANAC’s approach is intended to 
provide a more performance-based 
requirement for the EVE-100. 
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without creating undue pilot 
workload in the landing 
configuration(s). 

(c) For aircraft approved for essential 
performance, the climb performance 
after a critical change of thrust must 
be determined: 

(1) Using applicable sources of lift 
along the takeoff flight path for 
which certification is being sought 
at the speeds and configurations 
selected by the applicant; and 
(2) For the transition from the 
takeoff to the enroute 
configuration. The total altitude loss 
must be determined for the weight, 
altitude, and ambient temperature 
where level flight cannot be 
maintained. 

(d) For aircraft approved for increased 
performance, the climb performance 
after a critical change of thrust must 
be such that during climb: 

(1) Takeoff phase or following a 
balked landing: 

(i) The trajectory must clear all 
obstacles by sufficient margins 
for takeoff or landing and reach 
the Takeoff Safety Speed (VTOSS) 
at a safe height above the takeoff 

(2) For a balked landing, a climb 
gradient of 3 percent without 
creating undue pilot workload with 
the landing gear extended and in 
the landing configuration(s) 
selected by the applicant.  

(c) For aircraft approved for essential 
performance, the climb performance 
after a critical change of thrust must 
be determined–  

(1) Using applicable sources of lift 
along the takeoff flight path for 
which certification is being sought 
at the speeds and configurations 
selected by the applicant; and  
(2) If level flight cannot be 
maintained during the transition 
from the takeoff to the enroute 
configuration, the total altitude loss 
must be determined for all 
combinations of weight, altitude, 
and ambient temperature.   

(d) For aircraft approved for increased 
performance, the climb performance 
after a critical change of thrust must 
be such that:  

(1)  During the takeoff climb the 
aircraft has—  

(i) At least a positive climb 
gradient with the aircraft at the 
configuration and speed 

minimum steady climb gradient 
without creating undue pilot 
workload with the landing gear 
extended and in the landing 
configuration(s).) selected by the 
applicant. 

(c) For aircraft approved for essential 
performance, the climb performance 
after a critical change of thrust must 
be determined: 

(1) Using applicable sources of lift 
along the takeoff flight path for 
which certification is being sought 
at the speeds and configurations 
selected by the applicant; and 
(2) ForIf level flight cannot be 
maintained during the transition 
from the takeoff to the enroute 
configuration., the total altitude 
loss must be determined for theall 
combinations of weight, altitude, 
and ambient temperature where 
level flight cannot be maintained. 

(d) For aircraft approved for increased 
performance, the climb performance 
after a critical change of thrust must 
be such that during climb: 

(1) During the takeoff phase or 
following a balked landing: 

(i) The trajectory must clear all 
obstacles by sufficient margins 
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or landing surface with a positive 
rate of climb; 
(ii) The minimum rate of climb at 
initial takeoff height above the 
takeoff or landing surface in 
VTOSS is assured; 
(iii) The minimum rate of climb at 
final takeoff height above the 
takeoff or landing surface in Final 
Takeoff Speed (VFTO) is assured; 
(iv) From the initial takeoff height 
above the takeoff or landing 
surface, the aircraft path must be 
level or positive until the VFTO or 
the final takeoff height is 
attained, whichever is higher, 
with available rate of climb not 
less than the required by 
(d)(1)(iii). 

(2) Enroute: 
(i) Where applicable, the steady 
rate of climb (or descent) must be 
determined at each weight, 
altitude, temperature and 
sources of lift at which the 
aircraft is expected to operate for 
which certification is requested. 

determined at the end of the 
takeoff in PL.2115(c);  
(ii) At a minimum of 200 feet 
above the takeoff surface, per 
the approved takeoff path for 
which  

certification is requested, a climb 
gradient of at least 2.5 percent with 
the aircraft at the configuration and 
speed selected by the applicant; 
and  

(iii) At 1,000 feet above 
the takeoff surface, a climb 
gradient of at least 1.7 percent 
with the aircraft in the final 
takeoff speed and configuration 
selected by the applicant. 

(3) Enroute, the steady rate of 
climb (or descent) must be 
determined at each weight, 
altitude, and temperature for which 
certification is requested.  
(4) During a discontinued 
approach at 200 feet above the 
landing surface, the climb gradient 
is not less than 2.5 percent at the 
configuration and speed selected by 
the applicant for the landing profile 
for which certification is requested. 

for takeoff or landing and reach 
the Takeoff Safety Speed (VTOSS) 
at a safe height above the takeoff 
or landing surface with a positive 
rategradient of climb;  
(ii) The minimum rategradient of 
climb at initial takeoff height 
above the takeoff or landing 
surface in VTOSS is assured;  
(iii) The minimum rategradient of 
climb at final takeoff height 
above the takeoff or landing 
surface in Final Takeoff Speed 
(VFTO) is assured;  
(iv) From the initial takeoff height 
above the takeoff or landing 
surface, the aircraft path must be 
level or positive until the VFTO or 
the final takeoff height is 
attained, whichever is higher, 
with available rategradient of 
climb not less than the required 
by (d)(1)(iii). 

(2) Enroute: 
(i), where applicable, the steady 
rategradient of climb (or descent) 
must be determined at each weight, 
altitude, temperature and sources 
of lift at which the aircraft is 
expected to operate for which 
certification is requested. 



Comparative chart – Revision 1 of Airworthiness Criteria 
EVE Soluções de Mobilidade Aérea Urbana Ltda. – Model EVE-100 

Version for Sectorial Consultation – Docket 00066.005452/2026-61 

 

  Page 19 of 147 

Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

EVE.2125 - Climb information PL.2125 Climb information.  EVE.2125 - Climb information  

(a) The applicant must determine 
climb performance at each weight, 
altitude, and ambient temperature 
within the operating limitations using 
the procedures published in the flight 
manual. 

(a) The applicant must determine 
climb performance at each weight, 
altitude, and ambient temperature 
within the operating limitations using 
the procedures published in the flight 
manual.  

(a) The applicant must determine 
climb performance at each weight, 
altitude, and ambient temperature 
within the operating limitations using 
the procedures published in the flight 
manual. 

 

(b) The applicant must determine 
climb performance accounting after a 
critical change of thrust. 

(b) The applicant must determine 
climb performance accounting for any 
critical change of thrust.  

(b) The applicant must determine 
climb performance accounting after 
afor any critical change of thrust. 

The wording was revised only to 
include the term “any,” harmonizing 
the text with AC 21.17-4. This change 
is editorial in nature and clarifies that 
all applicable climb performance 
information required for the approved 
operating conditions must be 
determined. The inclusion of “any” 
does not change the technical intent 
of the requirement but reduces 
unnecessary textual differences from 
the FAA criterion and supports a 
common interpretation during 
certification and validation activities. 

(c) The applicant must determine the 
performance accordingly for the 
appropriate sources of lift applicable 
to the condition defined in 
EVE.2105(g). 

(c) The applicant must determine the 
performance accordingly for the 
appropriate sources of lift applicable 
to the conditions defined in PL.2105(f).  

(c) The applicant must determine the 
performance accordingly for the 
appropriate sources of lift  applicable 
to the conditionconditions defined in 
EVE.2105(gf). 

 

EVE.2130 - Landing. PL.2130 Landing.  EVE.2130 - Landing. The landing criterion was revised to 
harmonize the wording with AC 21.17-
4 where appropriate, while retaining 
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ANAC’s structure for approach, 
transition, landing, and balked landing 
conditions. ANAC also maintained the 
explicit need to demonstrate 
continued safe flight and landing in the 
applicable landing and balked landing 
scenarios. 

The applicant must determine the 
following, for the critical combinations 
of weight, altitudes and temperatures 
within the operational limits: 

The applicant must determine the 
following, for critical combinations of 
weight, altitude, and temperatures 
within the operational limits:  

The applicant must determine the 
following, for the critical combinations 
of weight, altitudes and temperatures 
within the operational limits: 

 

(a) The approach, transition and 
landing speeds and procedures, which 
allow a pilot of average skill to land 
within the published landing 
performance consistently and without 
causing damage or injury, and which 
allow for a safe transition to the balked 
landing conditions of these 
airworthiness criteria accounting for: 

(a) The approach and landing speeds 
and procedures, which allow a pilot of 
average skill to land within the 
published landing distance 
consistently and without causing 
damage or injury, and which allow for 
a safe transition to the balked landing 
conditions of these airworthiness 
criteria accounting for:  

(a) The approach, transition and 
landing speeds and procedures, which 
allow a pilot of average skill to land 
within the published landing 
performance consistently and without 
causing damage or injury, and which 
allow for a safe transition to the balked 
landing conditions of these 
airworthiness criteria accounting for: 

 

(1) All sources of lift for each 
approach and landing flight path for 
which certification is sought; and 

(1) All sources of lift for each 
approach and landing flight path for 
which certification is sought,  

(1) All sources of lift for each 
approach and landing flight path for 
which certification is sought; and 

 

(2) Any minimum or maximum 
speed safety margins. 

(2) Any minimum or maximum 
speed safety margins, and  

(2) Any minimum or maximum 
speed safety margins. 

 

 (3) Minimum control speeds.   The EVE-100 criteria do not include a 
standalone provision equivalent to AC 
21.17-4 item PL.2130(a)(3). This 
difference is intentional and should be 
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read together with ANAC’s overall 
performance framework for takeoff, 
climb, landing, balked landing, and 
continued safe flight and landing. 
ANAC retained a more specific 
structure in EVE.2115, EVE.2120, and 
EVE.2130 to address the aircraft’s 
performance after a critical change of 
thrust, including the need to 
demonstrate continued safe flight and 
landing where applicable. Therefore, 
the absence of a standalone paragraph 
equivalent to PL.2130(a)(3) does not 
represent a reduction in the safety 
objective, but rather reflects ANAC’s 
decision to address the subject 
through the EVE-100-specific 
performance requirements. 

(b) For aircraft approved for essential 
performance, the applicant must 
determine the landing performance 
from a safe height above the landing 
surface. Additionally, the aircraft must 
perform a continued safe flight and 
landing according to EVE.2105(f) at 
any point along the approach flight 
path. 

(b) For aircraft approved for essential 
performance, the applicant must 
determine the landing performance 
from a height of 50 feet above the 
landing surface. Additionally, the 
aircraft must be capable of performing 
a safe landing at any point along the 
approach flight path following a 
critical change of thrust.  

(b) For aircraft approved for essential 
performance, the applicant must 
determine the landing performance 
from a safe height above the landing 
surface. Additionally, the aircraft must 
performbe capable of performing a 
continued safe flight and landing 
according to EVE.2105(f) at any point 
along the approach flight path 
following a critical change of thrust. 

 

(c) For aircraft approved for increased 
performance, the applicant must 

(c) For aircraft approved for increased 
performance, the applicant must 

(c) For aircraft approved for increased 
performance, the applicant must 
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determine the landing performance 
from a safe height above the landing 
surface so that, following a critical 
change of thrust that occurs: 

determine the landing performance 
from a height of 50 feet above the 
landing surface so that, following a 
critical change of thrust that occurs—  

determine the landing performance 
from a safe height above the landing 
surface so that, following a critical 
change of thrust that occurs: 

(1) Prior to reaching the landing 
decision point, the aircraft can- 

(1) Prior to the landing decision 
point, which may be a speed, an 
altitude, or other critical flight 
parameters selected by the 
applicant, the aircraft can: 

(1) Prior to reaching the landing 
decision point, which may be a 
speed, an altitude, or other critical 
flight parameters selected by the 
applicant, the aircraft can-: 

 

(i) Land and stop safely on the 
landing surface; or 

(i) Land and stop safely on the 
landing surface; or  

(i) Land and stop safely on the 
landing surface; or 

 

(ii) Transition to the balked 
landing condition established in 
EVE.2120(d)(1) and perform a 
continued safe flight and landing 
according to EVE.2105(f). 

(ii) Transition to the balked 
landing condition and 
performance established in 
PL.2120.  

(ii) Transition to the balked 
landing condition established in 
EVE.2120(d)(1) and perform a 
continued safe flight and landing 
according to EVE.2105(f).. 

 

(2) After passing the landing 
decision point, the aircraft can- 

(i) Land and stop safely on the 
landing surface. 

(2) After passing the landing 
decision point, the aircraft can land 
and stop safely on the landing 
surface.   

(2) After passing the landing 
decision point, the aircraft can- 
(i) land and stop safely on the 
landing surface. 

 

FLIGHT CHARACTERISTICS Flight Characteristics  FLIGHT CHARACTERISTICS  

EVE.2135 - Controllability PL.2135 Controllability and 
maneuverability.  

EVE.2135 - Controllability and 
maneuverability 

The controllability and 
maneuverability criterion was revised 
to align paragraphs (a) to (c) more 
closely with AC 21.17-4. These 
changes are mainly textual and do not 
reduce the minimum level of 
controllability established for the EVE-

(a) The aircraft must be controllable 
and maneuverable, without requiring 
exceptional piloting skill, alertness, or 
strength, within the approved flight 
envelope: 

(a) The aircraft must be controllable 
and maneuverable, without requiring 
exceptional piloting skill, alertness, or 
strength, within the approved flight 
envelope—  

(a) The aircraft must be controllable 
and maneuverable, without requiring 
exceptional piloting skill, alertness, or 
strength, within the approved flight 
envelope: 
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(1) At all loading conditions for 
which certification is requested; 

(1) At all loading conditions for 
which certification is requested;  

(1) At all loading conditions for 
which certification is requested; 

100. ANAC retained paragraph (d) in 
Subpart B, although the equivalent 
content appears in AC 21.17-4 under 
Subpart D as PL.2300(c). ANAC 
considers this placement more 
appropriate because the subject is 
directly related to aircraft response, 
handling qualities, controllability, and 
protection against adverse flight 
characteristics. Therefore, this 
remaining difference is organizational 
in nature and does not represent a 
material technical difference. 

(2) During all phases of flight while 
using applicable sources of lift; 

(2) During all phases of flight;  (2) During all phases of flight while 
using applicable sources of lift; 

(3) With flight control or propulsion 
systems failures, in a 
complementary approach to the 
airworthiness criteria EVE.2510 for 
handling qualities aspects 
evaluation; 

(3) In degraded flight control system 
operating modes and likely flight 
control or propulsion system 
failures;  

(3) With In degraded flight control 
system operating modes and likely 
flight control or propulsion 
systemssystem failures, in a 
complementary approach to the 
airworthiness criteria EVE.2510 for 
handling qualities aspects 
evaluation; 

(4) During configuration changes; (4) During configuration changes;  (4) During configuration changes; 

(5) In all degraded flight control and 
propulsion systems operating 
modes not shown to be extremely 
improbable; 

 (5) In all degraded flight control and 
propulsion systems operating 
modes not shown to be extremely 
improbable; 

(6) In thrust-borne operation, and 
must be controllable in wind 
velocities from zero to at least 17 
knots from any azimuth angle; and 

(5) In thrust-borne operations with 
wind velocities from zero to at least 
17 knots from any azimuth angle; 
and  

(65) In thrust-borne operation, and 
must be controllable inoperations 
with wind velocities from zero to at 
least 17 knots from any azimuth 
angle; and 

(7) The aircraft must be able to 
safely complete a landing using the 
steepest approach gradient 
procedures. 

(6) The aircraft must be able to 
safely complete a landing using the 
steepest approach gradient 
procedures.  

(76) The aircraft must be able to 
safely complete a landing using the 
steepest approach gradient 
procedures. 

(b) The applicant must determine 
critical control parameters, such as 

(b) The applicant must determine 
critical control parameters, such as 

(b) The applicant must determine 
critical control parameters, such as 
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limited control power margins, and if 
applicable, account for those 
parameters in appropriate operating 
limitations. 

limited control power margins, and if 
applicable, account for those 
parameters in appropriate operating 
limitations.  

limited control power margins, and if 
applicable, account for those 
parameters in appropriate operating 
limitations. 

(c) It must be possible to make a 
smooth transition from one flight 
condition to another (changes in 
configuration and in source of lift and 
phase of flight) without exceeding the 
approved flight envelope. 

(c) It must be possible to make a 
smooth transition from one flight 
condition to another (inclusive of 
changes in configuration, source of lift, 
phase of flight, or response type) 
without exceeding the approved flight 
envelope.  

(c) It must be possible to make a 
smooth transition from one flight 
condition to another (inclusive of 
changes in configuration and in, 
source of lift and, phase of flight, or 
response type) without exceeding the 
approved flight envelope. 

(d) Operation of features that protect 
the aircraft against loss of control, or 
exceeding critical limits, must not 
adversely affect flight characteristics 
in aircraft response to inceptor inputs, 
unsteady atmospheric conditions, and 
other likely conditions, including 
simultaneous limiting events. 

 (d) Operation of features that protect 
the aircraft against loss of control, or 
exceeding critical limits, must not 
adversely affect flight characteristics 
in aircraft response to inceptor inputs, 
unsteady atmospheric conditions, and 
other likely conditions, including 
simultaneous limiting events. 

EVE.2140 - Trim PL.2140 Trim.  EVE.2140 - Trim ANAC retained wording that better 
reflects the EVE-100 flight control 
architecture. The FAA criterion refers 
to the primary flight controls, 
corresponding trim controls, and the 
flight control system. In the EVE-100 
criteria, the term “inceptor” is used 
instead of “primary flight controls,” as 
this provides a more representative 

(a) The aircraft must maintain lateral 
and directional trim without further 
force upon, or movement of, the 
inceptor by the pilot, under all normal 
operations while using applicable 
sources of lift. 

(a) The aircraft must maintain lateral 
and directional trim without further 
force upon, or movement of, the 
primary flight controls or 
corresponding trim controls by the 
pilot, or the flight control system, 
under all normal operations while 
using applicable sources of lift.  

(a) The aircraft must maintain lateral 
and directional trim without further 
force upon, or movement of, 
the  inceptor by the pilot, under all 
normal operations while using 
applicable sources of lift.  
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(b) The aircraft must maintain 
longitudinal trim without further force 
upon, or movement of, the inceptor by 
the pilot, under the following 
conditions: 

(b) The aircraft must maintain 
longitudinal trim without further force 
upon, or movement of, the primary 
flight controls or corresponding trim 
controls by the pilot, or the flight 
control system, under the following 
conditions:  

(b) The aircraft must maintain 
longitudinal trim without further force 
upon, or movement of, the  inceptor 
by the pilot, under the following 
conditions:  

description of the pilot interface in the 
EVE-100 architecture. In addition, the 
EVE-100 does not incorporate a 
dedicated trim system. Instead, it 
incorporates automatic functions that 
are continuously active during normal 
operation and maintain the aircraft 
without requiring a conventional trim 
control function. For this reason, 
ANAC’s wording is more appropriate 
for the aircraft design while preserving 
the same safety objective: the aircraft 
must maintain trim characteristics and 
must not impose unacceptable 
residual control forces on the pilot 
during normal, abnormal, or 
emergency operations, including 
following a critical change of thrust. 

(1) Climb. (1) Climb.  (1) Climb. 

(2) Level flight. (2) Level flight.  (2) Level flight. 

(3) Descent. (3) Descent.  (3) Descent. 

(4) Approach. (4) Approach.  (4) Approach. 

(c) Residual control forces must not 
fatigue or distract the pilot during 
normal operations of the aircraft and 
abnormal or emergency operations, 
including a critical change of thrust. 

(c) Residual control forces must not 
fatigue or distract the pilot during 
normal operations of the aircraft and 
likely abnormal or emergency 
operations. The trim system must not 
contain objectionable force 
characteristics.  

(c) Residual control forces must not 
fatigue or distract the pilot during 
normal operations of the aircraft and 
abnormal or emergency operations, 
including a critical change of thrust. 

EVE.2145 - Stability PL.2145 Stability and handling 
qualities. 

EVE.2145 - Stability ANAC retained a stability criterion 
tailored to the EVE-100 certification 
approach. The FAA criterion combines 
stability and handling qualities and 
requires acceptable aircraft stability to 
be demonstrated in handling qualities 
sufficient to safely perform any task 
required for the intended aircraft 
operation, including in likely failure 
conditions. ANAC’s text focuses on 

(a) Within the approved flight 
envelope, the aircraft must show 
suitable stability and control feel, in all 
axes. 

(a) Within the approved flight 
envelope, acceptable aircraft stability 
must be demonstrated in handling 
qualities sufficient to safely perform 
any task required for the intended 
aircraft operation without requiring 
exceptional pilot skill, strength, or 
alertness— 

(a) Within  the approved 
flight  envelope, the aircraft must 
show suitable stability and control 
feel, in all axes.  
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(1) In all conditions expected to be 
seen in service, and  
(2) In likely failure conditions. 

suitable stability and control feel in all 
axes and on ensuring that the aircraft 
does not exhibit divergent stability 
characteristics that would require 
exceptional piloting skill, alertness, or 
strength, or otherwise endanger the 
aircraft and its occupants. ANAC 
intends to assess the EVE-100 stability 
characteristics using methodologies 
already applied in previous wing-
borne certification programs, together 
with requirements derived from 
rotorcraft standards and adapted to 
semi-thrust-borne conditions. 

(b) Within the approved flight 
envelope, no aircraft may exhibit any 
divergent stability characteristic, so as 
to require exceptional piloting skills, 
alertness, or strength or otherwise 
endanger the aircraft and its 
occupants. 

(b) The aircraft must not exhibit any 
divergent stability characteristics in 
any axis.  

(b) Within  the approved 
flight  envelope, no aircraft may 
exhibit any divergent stability 
characteristic, so as to require 
exceptional piloting skills, alertness, or 
strength or otherwise endanger the 
aircraft and its occupants. 

 (c) Handling qualities must be based 
primarily on positive control 
movement or forces by assessing task 
execution, pilot workload, acceptable 
cues, and pilot compensation during 
appropriate maneuvers and 
operations.  
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EVE.2150 - Minimum safe speed 
characteristics and warning. 
(a) For wing borne operation, the 
aircraft must have controllable 
minimum safe speed flight 
characteristics in straight flight, 
turning flight, and accelerated turning 
flight. In case there is no high 
incidence protection system, there 
must be a clear and distinctive 
minimum safe speed warning that 
provides sufficient margin to prevent 
inadvertently slowing below the 
minimum safe speed. 
(b) For wing borne and semi-thrust-
borne operations, the aircraft must 
not have a tendency to inadvertently 
depart controlled safe flight, including 
a sudden change of thrust. 

PL.2150 Minimum safe flight 

characteristics and warning.  

For each flight profile established 

under PL.2110, the aircraft must:  

(a) Exhibit controllable flight 

characteristics, including but not 
limited to stalls in straight flight, 
turning flight, and accelerated turning 

flight.   

(b) Not have the tendency to 
inadvertently depart controlled safe 

flight after a sudden change of thrust.  

(c) Have a clear and distinctive warning 
that provides sufficient margin to 
prevent inadvertent departure from 
controlled flight. 

EVE.2150 - Minimum safe speed 
characteristics and warning. 
(a) For wing borne operation, the 
aircraft must have controllable 
minimum safe speed flight 
characteristics in straight flight, 
turning flight, and accelerated turning 
flight. In case there is no high 
incidence protection system, there 
must be a clear and distinctive 
minimum safe speed warning that 
provides sufficient margin to 
prevent  inadvertently slowing below 
the minimum safe speed.  
(b) For wing borne and semi-thrust-
borne operations, the aircraft must 
not have a tendency to inadvertently 
depart controlled safe flight, including 
a sudden change of thrust.  

ANAC retained a minimum safe speed 
characteristics and warning criterion 
that reflects the EVE-100 design and 
the approach adopted in EVE.2110. 
The FAA criterion is linked to the flight 
profiles established under PL.2110. 
Since ANAC retained a dedicated 
minimum safe speed framework 
rather than a flight profile framework, 
EVE.2150 is structured around 
minimum safe speed characteristics 
for the relevant sources of lift. 

EVE.2155 - Ground handling 
characteristics. 

PL.2155 Ground and water handling 
characteristics.  

EVE.2155 - Ground handling 
characteristics. 

 

For aircraft intended for operation on 
land or water, the aircraft must have 
controllable longitudinal and 
directional handling characteristics 
during taxi, takeoff, and landing 
operations. 

For aircraft intended for operation on 
land or water, the aircraft must have 
controllable longitudinal and 
directional handling characteristics 
during taxi, takeoff, and landing 
operations.  

For aircraft intended for operation on 
land or water, the aircraft must have 
controllable longitudinal and 
directional handling characteristics 
during taxi, takeoff, and landing 
operations. 

 

EVE.2160 - Vibration, buffeting, and 
high-speed characteristics 

PL.2160 Vibration, buffeting, and 
high-speed characteristics.  

EVE.2160 - Vibration, buffeting, and 
high-speed characteristics 
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(a) Each part of the aircraft must be 
free from excessive vibration and 
buffeting under each appropriate 
speed and power condition. Vibration 
and buffeting, for operations up to VD 
/MD, must not interfere with the 
control of the aircraft or cause 
excessive fatigue to the flightcrew. 
Stall warning buffet within these limits 
is allowable. 

(a) Each part of the aircraft must be 
free from excessive vibration and 
buffeting under each appropriate 
speed and power condition. Vibration 
and buffeting, for operations up to 
VD/MD, must not interfere with the 
control of the aircraft or cause 
excessive fatigue to the flightcrew. 
Stall warning buffet within these limits 
is allowable.  

(a) Each part of the aircraft must be 
free from excessive vibration and 
buffeting under each appropriate 
speed and power condition. Vibration 
and buffeting, for operations up to VD 
/MD, must not interfere with the 
control of the aircraft or cause 
excessive fatigue to the flightcrew. 
Stall warning buffet within these limits 
is allowable.  

 

(b) For inadvertent excursions beyond 
the maximum approved speed, the 
aircraft must be able to safely recover 
back to its approved flight envelope 
without requiring exceptional piloting 
skill, strength, or alertness. This 
recovery may not result in structural 
damage or loss of control. 

(b) For inadvertent excursions beyond 
the maximum approved speed, the 
aircraft must be able to safely recover 
back to its approved flight envelope 
without requiring exceptional piloting 
skill, strength, or alertness.  This 
recovery may not result in structural 
damage or loss of control.  

(b)  For inadvertent excursions beyond 
the maximum approved speed, the 
aircraft must be  able to safely recover 
back to its approved flight 
envelope  without requiring 
exceptional piloting skill, strength, or 
alertness. This recovery  may not 
result in structural damage or loss of 
control. 

 

EVE.2165 - Performance and flight 
characteristics requirements for flight 
in atmospheric icing conditions. 

PL.2165 Performance and flight 

characteristics requirements for 

flight in atmospheric icing conditions.  

EVE.2165 - Performance and flight 
characteristics requirements for flight 
in atmospheric icing conditions. 

 

(a) Reserved (a) An applicant who requests 

certification for flight in atmospheric 

icing conditions must show the 

following in the icing conditions for 

which certification is requested:  

(a) Reserved  
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(1) Compliance with each 

requirement of this subpart, except 

those applicable to spins and any 

that must be demonstrated at 

speeds in excess of—  

(i) 250 knots calibrated airspeed 
(CAS);  

(ii) VMO/MMO or VNE; or  

(iii) A speed at which the 
applicant demonstrates the 

airframe will be free of ice 
accretion.  

(b) The applicant must provide a 
means to detect icing conditions for 
which certification is not requested 
and show the aircraft’s ability to avoid 
or exit those icing conditions. 

(b) The applicant must provide a 
means to detect icing conditions for 
which certification is not requested 
and show the aircraft’s ability to avoid 
or exit those icing conditions.  

(b) The applicant must provide a 
means to detect icing conditions for 
which certification is not requested 
and show the aircraft’s ability to avoid 
or exit those icing conditions. 

 

(c) The applicant must develop an 
operating limitation to prohibit 
intentional flight, including takeoff 
and landing, into icing conditions for 
which the aircraft is not certified to 
operate. 

(c) The applicant must develop an 
operating limitation to prohibit 
intentional flight, including takeoff 
and landing, into icing conditions for 
which the aircraft is not certified to 
operate.  

(c) The applicant must develop an 
operating limitation to prohibit 
intentional flight, including takeoff 
and landing, into icing conditions for 
which the aircraft is not certified to 
operate. 

 

SUBPART C - STRUCTURES SUBPART C—STRUCTURES  Subpart C - Structures Subpart C — Structures was revised 
and the changes introduced in this 
subpart are mainly textual, 
terminological, or organizational in 
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nature, with the purpose of aligning 
ANAC’s wording with the terminology 
and structure consolidated by the FAA 
in AC 21.17-4 for powered-lift/VCA. 
The revision preserves the technical 
intent originally established by ANAC, 
while reducing differences that could 
lead to unnecessary interpretation 
issues during certification or validation 
activities. 
The revision of Subpart C resulted in 
complete harmonization with AC 
21.17-4, without a material difference 
from the FAA criteria. The changes 
promote greater clarity, terminology 
consistency, and international 
alignment, while maintaining the 
requirement that the structural design 
of the EVE-100 consider the particular 
characteristics of a VCA. 

EVE.2200 - Structural design envelope PL.2200 Structural design envelope.  EVE.2200 - Structural design envelope The wording related to the structural 
design envelope was harmonized with 
AC 21.17-4. The previous text included 
the more generic concept of 
“minimum safe speed”.  The revised 
text in the FAA AC   defines separate 
references for stalling speed in wing 
borne flight and for minimum speed in 
thrust-borne and semi-thrust borne 
flight. This change does not modify the 

The applicant must determine the 
structural design envelope, which 
describes the range and limits of 
aircraft design and operational 
parameters for which the applicant 
will show compliance with the 
requirements of this subpart. The 
applicant must account for all aircraft 
design and operational parameters 

The applicant must determine the 
structural design envelope, which 
describes the range and limits of 
aircraft design and operational 
parameters for which the applicant 
will show compliance with the 
requirements of this subpart. The 
applicant must account for all aircraft 
design and operational parameters 

The applicant must determine the 
structural design envelope, which 
describes the range and limits of 
aircraft design and operational 
parameters for which the applicant 
will show compliance with the 
requirements of this subpart. The 
applicant must account for all aircraft 
design and operational parameters 
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that affect structural loads, strength, 
durability, and aeroelasticity, 
including: 

that affect structural loads, strength, 
durability, and aeroelasticity, 
including:  

that affect structural loads, strength, 
durability, and aeroelasticity, 
including: 

technical objective of the 
requirement. The purpose remains to 
ensure that structural design 
airspeeds provide adequate margins 
to safeguard against loss of control in 
turbulent air and to allow the 
establishment of practical operational 
limiting airspeeds with structural 
margin. Also, the terminology related 
to engine-driven devices was 
harmonized to avoid unnecessary 
differences between ANAC’s criteria 
and AC 21.17-4. 

(a) Structural design airspeeds, landing 
descent speeds, and any other 
airspeed limitation at which the 
applicant must show compliance to 
the requirements of this subpart. The 
structural design airspeeds must: 

(a) Structural design airspeeds, landing 
descent speeds, and any other 
airspeed limitation at which the 
applicant must show compliance to 
the requirements of this subpart. The 
structural design airspeeds must—  

(a) Structural design airspeeds, landing 
descent speeds, and any other 
airspeed limitation at which the 
applicant must show compliance to 
the requirements of this subpart. The 
structural design airspeeds must: 

(1) Be sufficiently greater than the 
minimum safe speed of the aircraft 
to safeguard against loss of control 
in turbulent air; and 

(1) Be sufficiently greater than the 
stalling speed of the aircraft to 
safeguard against loss of control in 
turbulent air, while in wing-borne 
flight;   

(1) Be sufficiently greater than the 
minimum safestalling speed of the 
aircraft to safeguard against loss of 
control in turbulent air; and, while 
in wing-borne flight;   

 (2) Be sufficiently greater than the 
minimum speed of the aircraft while 
in thrust-borne and semi-thrust-
borne flight to safeguard against 
loss of control in turbulent air; and  

(2) Be sufficiently greater than the 
minimum speed of the aircraft while 
in thrust-borne and semi-thrust-
borne flight to safeguard against 
loss of control in turbulent air; and  

(2) Provide sufficient margin for the 
establishment of practical 
operational limiting airspeeds. 

(3) Provide sufficient margin for the 
establishment of practical 
operational limiting airspeeds.  

(23) Provide sufficient margin for 
the establishment of practical 
operational limiting airspeeds. 

(b) Design maneuvering load factors 
not less than those, which service 
history shows, may occur within the 
structural design envelope. 

(b) Design maneuvering load factors 
not less than those, which service 
history shows, may occur within the 
structural design envelope.  

(b) Design maneuvering load factors 
not less than those, which service 
history shows, may occur within the 
structural design envelope. 
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(c) Inertial properties including weight, 
center of gravity, and mass moments 
of inertia, accounting for: 

(c) Inertial properties including weight, 
center of gravity, and mass moments 
of inertia, accounting for—  

(c) Inertial properties including weight, 
center of gravity, and mass moments 
of inertia, accounting for: 

(1) Each critical weight from the 
aircraft empty weight to the 
maximum weight; and 

(1) Each critical weight from the 
aircraft empty weight to the 
maximum weight; and  

(1) Each critical weight from the 
aircraft empty weight to the 
maximum weight; and 

(2) The weight and distribution of 
occupants, payload, and energy-
storage systems. 

(2) The weight and distribution of 
occupants, payload, and energy-
storage systems.  

(2) The weight and distribution of 
occupants, payload, and energy-
storage systems. 

(d) Characteristics of aircraft control 
systems, including range of motion 
and tolerances for control surfaces, 
high lift devices, or other moveable 
surfaces. 

(d) Characteristics of aircraft control 
systems, including range of motion 
and tolerances for control surfaces, 
high lift devices, or other moveable 
surfaces.  

(d) Characteristics of aircraft control 
systems, including range of motion 
and tolerances for control surfaces, 
high lift devices, or other moveable 
surfaces. 

(e) Each critical altitude up to the 
maximum altitude. 

(e) Each critical altitude up to the 
maximum altitude.  

(e) Each critical altitude up to the 
maximum altitude. 

(f) Engine-driven lifting/thrusting-
device rotational speed and ranges, 
and the maximum rearward and 
sideward flight speeds. 

(f) Engine-driven lift device rotational 
speed and ranges, and the maximum 
rearward and sideward flight speeds.  

(f) Engine-driven lifting/thrusting-lift 
device rotational speed and ranges, 
and the maximum rearward and 
sideward flight speeds. 

(g) Thrust‐borne, wing‐borne, and 
semi‐thrust‐borne flight 
configurations, with associated flight 
load envelopes. 

(g) Thrust‐borne, wing‐borne, and 
semi‐thrust‐borne flight 
configurations, with associated flight 
load envelopes.  

(g) Thrust‐borne, wing‐borne, and 
semi‐thrust‐borne flight 
configurations, with associated flight 
load envelopes. 

EVE.2205 - Interaction of systems and 
structures 

PL.2205 Interaction of systems and 
structures.  

EVE.2205 - Interaction of systems and 
structures 
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For aircraft equipped with systems 
that modify structural performance, 
alleviate the impact of this subpart's 
requirements, or provide a means of 
compliance with this subpart, the 
applicant must account for the 
influence and failure of these systems 
when showing compliance with the 
requirements of this subpart. 

For aircraft equipped with systems 
that modify structural performance, 
alleviate the impact of this subpart's 
requirements, or provide a means of 
compliance with this subpart, the 
applicant must account for the 
influence and failure of these systems 
when showing compliance with the 
requirements of this subpart.  

For aircraft equipped with systems 
that modify structural performance, 
alleviate the impact of this subpart's 
requirements, or provide a means of 
compliance with this subpart, the 
applicant must account for the 
influence and failure of these systems 
when showing compliance with the 
requirements of this subpart. 

 

STRUCTURAL LOADS Structural Loads  STRUCTURAL LOADS  

EVE.2210 - Structural design loads PL.2210 Structural design loads.  EVE.2210 - Structural design loads  

(a) The applicant must: (a) The applicant must:  (a) The applicant must:  

(1) Determine the applicable 
structural design loads resulting 
from likely externally or internally 
applied pressures, forces, or 
moments that may occur in flight, 
ground and water operations, 
ground and water handling, and 
while the aircraft is parked or 
moored. 

(1) Determine the applicable 
structural design loads resulting 
from likely externally or internally 
applied pressures, forces, or 
moments that may occur in flight, 
ground and water operations, 
ground and water handling, and 
while the aircraft is parked or 
moored.  

(1) Determine the applicable 
structural design loads resulting 
from likely externally or internally 
applied pressures, forces, or 
moments that may occur in flight, 
ground and water operations, 
ground and water handling, and 
while the aircraft is parked or 
moored. 

 

(2) Determine the loads required by 
paragraph (a)(1) of this section at all 
critical combinations of parameters, 
on and within the boundaries of the 
structural design envelope. 

(2) Determine the loads required by 
paragraph (a)(1) of this section at all 
critical combinations of parameters, 
on and within the boundaries of the 
structural design envelope.  

(2) Determine the loads required by 
paragraph (a)(1) of this section at all 
critical combinations of parameters, 
on and within the boundaries of the 
structural design envelope. 

 

 (3) Determine the loads required for 
durability.  

(3) Determine the loads required for 
durability.  

Paragraph (a)(3) was added to require 
the determination of loads required 
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for durability. This addition 
harmonizes the ANAC criteria with AC 
21.17-4 and reinforces that the 
determination of structural design 
loads must consider not only limit and 
ultimate loads associated with critical 
operating conditions, but also loads 
relevant to structural life, foreseeable 
degradation, and the maintenance of 
safety margins throughout the 
aircraft’s life cycle. 

(b) The magnitude and distribution of 

the applicable structural design loads 

required by this section must be 

based on physical principles. 

(b) The magnitude and distribution of 
the applicable structural design loads 
required by this section must be based 
on physical principles.  

(b) The magnitude and distribution of 
the applicable structural design loads 
required by this section must be based 
on physical principles. 

 

EVE.2215 - Flight Load Conditions PL.2215 Flight load conditions.  EVE.2215 - Flight Load Conditions  

(a) The applicant must determine the 
structural design loads resulting from 
the following flight conditions: 

(a) The applicant must determine the 
structural design loads resulting from 
the following flight conditions:  

(a) The applicant must determine the 
structural design loads resulting from 
the following flight conditions: 

 

(1) Atmospheric gusts where the 
magnitude and gradient of these 
gusts are based on measured gust 
statistics. 

(1) Atmospheric gusts where the 
magnitude and gradient of these 
gusts are based on measured gust 
statistics.  

(1) Atmospheric gusts where the 
magnitude and gradient of these 
gusts are based on measured gust 
statistics. 

 

(2) Symmetric and asymmetric 
maneuvers. 

(2) Symmetric and asymmetric 
maneuvers.  

(2) Symmetric and asymmetric 
maneuvers. 
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(3) Asymmetric thrust resulting 
from the failure of a powerplant 
unit. 

(3) Asymmetric thrust resulting 
from the failure of a propeller or 
engine.  

(3) Asymmetric thrust resulting 
from the failure of a powerplant 
unitpropeller or engine. 

 

(b) There must be no vibration or 
buffeting severe enough to result in 
structural damage, at any speed up to 
dive speed, within the structural 
design envelope, in any configuration 
and power settings. 

(b) There must be no vibration or 
buffeting severe enough to result in 
structural damage, at any speed up to 
dive speed, within the structural 
design envelope, in any configuration 
and power setting.  

(b) There must be no vibration or 
buffeting severe enough to result in 
structural damage, at any speed up to 
dive speed, within the structural 
design envelope, in any configuration 
and power settingssetting. 

 

EVE.2220 - Ground and water load 
conditions 

PL.2220 Ground and water load 
conditions.  

EVE.2220 - Ground and water load 
conditions 

 

The applicant must determine the 
structural design loads resulting from 
taxi, takeoff, landing, and handling 
conditions on the applicable surface in 
normal and adverse attitudes and 
configurations. 

The applicant must determine the 
structural design loads resulting from 
taxi, takeoff, landing, and handling 
conditions on the applicable surface in 
normal and adverse attitudes and 
configurations.  

The applicant must determine the 
structural design loads resulting from 
taxi, takeoff, landing, and handling 
conditions on the applicable surface in 
normal and adverse attitudes and 
configurations.  

 

EVE.2225 - Component Loading 
Conditions 

PL.2225 Component loading 
conditions.  

EVE.2225 - Component Loading 
Conditions 

 

The applicant must determine the 
structural design loads acting on: 

The applicant must determine the 
structural design loads acting on:  

The applicant must determine the 
structural design loads acting on: 

 

(a) Each engine mount and its 
supporting structure such that both 
are designed to withstand loads 
resulting from: 

(a) Each engine mount and its 
supporting structure such that both 
are designed to withstand loads 
resulting from—  

(a) Each engine mount and its 
supporting structure such that both 
are designed to withstand loads 
resulting from: 

 

(1) Powerplant operation combined 
with flight gust and maneuver loads; 
and 

(1) Powerplant operation combined 
with flight gust and maneuver loads; 
and  

(1) Powerplant operation combined 
with flight gust and maneuver loads; 
and 
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(2) For non-reciprocating 
powerplants, sudden powerplant 
stoppage. 

(2) For non-reciprocating 
powerplants, sudden powerplant 
stoppage.  

(2) For non-reciprocating 
powerplants, sudden powerplant 
stoppage. 

 

(b) Each flight control and high-lift 
surface, their associated system and 
supporting structure resulting from: 

(b) Each flight control and high-lift 
surface, their associated system and 
supporting structure resulting from—  

(b) Each flight control and high-lift 
surface, their associated system and 
supporting structure resulting from: 

 

(1) The inertia of each surface and 
mass balance attachment; 

(1) The inertia of each surface and 
mass balance attachment;  

(1) The inertia of each surface and 
mass balance attachment; 

 

(2) Flight gusts and maneuvers; (2) Flight gusts and maneuvers;  (2) Flight gusts and maneuvers;  

(3) Pilot or automated system 
inputs; 

(3) Pilot or automated system 
inputs;  

(3) Pilot or automated system 
inputs; 

 

(4) System induced conditions, 
including jamming and friction; and 

(4) System induced conditions, 
including jamming and friction; and  

(4) System induced conditions, 
including jamming and friction; and 

 

(5) Taxi, takeoff, and landing 
operations on the applicable 
surface, including downwind taxi 
and gusts occurring on the 
applicable surface. 

(5) Taxi, takeoff, and landing 
operations on the applicable 
surface, including downwind taxi 
and gusts occurring on the 
applicable surface.  

(5) Taxi, takeoff, and landing 
operations on the applicable 
surface, including downwind taxi 
and gusts occurring on the 
applicable surface. 

 

(c) Reserved. (c) A pressurized cabin resulting from 
the pressurization differential—  

(1) From zero up to the maximum 
relief pressure combined with gust 
and maneuver loads;  
(2) From zero up to the maximum 
relief pressure combined with 
ground and water loads if the 
aircraft may land with the cabin 
pressurized; and  

(c) Reserved.  
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(3) At the maximum relief 
pressure multiplied by 1.33 for 
aircraft to be approved for 
operation to 45,000 feet or by a 
factor of 1.67 for aircraft to be 
approved for operation above 
45,000 feet, omitting all other loads. 

(d) Engine-driven lifting/thrusting-
device assemblies, considering loads 
resulting from flight and ground 
conditions, as well limit input torque 
at any lifting/thrusting- device 
rotational speed. 

(d) Engine-driven lift device 

assemblies, considering loads 

resulting from flight and ground 

conditions, as well limit input torque 

at any engine-driven lift device 

rotational speed. 

(d) Engine-driven lifting/thrusting-lift 
device assemblies, considering loads 
resulting from flight and ground 
conditions, as well limit input torque 
at any lifting/thrusting-engine-driven 
lift device rotational speed. 

The terminology was harmonized with 
AC 21.17-4 through the inclusion of 
the concept of “engine-driven lift 
devices”. The revised wording aligns 
the ANAC criteria with the FAA 
terminology for VCA and avoids 
ambiguity regarding the scope of the 
lifters, control mechanisms, 
components, and related structures 
that must be considered. 

EVE.2230 - Limit and ultimate loads  PL.2230 Limit and ultimate loads.  EVE.2230 - Limit and ultimate loads  

The applicant must determine: The applicant must determine—  The applicant must determine:  

(a) The limit loads, which are equal to 
the structural design loads unless 
otherwise specified elsewhere in 
these airworthiness criteria; and 

(a) The limit loads, which are equal to 
the structural design loads unless 
otherwise specified elsewhere in 
these airworthiness criteria; and  

(a) The limit loads, which are equal to 
the structural design loads unless 
otherwise specified elsewhere in 
these airworthiness criteria; and 

 

(b) The ultimate loads, which are equal 
to the limit loads multiplied by a 1,5 
factor of safety unless otherwise 
specified elsewhere in these 
airworthiness criteria. 

(b) The ultimate loads, which are equal 
to the limit loads multiplied by a 1.5 
factor of safety unless otherwise 
specified elsewhere in these 
airworthiness criteria.  

(b) The ultimate loads, which are equal 
to the limit loads multiplied by a 1,.5 
factor of safety unless otherwise 
specified elsewhere in these 
airworthiness criteria. 
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STRUCTURAL PERFORMANCE Structural Performance STRUCTURAL PERFORMANCE  

EVE.2235 - Structural strength PL.2235 Structural strength.  EVE.2235 - Structural strength  

The structure must support: The structure must support:  The structure must support:  

(a) limit loads without: (a) Limit loads without—  (a) limit loads without:  

(1) interference with the safe 
operation of the aircraft; and 

(1) Interference with the safe 
operation of the aircraft; and  

(1) interference with the safe 
operation of the aircraft; and 

 

(2) detrimental or permanent 
deformation. 

(2) Detrimental or permanent 
deformation.  

(2) detrimental or permanent 
deformation. 

 

(b) ultimate loads. (b) Ultimate loads.  (b) ultimate loads.  

EVE.2240 - Structural durability. PL.2240 Structural durability.  EVE.2240 - Structural durability.  

(a) The applicant must develop and 
implement inspections or other 
procedures to prevent structural 
failures due to foreseeable causes of 
strength degradation, which could 
result in serious or fatal injuries, or 
extended periods of operation with 
reduced safety margins. Each of the 
inspections or other procedures 
developed under this section must be 
included in the Airworthiness 
Limitations Section of the Instructions 
for Continued Airworthiness required 
by EVE.1529. 

(a) The applicant must develop and 
implement inspections or other 
procedures to prevent structural 
failures due to foreseeable causes of 
strength degradation, which could 
result in serious or fatal injuries, or 
extended periods of operation with 
reduced safety margins. Each of the 
inspections or other procedures 
developed under this section must be 
included in the Airworthiness 
Limitations Section of the ICA, 
required by PL.1529.  

(a) The applicant must develop and 
implement inspections or other 
procedures to prevent structural 
failures due to foreseeable causes of 
strength degradation, which could 
result in serious or fatal injuries, or 
extended periods of operation with 
reduced safety margins. Each of the 
inspections or other procedures 
developed under this section must be 
included in the Airworthiness 
Limitations Section of the Instructions 
for Continued Airworthiness required 
by EVE.1529. 

 

(b) If safety-by-design (fail-safe) is 
used to comply with paragraph (a) of 
this section, safety-by-inspection 

(b) If safety-by-design (fail-safe) is 
used to comply with paragraph (a) of 
this section, safety-by-inspection 

(b) If safety-by-design (fail-safe) is 
used to comply with paragraph (a) of 
this section, safety-by-inspection 
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(damage tolerance) must also be 
incorporated to reliably detect 
structural damage before the damage 
could result in structural failure. 

(damage tolerance) must also be 
incorporated to reliably detect 
structural damage before the damage 
could result in structural failure.  

(damage tolerance) must also be 
incorporated to reliably detect 
structural damage before the damage 
could result in structural failure. 

(c) Reserved. (c) For pressurized aircraft:  
(1) The aircraft must be capable 
of continued safe flight and landing 
following a sudden release of cabin 
pressure, including sudden releases 
caused by door and window 
failures.  
(2) For aircraft with maximum 
operating altitude greater than 
41,000 feet, the procedures 
developed for compliance with 
paragraph (a) of this section must 
be capable of detecting damage to 
the pressurized cabin structure 
before the damage could result in 
rapid decompression that would 
result in serious or fatal injuries. 

(c) Reserved.  

(d) The aircraft must be designed to 
minimize hazards to the aircraft due to 
structural damage caused by high-
energy fragments from an 
uncontained engine or rotating 
machinery failure. 

(d) The aircraft must be designed to 
minimize hazards to the aircraft due to 
structural damage caused by high-
energy fragments from an 
uncontained engine or rotating 
machinery failure.  

(d) The aircraft must be designed to 
minimize hazards to the aircraft due to 
structural damage caused by high-
energy fragments from an 
uncontained engine or rotating 
machinery failure. 

 

 (e) Engine-driven lift devices, control 
mechanisms, components, and 
related engine structure necessary to 

(e) Engine-driven lift devices, control 
mechanisms, components, and 
related engine structure necessary to 

The terminology was harmonized with 
AC 21.17-4 through the inclusion of 
the concept of “engine-driven lift 
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transmit loads from the engine-driven 
lift device to the airframe must comply 
with the damage tolerance and fatigue 
criteria of this section.  

transmit loads from the engine-driven 
lift device to the airframe must comply 
with the damage tolerance and fatigue 
criteria of this section. 

devices”. The revised wording aligns 
the ANAC criteria with the FAA 
terminology for VCA and avoids 
ambiguity regarding the scope of the 
lifters, control mechanisms, 
components, and related structures 
that must be considered. 

EVE.2241 - Aeromechanical stability PL.2241 Aeromechanical stability. EVE.2241 -– Aeromechanical stability The aeromechanical stability criteria 
were harmonized with AC 21.17-4 by 
clarifying that the aircraft must be free 
from dangerous oscillations and 
aeromechanical instabilities for all 
configurations and conditions of 
operation on the ground and in flight, 
including ground resonance and air 
resonance, while accounting for 
critical failures, malfunctions, and 
adverse conditions. 

The aircraft must be free from 
dangerous oscillations and 
aeromechanical instabilities for all 
configurations and conditions of 
operation on the ground and in flight. 

(a) The aircraft must be free from 
dangerous oscillations and 
aeromechanical instabilities, including 
ground resonance and air resonance—   

(1) For all configurations and 
conditions of operation on the 
ground and in flight, and  
(2) Accounting for critical failures, 
malfunctions, and adverse 
conditions. 

(a) The aircraft must be free from 
dangerous oscillations and 
aeromechanical instabilities, including 
ground resonance and air resonance: 

(1) For all configurations and 
conditions of operation on the 
ground and in flight, and 
(2) Accounting for critical failures, 
malfunctions, and adverse 
conditions. 

 (b) The applicant must establish 
tolerances for all critical quantities 
that affect aeromechanical stability. 

(b) The applicant must establish 
tolerances for all critical quantities 
that affect aeromechanical stability. 

EVE.2245 - Aeroelasticity PL.2245 Aeroelasticity.  EVE.2245 - Aeroelasticity The aeroelasticity criteria were 
harmonized with AC 21.17-4 by 
revising the wording related to critical 
failures, malfunctions, and adverse 
conditions, and by removing wording 

(a) The aircraft must be free from 
flutter, control reversal, and 
divergence: 

(a) The aircraft including the engine-
driven lift devices must be free from 
flutter, control reversal, and 
divergence—  

(a) The aircraft including the engine-
driven lift devices must be free from 
flutter, control reversal, and 
divergence: 
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(1) At all speeds within and 
sufficiently beyond the structural 
design envelope; 

(1) At all speeds within and 
sufficiently beyond the structural 
design envelope;  

(1) At all speeds within and 
sufficiently beyond the structural 
design envelope; 

that was no longer necessary after 
harmonization with the FAA criterion. 
The revised text continues to require 
the aircraft to be free from flutter, 
control reversal, and divergence at all 
speeds within and sufficiently beyond 
the structural design envelope, for any 
configuration and condition of 
operation, and while accounting for 
the relevant critical conditions. The 
change avoids duplication and 
improves consistency between the 
aeromechanical stability and 
aeroelasticity criteria. 

(2) For any configuration and 
condition of operation; 

(2) For any configuration and 
condition of operation;  

(2) For any configuration and 
condition of operation; 

 (3) Under each appropriate 
rotational speed and power 
condition;  

(3) Under each appropriate 
rotational speed and power 
condition; 

(3) Accounting for critical structural 
modes; and 

(4) Accounting for critical degrees of 
freedom, including critical 
structural modes; and  

(34) Accounting for critical degrees 
of freedom, including critical 
structural modes; and 

(4) Accounting for any critical 
failures or malfunctions. 

(5) Accounting for any critical 
failures, malfunctions, and adverse 
conditions.  

(45) Accounting for any critical 
failures or, malfunctions, and 
adverse conditions. 

(b) The applicant must establish 
tolerances for all quantities that affect 
aeroelastic stability. 

(b) The applicant must establish 
tolerances for all quantities that affect 
aeroelastic stability.  

(b) The applicant must establish 
tolerances for all quantities that affect 
aeroelastic stability. 

(c) Each component and rotating 
aerodynamic surface of the aircraft 
must be free from any aeroelastic 
instability under each appropriate 
speed and power condition. 

 (c) Each component and rotating 
aerodynamic surface of the aircraft 
must be free from any aeroelastic 
instability under each appropriate 
speed and power condition. 

DESIGN Design  DESIGN  

EVE.2250 - Design and construction 
principles 

PL.2250 Design and construction 
principles.  

EVE.2250 - Design and construction 
principles 

The design and construction principles 
were harmonized with AC 21.17-4. The 
revision removed wording from 
EVE.2250(c) that established a specific 

(a) The applicant must design each 
part, article, and assembly for the 

(a) The applicant must design each 
part, article, and assembly for the 

(a) The applicant must design each 
part, article, and assembly for the 
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expected operating conditions of the 
aircraft. 

expected operating conditions of the 
aircraft.  

expected operating conditions of the 
aircraft. 

safety objective considered to exceed 
the level of rigor generally reflected in 
RBAC 25 and RBAC 29, without clear 
service experience indicating the need 
for such additional rigor. The revision 
also added EVE.2250(f) to address 
critical parts, other than those 
meeting the definition of critical parts 
under Subpart I. This addition is 
consistent with the approach used in 
rotorcraft standards, such as RBAC 
27.602 and RBAC 29.602, and ensures 
that critical parts outside the engine-
specific context are properly identified 
and controlled through appropriate 
design, manufacturing, quality 
assurance, and change-control 
procedures. 

(b) Design data must adequately 
define the part, article, or assembly 
configuration, its design features, and 
any materials and processes used. 

(b) Design data must adequately 
define the part, article, or assembly 
configuration, its design features, and 
any materials and processes used.  

(b) Design data must adequately 
define the part, article, or assembly 
configuration, its design features, and 
any materials and processes used. 

(c) The applicant must determine the 
suitability of each design detail and 
part having an important bearing on 
safety in operations. The applicant 
must prevent single failures from 
resulting in a catastrophic effect upon 
the aircraft. 

(c) The applicant must determine the 
suitability of each design detail and 
part having an important bearing on 
safety in operations.   

(c) The applicant must determine the 
suitability of each design detail and 
part having an important bearing on 
safety in operations. The applicant 
must prevent single failures from 
resulting in a catastrophic effect upon 
the aircraft. 

(d) The control system must be free 
from jamming, excessive friction, and 
excessive deflection when the aircraft 
is subjected to expected limit airloads. 

(d) The control system must be free 
from jamming, excessive friction, and 
excessive deflection when the aircraft 
is subjected to expected limit airloads.  

(d) The control system must be free 
from jamming, excessive friction, and 
excessive deflection when the aircraft 
is subjected to expected limit airloads. 

(e) Doors, canopies, and exits must be 
protected against inadvertent opening 
in flight, unless shown to create no 
hazard when opened in flight. 

(e) Doors, canopies, and exits must be 
protected against inadvertent opening 
in flight, unless shown to create no 
hazard when opened in flight.  

(e) Doors, canopies, and exits must be 
protected against inadvertent opening 
in flight, unless shown to create no 
hazard when opened in flight. 

 (f) For critical parts, other than those 
that meet the definition of a critical 
part under Subpart I or J, the following 
requirements apply:  

(f) For critical parts, other than those 
that meet the definition of a critical 
part under Subpart I, the following 
requirements apply:  

 (1) A critical part is a part, the failure 
of which could have a catastrophic 
effect upon the aircraft, and for 

(1) A critical part is a part, the failure 
of which could have a catastrophic 
effect upon the aircraft, and for 
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which critical characteristics have 
been identified which must be 
controlled to ensure the required 
level of integrity.  

which critical characteristics have 
been identified which must be 
controlled to ensure the required 
level of integrity.  

 (2) If the type design includes critical 
parts, a critical parts list shall be 
established. Procedures shall be 
established to define the critical 
design characteristics, identify 
processes that affect those 
characteristics, and identify the 
design change and process change 
controls necessary for showing 
compliance with the quality 
assurance requirements of 14 CFR 
part 21.  

(2) If the type design includes critical 
parts, a critical parts list shall be 
established. Procedures shall be 
established to define the critical 
design characteristics, identify 
processes that affect those 
characteristics, and identify the 
design change and process change 
controls necessary for showing 
compliance with the quality 
assurance requirements of RBAC 21. 

EVE.2255 - Protection of Structure PL.2255 Protection of structure.  EVE.2255 - Protection of Structure  

(a) The applicant must protect each 
part of the aircraft, including small 
parts such as fasteners, against 
deterioration or loss of strength due to 
any cause likely to occur in the 
expected operational environment. 

(a) The applicant must protect each 
part of the aircraft, including small 
parts such as fasteners, against 
deterioration or loss of strength due to 
any cause likely to occur in the 
expected operational environment.  

(a) The applicant must protect each 
part of the aircraft, including small 
parts such as fasteners, against 
deterioration or loss of strength due to 
any cause likely to occur in the 
expected operational environment. 

 

(b) Each part of the aircraft must have 
adequate provisions for ventilation 
and drainage. 

(b) Each part of the aircraft must have 
adequate provisions for ventilation 
and drainage.  

(b) Each part of the aircraft must have 
adequate provisions for ventilation 
and drainage. 

 

(c) For each part that requires 
maintenance, preventive 
maintenance, or servicing, the 

(c) For each part that requires 
maintenance, preventive 
maintenance, or servicing, the 

(c) For each part that requires 
maintenance, preventive 
maintenance, or servicing, the 
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applicant must incorporate a means 
into the aircraft design to allow such 
actions to be accomplished. 

applicant must incorporate a means 
into the aircraft design to allow such 
actions to be accomplished.  

applicant must incorporate a means 
into the aircraft design to allow such 
actions to be accomplished. 

EVE.2260 - Materials and processes. PL.2260 Materials and processes.  EVE.2260 - Materials and processes.  

(a) The applicant must determine the 
suitability and durability of materials 
used for parts, articles, and 
assemblies, accounting for the effects 
of likely environmental conditions 
expected in service, the failure of 
which could prevent continued safe 
flight and landing. 

(a) The applicant must determine the 
suitability and durability of materials 
used for parts, articles, and 
assemblies, accounting for the effects 
of likely environmental conditions 
expected in service, the failure of 
which could prevent continued safe 
flight and landing.  

(a) The applicant must determine the 
suitability and durability of materials 
used for parts, articles, and 
assemblies, accounting for the effects 
of likely environmental conditions 
expected in service, the failure of 
which could prevent continued safe 
flight and landing. 

 

(b) The methods and processes of 
fabrication and assembly used must 
produce consistently sound 
structures. If a fabrication process 
requires close control to reach this 
objective, the applicant must perform 
the process under an approved 
process specification. 

(b) The methods and processes of 
fabrication and assembly used must 
produce consistently sound 
structures. If a fabrication process 
requires close control to reach this 
objective, the applicant must perform 
the process under an approved 
process specification.  

(b) The methods and processes of 
fabrication and assembly used must 
produce consistently sound 
structures. If a fabrication process 
requires close control to reach this 
objective, the applicant must perform 
the process under an approved 
process specification. 

 

(c) Except as provided in paragraphs (f) 
and (g) of this section, the applicant 
must select design values that ensure 
material strength with probabilities 
that account for the criticality of the 
structural element. Design values 
must account for the probability of 
structural failure due to material 
variability. 

(c) Except as provided in paragraphs (f) 
and (g) of this section, the applicant 
must select design values that ensure 
material strength with probabilities 
that account for the criticality of the 
structural element. Design values 
must account for the probability of 
structural failure due to material 
variability.  

(c) Except as provided in paragraphs (f) 
and (g) of this section, the applicant 
must select design values that ensure 
material strength with probabilities 
that account for the criticality of the 
structural element. Design values 
must account for the probability of 
structural failure due to material 
variability. 
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(d) If material strength properties are 
required, a determination of those 
properties must be based on sufficient 
tests of material meeting 
specifications to establish design 
values on a statistical basis. 

(d) If material strength properties are 
required, a determination of those 
properties must be based on sufficient 
tests of material meeting 
specifications to establish design 
values on a statistical basis.  

(d) If material strength properties are 
required, a determination of those 
properties must be based on sufficient 
tests of material meeting 
specifications to establish design 
values on a statistical basis. 

 

(e) If thermal effects are significant on 
a critical component or structure 
under normal operating conditions, 
the applicant must determine those 
effects on allowable stresses used for 
design. 

(e) If thermal effects are significant on 
a critical component or structure 
under normal operating conditions, 
the applicant must determine those 
effects on allowable stresses used for 
design.  

(e) If thermal effects are significant on 
a critical component or structure 
under normal operating conditions, 
the applicant must determine those 
effects on allowable stresses used for 
design. 

 

(f) Design values, greater than the 
minimums specified by this section, 
may be used, where only guaranteed 
minimum values are normally allowed, 
if a specimen of each individual item is 
tested before use to determine that 
the actual strength properties of that 
particular item will equal or exceed 
those used in the design. 

(f) Design values, greater than the 
minimums specified by this section, 
may be used, where only guaranteed 
minimum values are normally allowed, 
if a specimen of each individual item is 
tested before use to determine that 
the actual strength properties of that 
particular item will equal or exceed 
those used in the design.  

(f) Design values, greater than the 
minimums specified by this section, 
may be used, where only guaranteed 
minimum values are normally allowed, 
if a specimen of each individual item is 
tested before use to determine that 
the actual strength properties of that 
particular item will equal or exceed 
those used in the design. 

 

(g) An applicant may use other 
material design values if approved by 
ANAC. 

(g) An applicant may use other 
material design values if approved by 
the Administrator.  

(g) An applicant may use other 
material design values if approved by 
ANAC. 

 

EVE.2265 - Special factors of safety PL.2265 Special factors of safety.  EVE.2265 - Special factors of safety  

(a) The applicant must determine a 
special factor of safety for each critical 
design value for each part, article, or 
assembly for which that critical design 

(a) The applicant must determine a 
special factor of safety for each critical 
design value for each part, article, or 
assembly for which that critical design 

(a) The applicant must determine a 
special factor of safety for each critical 
design value for each part, article, or 
assembly for which that critical design 
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value is uncertain, and for each part, 
article, or assembly that is: 

value is uncertain, and for each part, 
article, or assembly that is—  

value is uncertain, and for each part, 
article, or assembly that is: 

(1) Likely to deteriorate in service 
before normal replacement; or 

(1) Likely to deteriorate in service 
before normal replacement; or  

(1) Likely to deteriorate in service 
before normal replacement; or 

 

(2) Subject to appreciable variability 
because of uncertainties in 
manufacturing processes or 
inspection methods. 

(2) Subject to appreciable variability 
because of uncertainties in 
manufacturing processes or 
inspection methods.  

(2) Subject to appreciable variability 
because of uncertainties in 
manufacturing processes or 
inspection methods. 

 

(b) The applicant must determine a 
special factor of safety using quality 
controls and specifications that 
account for each: 

(b) The applicant must determine a 
special factor of safety using quality 
controls and specifications that 
account for each—  

(b) The applicant must determine a 
special factor of safety using quality 
controls and specifications that 
account for each: 

 

(1) Type of application; (1) Type of application;  (1) Type of application;  

(2) Inspection method; (2) Inspection method;  (2) Inspection method;  

(3) Structural test requirement; (3) Structural test requirement;  (3) Structural test requirement;  

(4) Sampling percentage; and (4) Sampling percentage; and  (4) Sampling percentage; and  

(5) Process and material control. (5) Process and material control.  (5) Process and material control.  

(c) The applicant must multiply the 
highest pertinent special factor of 
safety in the design for each part of the 
structure by each limit and ultimate 
load, or ultimate load only, if there is 
no corresponding limit load, such as 
occurs with emergency condition 
loading. 

(c) The applicant must multiply the 
highest pertinent special factor of 
safety in the design for each part of the 
structure by each limit and ultimate 
load, or ultimate load only, if there is 
no corresponding limit load, such as 
occurs with emergency condition 
loading.  

(c) The applicant must multiply the 
highest pertinent special factor of 
safety in the design for each part of the 
structure by each limit and ultimate 
load, or ultimate load only, if there is 
no corresponding limit load, such as 
occurs with emergency condition 
loading. 
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STRUCTURAL OCCUPANT 
PROTECTION 

Structural Occupant Protection  STRUCTURAL OCCUPANT PROTECTION  

EVE.2270 - Emergency conditions PL.2270 Emergency conditions.  EVE.2270 - Emergency conditions  

(a) The aircraft, even when damaged 
in an emergency landing, must protect 
each occupant against injury that 
would preclude egress when: 

(a) The aircraft, even when damaged 
in an emergency landing, must protect 
each occupant against injury that 
would preclude egress when—  

(a) The aircraft, even when damaged 
in an emergency landing, must protect 
each occupant against injury that 
would preclude egress when: 

 

(1) Properly using safety equipment 
and features provided for in the 
design; 

(1) Properly using safety equipment 
and features provided for in the 
design;  

(1) Properly using safety equipment 
and features provided for in the 
design; 

 

(2) The occupant experiences 
ultimate static inertia loads likely to 
occur in an emergency landing; and 

(2) The occupant experiences 
ultimate static inertia loads likely to 
occur in an emergency landing; and  

(2) The occupant experiences 
ultimate static inertia loads likely to 
occur in an emergency landing; and 

 

(3) Items of mass, including engines 
or auxiliary power units (APUs), 
within or external to the cabin, that 
could injure an occupant, 
experience ultimate static inertia 
loads likely to occur in an 
emergency landing. 

(3) Items of mass, including engines, 
within, above, immediately 
adjacent to, or aft of the cabin, that 
could injure an occupant, 
experience ultimate static inertia 
loads likely to occur in an 
emergency landing.  

(3) Items of mass, including engines 
or auxiliary power units (APUs),, 
within or external, above, 
immediately adjacent to, or aft of 
the cabin, that could injure an 
occupant, experience ultimate 
static inertia loads likely to occur in 
an emergency landing.  

The emergency conditions criteria 
were harmonized with AC 21.17-4. The 
revised wording removes the explicit 
reference to auxiliary power units, 
which is appropriate for the expected 
configuration of this type of aircraft, 
and replaces broader wording related 
to masses external to the cabin with 
wording more closely aligned with the 
FAA criterion, addressing items 
located above, immediately adjacent 
to, or aft of the cabin.  

(b) The emergency landing conditions 
specified in paragraph (a)(1) and (a)(2) 
of this section, must: 

(b) The emergency landing conditions 
specified in paragraph (a)(1) and (a)(2) 
of this section, must—  

(b) The emergency landing conditions 
specified in paragraph (a)(1) and (a)(2) 
of this section, must: 
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(1) Include dynamic conditions that 
are likely to occur in an emergency 
landing; and 

(1) Include dynamic conditions that 
are likely to occur in an emergency 
landing; and  

(1) Include dynamic conditions that 
are likely to occur in an emergency 
landing; and 

 

(2) Not generate loads experienced 
by the occupants, which exceed 
established human injury criteria for 
human tolerance due to restraint or 
contact with objects in the aircraft. 

(2) Not generate loads experienced 
by the occupants, which exceed 
established human injury criteria for 
human tolerance due to restraint or 
contact with objects in the aircraft.  

(2) Not generate loads experienced 
by the occupants, which exceed 
established human injury criteria for 
human tolerance due to restraint or 
contact with objects in the aircraft. 

 

(c) The aircraft must provide 
protection for all occupants, 
accounting for likely flight, ground, 
and emergency landing conditions. 

(c) The aircraft must provide 
protection for all occupants, 
accounting for likely flight, ground, 
and emergency landing conditions.  

(c) The aircraft must provide 
protection for all occupants, 
accounting for likely flight, ground, 
and emergency landing conditions. 

 

(d) Each occupant protection system 
must perform its intended function 
and not create a hazard that could 
cause a secondary injury to an 
occupant. The occupant protection 
system must not prevent occupant 
egress or interfere with the operation 
of the aircraft when not in use. 

(d) Each occupant protection system 
must perform its intended function 
and not create a hazard that could 
cause a secondary injury to an 
occupant. The occupant protection 
system must not prevent occupant 
egress or interfere with the operation 
of the aircraft when not in use.   

(d) Each occupant protection system 
must perform its intended function 
and not create a hazard that could 
cause a secondary injury to an 
occupant. The occupant protection 
system must not prevent occupant 
egress or interfere with the operation 
of the aircraft when not in use. 

 

(e) Each baggage and cargo 
compartment must: 

(e) Each baggage and cargo 
compartment must—  

(e) Each baggage and cargo 
compartment must: 

 

(1) Be designed for its maximum 
weight of contents and for the 
critical load distributions at the 
maximum load factors 
corresponding to the flight and 
ground load conditions determined 
under these airworthiness criteria; 

(1) Be designed for its maximum 
weight of contents and for the 
critical load distributions at the 
maximum load factors 
corresponding to the flight and 
ground load conditions determined 
under these airworthiness criteria;  

(1) Be designed for its maximum 
weight of contents and for the 
critical load distributions at the 
maximum load factors 
corresponding to the flight and 
ground load conditions determined 
under these airworthiness criteria; 
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(2) Have a means to prevent the 
contents of the compartment from 
becoming a hazard by impacting 
occupants or shifting; and 

(2) Have a means to prevent the 
contents of the compartment from 
becoming a hazard by impacting 
occupants or shifting; and  

(2) Have a means to prevent the 
contents of the compartment from 
becoming a hazard by impacting 
occupants or shifting; and 

 

(3) Protect any controls, wiring, 
lines, equipment, or accessories 
whose damage or failure would 
affect safe operations. 

(3) Protect any controls, wiring, 
lines, equipment, or accessories 
whose damage or failure would 
affect safe operations.  

(3) Protect any controls, wiring, 
lines, equipment, or accessories 
whose damage or failure would 
affect safe operations. 

 

SUBPART D - DESIGN AND 
CONSTRUCTION 

SUBPART D—DESIGN AND 
CONSTRUCTION  

Subpart D - Design and Construction Most of the changes introduced in this 
subpart are textual, terminological, or 
organizational in nature, with the 
purpose of aligning ANAC’s wording 
with the terminology and structure 
adopted by the FAA in AC 21.17-4 for 
powered-lift aircraft. The revision 
preserves the technical intent 
originally established by ANAC, while 
reducing differences that could lead to 
unnecessary interpretation issues 
during certification or validation 
activities. 

EVE.2300 - Flight Control Systems PL.2300 Flight control systems.  EVE.2300 - Flight Control Systems  

(a) The applicant must design flight 
control systems to: 

(a) The applicant must design flight 
control systems to:  

(a) The applicant must design flight 
control systems to: 

 

(1) Operate easily, smoothly, and 
positively enough to allow proper 
performance of their functions; 

(1) Operate easily, smoothly, and 
positively enough to allow proper 
performance of their functions;  

(1) Operate easily, smoothly, and 
positively enough to allow proper 
performance of their functions; 
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(2) Protect against likely hazards; 
and 

(2) Protect against likely hazards; 
and  

(2) Protect against likely hazards; 
and 

 

(3) Allow flight crew to be aware of 
the control limits. 

(3) Ensure that the flightcrew is 
made suitably aware whenever the 
means of primary flight control 
approaches the limits of control 
authority.  

(3) Allow flight crew to beEnsure 
that the flightcrew is made suitably 
aware whenever the means of the 
primary flight control approaches 
the limits of control authority. 

The wording related to flight control 
systems was revised to harmonize 
with the FAA terminology.  

(b) The applicant must design trim 
systems or trim functions, if installed, 
to: 

(b) The applicant must design trim 
systems or trim functions, if installed, 
to:  

(b) The applicant must design trim 
systems or trim functions, if installed, 
to: 

 

(1) Protect against inadvertent, 
incorrect, or abrupt trim operation; 
and 

(1) Protect against inadvertent, 
incorrect, or abrupt trim operation; 
and  

(1) Protect against inadvertent, 
incorrect, or abrupt trim operation; 
and 

 

(2) Provide information that is 
required for safe operation. 

(2) Provide information that is 
required for safe operation.  

(2) Provide information that is 
required for safe operation. 

 

(c) Reserved. (c) Features that protect the aircraft 
against loss of control, or exceeding 
critical limits, must be designed such 
that there are no adverse flight 
characteristics in aircraft response to 
flight-control inputs, unsteady 
atmospheric conditions, and other 
likely conditions, including 
simultaneous limiting events.  

(c) Reserved. The content equivalent to PL.2300(c), 
which addresses features that protect 
the aircraft against loss of control or 
exceedance of critical limits, was not 
retained in EVE.2300(c). Instead, 
ANAC maintained this subject under 
EVE.2135(d), in Subpart B — Flight 
Characteristics. This placement is 
considered more appropriate because 
the technical concern is directly 
related to aircraft response, handling 
qualities, controllability, and 
protection against adverse flight 
characteristics. Therefore, this 
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difference is organizational in nature 
and does not represent a technical 
difference from the FAA criteria. 

EVE.2305 - Landing gear systems PL.2305 Landing gear systems.  EVE.2305 - Landing gear systems  

(a) The landing gear must be designed 
to: 

(a) The landing gear must be designed 
to—  

(a) The landing gear must be designed 
to: 

 

(1) Provide stable support and 
control to the aircraft during surface 
operation; and 

(1) Provide stable support and 
control to the aircraft during surface 
operation; and  

(1) Provide stable support and 
control to the aircraft during surface 
operation; and 

 

(2) Account for likely system failures 
and likely operation environments 
(including anticipated limitation 
exceedances and emergency 
procedures). 

(2) Account for likely system failures 
and likely operation environments 
(including anticipated limitation 
exceedances and emergency 
procedures). 

(2) Account for likely system failures 
and likely operation environments 
(including anticipated limitation 
exceedances and emergency 
procedures). 

 

(b) All aircraft must have a reliable 
means of stopping the aircraft with 
sufficient kinetic energy absorption to 
account for landing. Aircraft that are 
required to demonstrate aborted 
takeoff capability must account for 
this additional kinetic energy. 

(b) All aircraft must have a reliable 
means of—  

(1) Stopping the aircraft with 
sufficient kinetic energy absorption 
to account for landing. Aircraft that 
are required to demonstrate 
aborted takeoff capability must 
account for this additional kinetic 
energy; and  
(2) Holding the aircraft in position 
when parked.    

 (b) All aircraft must have a reliable 
means of: 

(1) Stopping the aircraft with 
sufficient kinetic energy absorption 
to account for landing. Aircraft that 
are required to demonstrate 
aborted takeoff capability must 
account for this additional kinetic 
energy.; and 
(2) Holding the aircraft in position 
when parked. 

 

(c) For aircraft that have a system that 
actuates the landing gear, there is: 

(c) For aircraft that have a system that 
actuates the landing gear, there is—  

(c) For aircraft that have a system that 
actuates the landing gear, there is: 
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(1) A positive means to keep the 
landing gear in the landing position; 
and 

(1) A positive means to keep the 
landing gear in the landing position; 
and  

(1) A positive means to keep the 
landing gear in the landing position; 
and 

 

(2) An alternative means available 
to bring the landing gear in the 
landing position when a non-
deployed system position would be 
a hazard. 

(2) An alternative means available 
to bring the landing gear in the 
landing position when a non-
deployed system position would be 
a hazard.  

(2) An alternative means available 
to bring the landing gear in the 
landing position when a non-
deployed system position would be 
a hazard. 

 

EVE.2310 - Reserved PL.2310 Flotation.  
(a) If certification for intended 
operations on water is requested, the 
aircraft must—  

(1) Provide buoyancy of 80% in 
excess of the buoyancy required to 
support the maximum weight of the 
aircraft in fresh water; and  
(2) Have sufficient margin so that 
the aircraft will stay afloat at rest in 
calm water without capsizing in case 
of a likely float or hull flooding.  

(b) If certification for emergency 
flotation is requested, the aircraft 
must:  

(1) Be equipped with an approved 
emergency flotation system;  
(2) Have flotation units of the 
emergency flotation system and 
their attachments to the aircraft 
capable of withstanding the 
applicable water loads; and  

EVE.2310 - Reserved EVE.2310 remains reserved based on 
the intended operational context of 
the EVE-100. The decision not to 
include specific flotation requirements 
is consistent with the evaluation that 
the aircraft is not intended to operate 
over water beyond a distance that 
would prevent a controlled emergency 
landing on shore. 
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(3) Be shown to maintain its 
intended floating attitude in the sea 
conditions selected by the 
applicant.  

(c) If certification with ditching 
provisions is requested, the aircraft 
must:  

(1) Be equipped with an approved 
emergency flotation system that 
does not rely on manual activation;  
(2) Withstand the applicable 
water loads; and  
(3) Be shown to have a safe water 
entry and to maintain its intended 
floating attitude in the sea 
conditions selected by the 
applicant. 

EVE.2311 - Bird Strike. PL.2311 Bird Strike.  EVE.2311 - Bird Strike.  

The aircraft must be capable of 
continued safe flight and landing after 
impact with a 2.2-lb (1.0 kg) bird. 

The aircraft must be capable of 
continued safe flight and landing after 
impact with a 2.2-lb (1.0 kg) bird.  

The aircraft must be capable of 
continued safe flight and landing after 
impact with a 2.2-lb (1.0 kg) bird. 

 

OCCUPANT SYSTEM DESIGN 
PROTECTION 

Occupant System Design Protection  OCCUPANT SYSTEM DESIGN 
PROTECTION 

 

EVE.2315 - Means of egress and 
emergency exits. 

PL.2315 Means of egress and 
emergency exits.  

EVE.2315 - Means of egress and 
emergency exits. 

 

With the cabin configured for takeoff 
or landing, the aircraft is designed to: 

With the cabin configured for takeoff 
or landing, the aircraft is designed to:  

With the cabin configured for takeoff 
or landing, the aircraft is designed to: 
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(a) Facilitate rapid and safe evacuation 
of the aircraft in conditions likely to 
occur following an emergency landing, 
including on water if an emergency 
flotation system is included. 

(a) Facilitate rapid and safe evacuation 
of the aircraft in conditions likely to 
occur following an emergency landing, 
including on water if an emergency 
flotation system is included.  

(a) Facilitate rapid and safe evacuation 
of the aircraft in conditions likely to 
occur following an emergency landing, 
including on water if an emergency 
flotation system is included. 

 

(b) Have means of egress (openings, 
exits, or emergency exits), that can be 
readily located and opened from the 
inside and outside. The means of 
opening must be simple and obvious 
and marked inside and outside the 
aircraft. If an emergency flotation 
system is included, the means of 
egress must be above the water in the 
intended floating attitude. 

(b) Have means of egress (openings, 
exits, or emergency exits), that can be 
readily located and opened from the 
inside and outside. The means of 
opening must be simple and obvious 
and marked inside and outside the 
aircraft. If an emergency flotation 
system is included, the means of 
egress must be above the water in the 
intended floating attitude.  

(b) Have means of egress (openings, 
exits, or emergency exits), that can be 
readily located and opened from the 
inside and outside. The means of 
opening must be simple and obvious 
and marked inside and outside the 
aircraft. If an emergency flotation 
system is included, the means of 
egress must be above the water in the 
intended floating attitude. 

 

(c) Have easy access to emergency 
exits when present. 

(c) Have easy access to emergency 
exits when present.  

(c) Have easy access to emergency 
exits when present. 

 

EVE.2320 - Occupant physical enviro
nment. 

PL.2320 Occupant physical 
environment.  

EVE.2320 -  - Occupant physical 
environment. 

 

(a) The applicant must design the 
aircraft to: 

(a) The applicant must design the 
aircraft to—  

(a) The applicant must design the 
aircraft to: 

 

(1) Allow clear communication 
between the flightcrew and 
passengers; 

(1) Allow clear communication 
between the flightcrew and 
passengers;  

(1) Allow clear communication 
between the flightcrew and 
passengers; 

 

(2) Protect the pilot and flight 
controls from propellers; and 

(2) Protect the pilot and flight 
controls from propellers; and  

(2) Protect the pilot and flight 
controls from propellers; and 

 

(3) Protect the occupants from 
serious injury due to damage to 

(3) Protect the occupants from 
serious injury due to damage to 

(3) Protect the occupants from 
serious injury due to damage to 
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windshields, windows, and 
canopies. 

windshields, windows, and 
canopies.  

windshields, windows, and 
canopies. 

(b) The aircraft must provide each 
occupant with air at a breathable 
pressure, free of hazardous 
concentrations of gases, vapors, and 
smoke during normal operations and 
likely failures. 

(b) The aircraft must provide each 
occupant with air at a breathable 
pressure, free of hazardous 
concentrations of gases, vapors, and 
smoke during normal operations and 
likely failures.  

(b) The aircraft must provide each 
occupant with air at a breathable 
pressure, free of hazardous 
concentrations of gases, vapors, and 
smoke during normal operations and 
likely failures. 

 

 (c) If a pressurization system is 
installed in the aircraft, it must be 
designed to protect against—  

(1) Decompression to an unsafe 
level; and  
(2) Excessive differential 
pressure. 

(c) Reserved.  

 (d) If an oxygen system is installed in 
the aircraft, it must—  

(1) Effectively provide oxygen to 
each user to prevent the effects of 
hypoxia; and  
(2) Be free from hazards in itself, 
in its method of operation, and its 
effect upon other components. 

(d) Reserved.  

FIRE AND HIGH ENERGY PROTECTION Fire and High Energy Protection FIRE AND HIGH ENERGY PROTECTION  

EVE.2325 - Fire protection. PL.2325 Fire protection.  EVE.2325 - Fire protection. The fire protection criteria were 
generally harmonized with AC 21.17-4, 
including requirements for self-

(a) The following materials must be 
self extinguishing 

(a) The following materials must be 
self-extinguishing—  

(a) The following materials must be 
self-extinguishing: 
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(1) Insulation on electrical wire and 
electrical cable; 

(1) Insulation on electrical wire and 
electrical cable; and  

(1) Insulation on electrical wire and 
electrical cable; and 

extinguishing and flame-resistant 
materials, protection against ignition 
sources in baggage and cargo 
compartments, accessibility or 
detection of baggage and cargo 
compartment fires, cabin fire 
extinguishing means, and areas where 
flammable fluids or vapors may 
escape. ANAC, however, retained a 
difference from the AC on EVE.2325(i), 
which requires the minimization of the 
risk of fire initiation when anticipated 
heat or energy dissipation, system 
failure or overheat is expected to 
generate heat that is sufficient to 
ignite a fire. It provides an aircraft-
level design and construction criterion 
that ensures the consideration of 
foreseeable heat generation and 
energy dissipation sources as potential 
fire initiation hazards. The concern 
with energy dissipation is mainly 
driven by the introduction of high-
energy / high-power systems to this 
class of aircraft, and ANAC recognizes 
that these systems would be likely 
associated with the powerplant 
installation, thus being addressed by 
EVE.2440. However, ANAC notes that 
there is a possibility that these high-

(2) Materials in the baggage and 
cargo compartments inaccessible in 
flight; 

(2) Materials in the baggage and 
cargo compartments inaccessible in 
flight.  

(2) Materials in the baggage and 
cargo compartments inaccessible in 
flight;. 

(b) The following materials must be 
flame-resistant: 

(b) The following materials must be 
flame resistant— 

(b) The following materials must be 
flame -resistant: 

(1) Materials in each compartment 
accessible in flight; and 

(1) Materials in each compartment 
accessible in flight; and  

(1) Materials in each compartment 
accessible in flight; and 

(2) Any equipment associated with 
any electrical cable installation and 
that would overheat in the event of 
circuit overload or fault. 

(2) Any equipment associated with 
any electrical cable installation and 
that would overheat in the event of 
circuit overload or fault.  

(2) Any equipment associated with 
any electrical cable installation and 
that would overheat in the event of 
circuit overload or fault. 

(c) Thermal/acoustic materials in the 
fuselage, if installed, must not be a 
flame propagation hazard. 

(c) Thermal/acoustic materials in the 
fuselage, if installed, must not be a 
flame propagation hazard.  

(c) Thermal/acoustic materials in the 
fuselage, if installed, must not be a 
flame propagation hazard. 

(d) Sources of heat within each 
baggage and cargo compartment that 
are capable of igniting adjacent 
objects must be shielded and insulated 
to prevent such ignition. 

(d) Sources of heat within each 
baggage and cargo compartment that 
are capable of igniting adjacent 
objects must be shielded and insulated 
to prevent such ignition.  

(d) Sources of heat within each 
baggage and cargo compartment that 
are capable of igniting adjacent 
objects must be shielded and insulated 
to prevent such ignition. 

(e) Each baggage and cargo 
compartment must - 

(e) Each baggage and cargo 
compartment must—  

(e) Each baggage and cargo 
compartment must -: 

(1) Be located where a fire would be 
visible to the pilots and be 
accessible for the manual 
extinguishing of a fire, 

(1) Be located where a fire would be 
visible to the pilots and be 
accessible for the manual 
extinguishing of a fire,  

(1) Be located where a fire would be 
visible to the pilots and be 
accessible for the manual 
extinguishing of a fire, 
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(2) Be equipped with a smoke or fire 
detection system that warns the 
pilot, or 

(2) Be equipped with a smoke or fire 
detection system that warns the 
pilot, or  

(2) Be equipped with a smoke or fire 
detection system that warns the 
pilot, or 

power / high-energy systems be 
applied in other systems, out of the 
scope of EVE.2440, and EVE.2325(i) is 
intended to explicitly close this gap by 
having a specific requirement. The FAA 
opted to address this issue as part of 
more general requirements, such as 
PL.2525 and PL.2510. 

(3) Be constructed of, or lined with, 
fire resistant materials. 

(3) Be constructed of, or lined with, 
fire resistant materials.  

(3) Be constructed of, or lined with, 
fire resistant materials. 

(f) There must be a means to 
extinguish any fire in the cabin such 
that the pilot, while seated, can easily 
access the fire extinguishing means. 

(f) There must be a means to 
extinguish any fire in the cabin such 
that the pilot, while seated, can easily 
access the fire extinguishing means.  

(f) There must be a means to 
extinguish any fire in the cabin such 
that the pilot, while seated, can easily 
access the fire extinguishing means. 

(g) Each area where flammable fluids 
or vapors might escape by leakage of a 
fluid system must: 

(g) Each area where flammable fluids 
or vapors might escape by leakage of a 
fluid system must – 

(g) Each area where flammable fluids 
or vapors might escape by leakage of a 
fluid system must: 

(1) Be defined; and (1) Be defined; and  (1) Be defined; and 

(2) Have a means to minimize the 
probability of fluid and vapor 
ignition, and the resultant hazard, if 
ignition occurs. 

(2) Have a means to minimize the 
probability of fluid and vapor 
ignition, and the resultant hazard, if 
ignition occurs.  

(2) Have a means to minimize the 
probability of fluid and vapor 
ignition, and the resultant hazard, if 
ignition occurs. 

(h) [Reserved]  (h) [Reserved] 

(i) The risk of fire initiation due to 
anticipated heat or energy dissipation 
or system failure or overheat that are 
expected to generate heat sufficient to 
ignite a fire must be minimized. 

 (i) The risk of fire initiation due to 
anticipated heat or energy dissipation 
or system failure or overheat that are 
expected to generate heat sufficient to 
ignite a fire must be minimized. 

EVE.2330 - Fire Protection in Fire 
Zones and Adjacent Areas 

PL.2330 Fire protection in fire zones 
and adjacent areas.  

EVE.2330 - Fire Protection in Fire 
Zones and Adjacent Areas 

 

(a) Flight controls, engine mounts, and 
other flight structures within or 

(a) Flight controls, engine mounts, and 
other flight structures within or 

(a) Flight controls, engine mounts, and 
other flight structures within or 
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adjacent to fire zones must be capable 
of withstanding the effects of a fire. 

adjacent to fire zones must be capable 
of withstanding the effects of a fire.  

adjacent to fire zones must be capable 
of withstanding the effects of a fire. 

(b) Engines in a fire zone must remain 
attached to the aircraft in the event of 
a fire. 

(b) Engines in a fire zone must remain 
attached to the aircraft in the event of 
a fire.  

(b) Engines in a fire zone must remain 
attached to the aircraft in the event of 
a fire. 

 

(c) In fire zones, terminals, equipment, 
and electrical cables used during 
emergency procedures must perform 
their intended function in the event of 
a fire. 

(c) In fire zones, terminals, equipment, 
and electrical cables used during 
emergency procedures must perform 
their intended function in the event of 
a fire.  

(c) In fire zones, terminals, equipment, 
and electrical cables used during 
emergency procedures must perform 
their intended function in the event of 
a fire. 

 

 (d) A fire in a fire zone must not 
preclude continued safe flight and 
landing.   

(d) A fire in a fire zone must not 
preclude continued safe flight and 
landing. 

The fire zone and adjacent area 
criteria were harmonized with AC 
21.17-4, including the requirement 
that flight controls, engine mounts, 
and other flight structures within or 
adjacent to fire zones withstand the 
effects of fire. 

EVE.2335 - Lightning and Static 
Electricity Protection 

 EVE.2335 - Lightning and Static 
Electricity Protection 

 

(a) The aircraft must be protected 
against catastrophic effects from 
lightning. 

 (a) The aircraft must be protected 
against catastrophic effects from 
lightning. 

 

(b) The aircraft must be protected 
against hazardous effects caused by an 
accumulation of electrostatic charge. 

 (b) The aircraft must be protected 
against hazardous effects caused by an 
accumulation of electrostatic charge. 

 

SUBPART E - POWERPLANT SUBPART E—POWERPLANT  Subpart E - Powerplant Revision of Subpart E resulted in 
complete harmonization with AC 
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21.17-4, with no material difference 
from the FAA powerplant criteria. 

EVE.2400 - Powerplant installation. PL.2400 Powerplant installation.  EVE.2400 - Powerplant installation. The revised wording of EVE.2400 
includes the concept of engine-driven 
lift devices and related engine 
structures necessary to transmit loads 
from the device to the airframe, which 
must comply with the applicable 
design load conditions and safety 
factors defined in Subpart C. 

(a) For the purpose of this subpart, the 
aircraft powerplant installation must 
include each component necessary for 
propulsion, which affects propulsion 
safety. 

(a) For the purpose of this subpart, the 
aircraft powerplant installation must 
include each component necessary for 
propulsion, which affects propulsion 
safety.   

(a) For the purpose of this subpart, the 
aircraft powerplant installation must 
include each component necessary for 
propulsion, which affects propulsion 
safety. 

(b) Each aircraft engine must have a 
type certificate or be approved under 
the aircraft type certificate using 
standards found in subpart H and each 
propeller must have a type certificate. 

(b) Each aircraft engine and propeller 
must have a type certificate or be 
approved under the aircraft type 
certificate using criteria found in 
subparts I and J. Engine-driven lift 
devices and related engine structures 
necessary to transmit loads from the 
device to the airframe must also 
comply with all applicable design load 
conditions and safety factors defined 
in subpart C.  

(b) Each aircraft engine must have a 
type certificate or be approved under 
the aircraft type certificate using 
standards found in subpart HI and 
each propeller must have a type 
certificate. Engine-driven lift devices 
and related engine structures 
necessary to transmit loads from the 
device to the airframe must also 
comply with all applicable design load 
conditions and safety factors defined 
in subpart C. 

(c) The applicant must construct and 
arrange each powerplant installation 
to account for: 

(c) The applicant must construct and 
arrange each powerplant installation 
to account for—  

(c) The applicant must construct and 
arrange each powerplant installation 
to account for: 

(1) Likely operating conditions, 
including foreign-object threats; 

(1) Likely operating conditions, 
including foreign-object threats;  

(1) Likely operating conditions, 
including foreign-object threats; 

(2) Sufficient clearance of moving 
parts to other aircraft parts and 
their surroundings; 

(2) Sufficient clearance of moving 
parts to other aircraft parts and 
their surroundings;  

(2) Sufficient clearance of moving 
parts to other aircraft parts and 
their surroundings; 
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(3) Likely hazards in operation 
including hazards to ground 
personnel; and 

(3) Likely hazards in operation 
including hazards to ground 
personnel; and  

(3) Likely hazards in operation 
including hazards to ground 
personnel; and 

(4) Vibration and fatigue. (4) Vibration, flutter, and fatigue.  (4) Vibration, flutter, and fatigue. 

(d) Hazardous accumulations of fluids, 
vapors, or gases must be isolated from 
the aircraft and personnel 
compartments and be safely 
contained or discharged. 

(d) Hazardous accumulations of fluids, 
vapors, or gases must be isolated from 
the aircraft and personnel 
compartments and be safely 
contained or discharged.  

(d) Hazardous accumulations of fluids, 
vapors, or gases must be isolated from 
the aircraft and personnel 
compartments and be safely 
contained or discharged. 

(e) Powerplant components must 
comply with their component 
limitations and installation 
instructions or be shown not to create 
a hazard. 

(e) Powerplant components must 
comply with their component 
limitations and installation 
instructions or be shown not to create 
a hazard.  

(e) Powerplant components must 
comply with their component 
limitations and installation 
instructions or be shown not to create 
a hazard. 

 (f) Engine-driven lift devices and the 
engine, components, controls, and 
drive systems that support those 
devices must be shown to have 
sufficient endurance and durability.  

(f) Engine-driven lift devices and the 
engine, components, controls, and 
drive systems that support those 
devices must be shown to have 
sufficient endurance and durability. 

EVE.2405 - Power or Thrust Control 
System 

PL.2405 Power or thrust control 
systems.  

EVE.2405 - Power or Thrust Control 
System 

 

(a) Any power or thrust control 
system, or powerplant control system, 
must be designed so no unsafe 
condition results during normal 
operation of the system. 

(a) Any power or thrust control system 
or powerplant control system must be 
designed so no unsafe condition 
results during normal operation of the 
system.  

(a) Any power or thrust control 
system, or powerplant control system, 
must be designed so no unsafe 
condition results during normal 
operation of the system. 

 

(b) Any single failure or likely 
combination of failures or 

(b) Any single failure or likely 
combination of failures or 

(b) Any single failure or likely 
combination of failures or 
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malfunctions of a power or thrust 
control system, or powerplant control 
system, must not prevent continued 
safe flight and landing of the aircraft. 

malfunctions of a power or thrust 
control system or powerplant control 
system must not prevent continued 
safe flight and landing of the aircraft.  

malfunctions of a power or thrust 
control system, or powerplant control 
system, must not prevent continued 
safe flight and landing of the aircraft. 

(c) Inadvertent flightcrew operation of 
a power or thrust control system, or 
powerplant control system, must be 
prevented, or if not prevented, must 
not prevent continued safe flight and 
landing of the aircraft. 

(c) Inadvertent flightcrew operation of 
a power or thrust control system or 
powerplant control system must be 
prevented, or if not prevented, must 
not prevent continued safe flight and 
landing of the aircraft.  

(c) Inadvertent flightcrew operation of 
a power or thrust control system, or 
powerplant control system, must be 
prevented, or if not prevented, must 
not prevent continued safe flight and 
landing of the aircraft. 

 

EVE.2410 - Powerplant installation 
hazard assessment. 

PL.2410 Powerplant installation 
hazard assessment.  

EVE.2410 - Powerplant installation 
hazard assessment. 

 

The applicant must assess each 
powerplant separately and in relation 
to other aircraft systems and 
installations to show that any hazard 
resulting from the likely failure of any 
powerplant system, component, or 
accessory will not: 

The applicant must assess each 
powerplant separately and in relation 
to other aircraft systems and 
installations to show that any hazard 
resulting from the likely failure of any 
powerplant system, component, or 
accessory will not—  

The applicant must assess each 
powerplant separately and in relation 
to other aircraft systems and 
installations to show that any hazard 
resulting from the likely failure of any 
powerplant system, component, or 
accessory will not: 

 

(a) Prevent continued safe flight and 
landing or, if continued safe flight and 
landing cannot be ensured, the hazard 
has been minimized; 

(a) Prevent continued safe flight and 
landing or, if continued safe flight and 
landing cannot be ensured, the hazard 
has been minimized;  

(a) Prevent continued safe flight and 
landing or, if continued safe flight and 
landing cannot be ensured, the hazard 
has been minimized; 

 

(b) Cause serious injury that may be 
avoided; and 

(b) Cause serious injury that may be 
avoided; and  

(b) Cause serious injury that may be 
avoided; and 

 

(c) Require immediate action by any 
crew member for continued operation 
of any remaining powerplant system. 

(c) Require immediate action by any 
crewmember for continued operation 
of any remaining powerplant system.  

(c) Require immediate action by any 
crew membercrewmember for 
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continued operation of any remaining 
powerplant system. 

EVE.2415 - Powerplant ice protection. PL.2415 Powerplant ice protection.  EVE.2415 - Powerplant ice protection. Paragraph (b) was included to 
harmonize the powerplant ice 
protection criterion with AC 21.17-4. 
This addition requires the powerplant 
installation design to prevent any 
accumulation of ice or snow that 
adversely affects powerplant 
operation in the icing conditions for 
which certification is requested. 

(a) The aircraft design, including the 
induction and inlet system, must 
prevent foreseeable accumulation or 
shedding of ice or snow that adversely 
affects powerplant operation. 

(a) The aircraft design, including the 
inlet system, must prevent 
foreseeable accumulation of ice or 
snow that adversely affects 
powerplant operation.  

(a) The aircraft design, including the 
induction and inlet system, must 
prevent foreseeable accumulation or 
shedding of ice or snow that adversely 
affects powerplant operation. 

 (b) The powerplant installation design 
must prevent any accumulation of ice 
or snow that adversely affects 
powerplant operation, in those icing 
conditions for which certification is 
requested.  

(b) The powerplant installation design 
must prevent any accumulation of ice 
or snow that adversely affects 
powerplant operation, in those icing 
conditions for which certification is 
requested. 

EVE.2420 - Reserved  EVE.2420 - Reserved  

EVE.2425 - Powerplant Operational 
Characteristics 

PL.2425 Powerplant operational 
characteristics.  

EVE.2425 - Powerplant Operational 
Characteristics 

 

(a) Each installed powerplant must 
operate without any hazardous 
characteristics during normal and 
emergency operation within the range 
of operating limitations for the aircraft 
and the engine. 

(a) Each installed powerplant must 
operate without any hazardous 
characteristics during normal and 
emergency operation within the range 
of operating limitations for the aircraft 
and the engine.  

(a) Each installed powerplant must 
operate without any hazardous 
characteristics during normal and 
emergency operation within the range 
of operating limitations for the aircraft 
and the engine. 

 

(b) The design must provide for the 
shutdown and restart of the 
powerplant in flight within an 
established operational envelope. 

(b) The design must provide for the 
shutdown and restart of the 
powerplant in flight within an 
established operational envelope.  

(b) The design must provide for the 
shutdown and restart of the 
powerplant in flight within an 
established operational envelope. 
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EVE.2430 - Energy Systems PL.2430 Energy system.  EVE.2430 - Energy Systems The revision of this section consisted 
mainly of editorial and structural 
harmonization with AC 21.17-4. 

(a) Each energy system must: (a) The energy system must—  (a) EachThe energy system must: 

(1) Be designed and arranged to 
provide independence between 
multiple energy- storage and supply 
systems, so that failure of any one 
component in one system will not 
result in loss of energy storage or 
supply of another system; 

(1) Be designed and arranged to 
provide independence within the 
system, so that failure of any one 
component will not result in 
unacceptable loss of energy supply;  

(1) Be designed and arranged to 
provide independence between 
multiple energy- storage and supply 
systemswithin the system, so that 
failure of any one component in one 
system will not result in 
unacceptable loss of energy storage 
or supply of another system; 

(2) Be designed to prevent 
catastrophic events due to lightning 
strikes, taking into account direct 
and indirect effects on the aircraft; 

(2) Be designed to prevent 
catastrophic events due to lightning 
strikes, taking into account direct 
and indirect effects on the aircraft;  

(2) Be designed to prevent 
catastrophic events due to lightning 
strikes, taking into account direct 
and indirect effects on the aircraft; 

(3) Provide the energy necessary to 
ensure each powerplant functions 
properly in all likely operating 
conditions; 

(3) Provide the energy necessary to 
ensure each powerplant functions 
properly in all likely operating 
conditions;  

(3) Provide the energy necessary to 
ensure each powerplant functions 
properly in all likely operating 
conditions; 

(4) provide usable energy level 
information to the flight crew and 
provide adequate supply of that 
energy when the system is correctly 
operated, accounting for likely 
energy fluctuations. 

(4) Provide the flightcrew with a 
means to determine the total 
useable energy available and 
provide uninterrupted supply of 
that energy when the system is 
correctly operated, accounting for 
likely energy fluctuations;  

(4) Provide usablethe flightcrew 
with a means to determine the total 
useable energy level information to 
the flight crewavailable and provide 
adequateuninterrupted supply of 
that energy when the system is 
correctly operated, accounting for 
likely energy fluctuations.; 
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(5) Provide a means to safely 
remove or isolate the energy stored 
in the system from the aircraft; and 

(5) Provide a means to safely 
remove or isolate the energy stored 
in the system from the aircraft; and  

(5) Provide a means to safely 
remove or isolate the energy stored 
in the system from the aircraft; and 

(6) Be designed to retain energy 
under all likely operating conditions 
and to minimize hazards to 
occupants and first responders 
following an emergency landing or 
otherwise survivable impact (crash 
landing). 

(6) Be designed to retain energy 
under all likely operating conditions 
and to minimize hazards to 
occupants and first responders 
following an emergency landing or 
otherwise survivable impact (crash 
landing).  

(6) Be designed to retain energy 
under all likely operating conditions 
and to minimize hazards to 
occupants and first responders 
following an emergency landing or 
otherwise survivable impact (crash 
landing). 

(b) Each energy-storage system must: (b) Each energy-storage system 
must—  

(b) Each energy-storage system must: 

(1) Withstand the loads under likely 
operating conditions without 
failure; and 

(1) Withstand the loads under likely 
operating conditions without 
failure; and  

(1) Withstand the loads under likely 
operating conditions without 
failure; and 

(2) be isolated from personnel 
compartments and protected from 
likely hazards; 

(2) Be isolated from personnel 
compartments and protected from 
likely hazards.  

(2) be isolated from personnel 
compartments and protected from 
likely hazards;. 

(c) Each energy recharging system 
must be designed to: 

(1) prevent improper recharging; 
(2) reserved 
(3) prevent the occurrence of any 
hazard to the aircraft or to persons 
during recharging. 

(c) Each energy-storage recharging 
system must be designed to—  

(1) Prevent improper recharging; 
and  
(2) Prevent the occurrence of 
hazard to the aircraft or to persons 
during recharging. 

(c) Each energy recharging system 
must be designed to: 

(1) prevent improper recharging; 
and 
(2) reserved 
(3) prevent the occurrence of any 
hazard to the aircraft or to persons 
during recharging. 
(3) reserved. 

EVE.2435 - Reserved  EVE.2435 - Reserved  
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EVE.2440 - Powerplant Fire Protectio
n 

PL.2440 Powerplant fire protection.  EVE.2440 -  - Powerplant Fire 
Protection 

 

There must be means to isolate and 
mitigate hazards to the aircraft in the 
event of a powerplant-system fire or 
overheat in operation. 

There must be means to isolate and 
mitigate hazards to the aircraft in the 
event of a powerplant system fire or 
overheat in operation.  

There must be means to isolate and 
mitigate hazards to the aircraft in the 
event of a powerplant -system fire or 
overheat in operation. 

 

SUBPART F - EQUIPMENT  SUBPART F—EQUIPMENT  

 

Subpart F - Equipment In Subpart F, the main remaining 
differences are EVE.2500, in which 
ANAC keeps a more explicit 
applicability statement; EVE.2517, 
which provides explicit EWIS 
treatment; EVE.2520, in which ANAC 
retains HIRF protection without 
limiting the applicability to IFR 
operations; and EVE.2555, in which 
ANAC maintains a performance-based 
recorder requirement. 

EQUIPMENT  EQUIPMENT  

EVE.2500 - Aircraft level systems 
requirements. 

PL.2500 Aircraft level systems 
requirements.  

EVE.2500 - Aircraft level systems 
requirements. 

ANAC retained the definition from the 
initial proposal with a more explicit 
applicability statement than the 
wording adopted in AC 21.17-4. The 
ANAC text states that the section 
applies generally to installed 
equipment and systems and should 
not be used to supersede any other 
specific requirement. This difference is 
intentional and is intended to avoid a 

This section applies generally to 
installed equipment and systems and 
should not be used to supersede any 
other specific requirement. 

This section applies generally to 
installed equipment and systems 
unless a section of these airworthiness 
criteria imposes requirements for a 
specific piece of equipment, system, 
or systems.  

This section applies generally to 
installed equipment and systems and 
should not be used to supersede any 
other specific requirement. 

(a) The equipment and systems 
required for an aircraft to operate 

(a) The equipment and systems 
required for an aircraft to operate 

(a) The equipment and systems 
required for an aircraft to operate 
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safely in the kinds of operations for 
which certification is requested (Day 
VFR, Night VFR, IFR) must be designed 
and installed to: 

safely in the kinds of operations for 
which certification is requested must 
be designed and installed to—  

safely in the kinds of operations for 
which certification is requested (Day 
VFR, Night VFR, IFR) must be designed 
and installed to: 

possible unintended regulatory gap 
between EVE.2500 and specific 
regulations if interpreted that the 
mere existence of requirements for a 
specific piece of equipment, system or 
systems could result in EVE.2500 not 
being applicable. Current proposal 
avoids this gap as EVE.2500 is 
generally applicable, even if specific 
requirements exist. This does not 
preclude the applicant from 
identifying specific requirements 
which compliance would adequately 
address the EVE.2500 intent, and 
record that in the means of 
compliance documentation. 

(1) Meet the level of safety 
applicable to the certification and 
performance level of the aircraft; 
and 

(1) Meet the level of safety 
applicable to the certification and 
performance level of the aircraft; 
and  

(1) Meet the level of safety 
applicable to the certification and 
performance level of the aircraft; 
and 

(2) Perform their intended function 
throughout the operating and 
environmental limits for which the 
aircraft is certificated. 

(2) Perform their intended function 
throughout the operating and 
environmental limits for which the 
aircraft is certificated.  

(2) Perform their intended function 
throughout the operating and 
environmental limits for which the 
aircraft is certificated. 

(b) The systems and equipment not 
covered by paragraph (a), considered 
separately and in relation to other 
systems, must be designed and 
installed so their operation does not 
have an adverse effect on the aircraft 
or its occupants. 

(b) The systems and equipment not 
covered by paragraph (a) of this 
section, considered separately and in 
relation to other systems, must be 
designed and installed so their 
operation does not have an adverse 
effect on the aircraft or its occupants.  

(b) The systems and equipment not 
covered by paragraph (a), considered 
separately and in relation to other 
systems, must be designed and 
installed so their operation does not 
have an adverse effect on the aircraft 
or its occupants. 

EVE.2505 - Function and installation. PL.2505 Function and installation.  EVE.2505 - Function and installation.  

When installed, each item of 
equipment must function as intended. 

When installed, each item of 
equipment must function as intended.  

When installed, each item of 
equipment must function as intended. 

 

EVE.2510 - Equipment, systems, and i
nstallations. 

PL.2510 Equipment, systems, and 
installations.  

EVE.2510 -  - Equipment, systems, 
and installations. 

In EVE.2510, applicable to generally 
installed systems and equipment, 
ANAC revised the wording to 
harmonize the system safety criterion 
with AC 21.17-4. The revision was 
intended to align the terminology and 

This section applies generally to 
installed equipment and systems and 
should not be used to supersede any 
other specific requirement. The 

This section applies to failures or 
abnormal operation of any equipment 
or system installed on the aircraft 
unless superseded by requirements 

This section applies generally to 
installed equipment and systems and 
should not be used to supersede any 
other specific requirement.This 
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applicant must design and install each 
system and equipment, such that 
there is a logical and acceptable 
inverse relationship between the 
average probability and the severity of 
failure conditions to the extent that: 

contained in another section of these 
airworthiness criteria for which 
failures or abnormal operations are 
specified. The applicant must design 
and install each system and 
equipment, such that there is a logical 
and acceptable inverse relationship 
between the average probability and 
the severity of failure conditions to the 
extent that:  

section applies to failures or abnormal 
operation of any equipment or system 
installed on the aircraft unless 
superseded by requirements 
contained in another section of these 
airworthiness criteria for which 
failures or abnormal operations are 
specified. The applicant must design 
and install each system and 
equipment, such that there is a logical 
and acceptable inverse relationship 
between the average probability and 
the severity of failure conditions to the 
extent that: 

sentence structure with the FAA 
criterion, while preserving the same 
safety objective. This harmonization 
reduces unnecessary textual 
differences and supports a common 
interpretation of the system safety 
criteria during certification and 
validation activities. Even though the 
“no single failure” requirement 
associated with catastrophic failure 
conditions was removed from the 
regulatory text,  the associated means 
of compliance will address the aspect 
that no single failure will result in a 
Catastrophic Failure Condition, 
similarly to Part 23. 

(a) Each catastrophic failure condition 
is extremely improbable and does not 
result from a single failure; 

(a) Each catastrophic failure condition 
is extremely improbable;  

(a) Each catastrophic failure condition 
is extremely improbable and does not 
result from a single failure; 

(b) Each hazardous failure condition is 
extremely remote; and 

(b) Each hazardous failure condition is 
extremely remote; and 

(b) Each hazardous failure condition is 
extremely remote; and 

(c) Each major failure condition is 
remote. 

(c) Each major failure condition is 
remote.  

(c) Each major failure condition is 
remote. 

EVE.2515 - Electrical and Electronic-
System Lightning Protection 

PL.2515 Electrical- and electronic-
system lightning protection.  

EVE.2515 - Electrical and Electronic-
System Lightning Protection 

 

(a) Each electrical or electronic system 
that performs a function, the failure of 
which would prevent the continued 
safe flight and landing of the aircraft, 
must be designed and installed such 
that: 

(a) Each electrical or electronic system 
that performs a function, the failure of 
which would prevent the continued 
safe flight and landing of the aircraft, 
must be designed and installed such 
that—  

(a) Each electrical or electronic system 
that performs a function, the failure of 
which would prevent the continued 
safe flight and landing of the aircraft, 
must be designed and installed such 
that: 
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(1) The function at the aircraft level 
is not adversely affected during and 
after the time the aircraft is exposed 
to lightning; and 

(1) The function at the aircraft level 
is not adversely affected during and 
after the time the aircraft is exposed 
to lightning; and  

(1) The function at the aircraft level 
is not adversely affected during and 
after the time the aircraft is exposed 
to lightning; and 

 

(2) The system recovers normal 
operation of that function in a 
timely manner after the aircraft is 
exposed to lightning unless the 
system’s recovery conflicts with 
other operational or functional 
requirements of the system. 

(2) The system recovers normal 
operation of that function in a 
timely manner after the aircraft is 
exposed to lightning unless the 
system’s recovery conflicts with 
other operational or functional 
requirements of the system.  

(2) The system recovers normal 
operation of that function in a 
timely manner after the aircraft is 
exposed to lightning unless the 
system’s recovery conflicts with 
other operational or functional 
requirements of the system. 

 

(b) For an aircraft approved for 
operation under instrument flight 
rules (IFR), each electrical and 
electronic system that performs a 
function, the failure of which would 
reduce the capability of the aircraft or 
the ability of the flight crew to respond 
to an adverse operating condition, 
must be designed and installed such 
that the system recovers normal 
operation of that function in a timely 
manner after the aircraft is exposed to 
lightning. 

(b) For an aircraft approved for 
operation under instrument flight 
rules (IFR), each electrical and 
electronic system that performs a 
function, the failure of which would 
reduce the capability of the aircraft or 
the ability of the flightcrew to respond 
to an adverse operating condition, 
must be designed and installed such 
that the system recovers normal 
operation of that function in a timely 
manner after the aircraft is exposed to 
lightning.  

(b) For an aircraft approved for 
operation under instrument flight 
rules (IFR), each electrical and 
electronic system that performs a 
function, the failure of which would 
reduce the capability of the aircraft or 
the ability of the flight crewflightcrew 
to respond to an adverse operating 
condition, must be designed and 
installed such that the system recovers 
normal operation of that function in a 
timely manner after the aircraft is 
exposed to lightning. 

 

EVE.2517 - Electrical wiring 
interconnection system (EWIS) 

 EVE.2517 - Electrical wiring 
interconnection system (EWIS) 

ANAC retained a standalone EWIS 
criterion from the initial proposal. This 
is an intentional difference from AC 
21.17-4. The criterion defines EWIS 
and states that EWIS must be 

(a) EWIS means any wire, wiring 
device, or combination of these, 
including termination devices, 

 (a) EWIS means any wire, wiring 
device, or combination of these, 
including termination devices, 
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installed in any area of the aircraft for 
the purpose of transmitting electrical 
energy, including data and signals 
between two or more intended 
termination points. 

installed in any area of the aircraft for 
the purpose of transmitting electrical 
energy, including data and signals 
between two or more intended 
termination points. 

considered an integral part of the 
system and must be considered in 
showing compliance with all 
applicable requirements. 

(b) EWIS must be considered an 
integral part of the system and must 
be considered in showing compliance 
with all applicable EVE-100 
requirements. 

 (b) EWIS must be considered an 
integral part of the system and must 
be considered in showing compliance 
with all applicable EVE-100 
requirements. 

EVE.2520 - High-intensity Radiated 
Fields (HIRF) protection. 

PL.2520 High-intensity Radiated 
Fields (HIRF) protection.  

EVE.2520 - High-intensity Radiated 
Fields (HIRF) protection. 

ANAC retained broader HIRF 
applicability than the FAA criterion. 
While AC 21.17-4 limits paragraph (b) 
to aircraft approved for IFR 
operations, ANAC’s criterion applies 
without limiting the applicability to IFR 
operations. This retained difference is 
intentional. ANAC considers that, due 
to the intended concept of operation 
of the EVE-100, VFR operations may 
also involve relevant exposure to 
radiofrequency environments, 
including low-altitude operations 
close to RF transmitters, particularly 
during takeoff, landing, and hover 
phases. Therefore, limiting this 
protection only to IFR operations 
would not adequately reflect the 
intended operating environment. 

(a) Each electrical and electronic 
systems that perform a function, the 
failure of which would prevent the 
continued safe flight and landing of 
the aircraft, must be designed and 
installed such that: 

(a) Each electrical or electronic system 
that performs a function, the failure of 
which would prevent the continued 
safe flight and landing of the aircraft, 
must be designed and installed such 
that—  

(a) Each electrical and electronic 
systems that perform a function, the 
failure of which would prevent the 
continued safe flight and landing of 
the aircraft, must be designed and 
installed such that: 

(1) The function at the aircraft level 
is not adversely affected during and 
after the time the aircraft is exposed 
to the HIRF environment; and 

(1) The function at the aircraft level 
is not adversely affected during and 
after the time the aircraft is exposed 
to the HIRF environment; and  

(1) The function at the aircraft level 
is not adversely affected during and 
after the time the aircraft is exposed 
to the HIRF environment; and 

(2) The system recovers normal 
operation of that function in a 
timely manner after the aircraft is 
exposed to the HIRF environment, 
unless the system's recovery 
conflicts with other operational or 

(2) The system recovers normal 
operation of that function in a 
timely manner after the aircraft is 
exposed to the HIRF environment, 
unless the system's recovery 
conflicts with other operational or 

(2) The system recovers normal 
operation of that function in a 
timely manner after the aircraft is 
exposed to the HIRF environment, 
unless the system's recovery 
conflicts with other operational or 
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functional requirements of the 
system. 

functional requirements of the 
system.  

functional requirements of the 
system. 

(b) Each electrical and electronic 
system that performs a function, the 
failure of which would reduce the 
capability of the aircraft or the ability 
of the flightcrew to respond to an 
adverse operating condition, must be 
designed and installed such that the 
system recovers normal operation of 
that function in a timely manner after 
the aircraft is exposed to the HIRF 
environment. 

(b) For aircraft approved for IFR 
operations, each electrical and 
electronic system that performs a 
function, the failure of which would 
reduce the capability of the aircraft or 
the ability of the flightcrew to respond 
to an adverse operating condition, 
must be designed and installed such 
that the system recovers normal 
operation of that function in a timely 
manner after the aircraft is exposed to 
the HIRF environment.  

(b) Each electrical and electronic 
system that performs a function, the 
failure of which would reduce the 
capability of the aircraft or the ability 
of the flightcrew to respond to an 
adverse operating condition, must be 
designed and installed such that the 
system recovers normal operation of 
that function in a timely manner after 
the aircraft is exposed to the HIRF 
environment. 

EVE.2525 - System power generation, 
storage, and distribution. 

PL.2525 System power generation, 
storage, and distribution.  

EVE.2525 - System power generation, 
storage, and distribution. 

 

The power generation, storage, and 
distribution for any system must be 
designed and installed to: 

The power generation, storage, and 
distribution for any system must be 
designed and installed to—  

The power generation, storage, and 
distribution for any system must be 
designed and installed to: 

 

(a) Supply the power required for 
operation of connected loads during 
all intended operating conditions; 

(a) Supply the power required for 
operation of connected loads during 
all intended operating conditions;  

(a) Supply the power required for 
operation of connected loads during 
all intended operating conditions; 

 

(b) Ensure no single failure or 
malfunction of any one power supply, 
distribution system, or other 
utilization system will prevent the 
system from supplying the essential 
loads required for continued safe flight 
and landing; and 

(b) Ensure no single failure or 
malfunction of any one power supply, 
distribution system, or other 
utilization system will prevent the 
system from supplying the essential 
loads required for continued safe flight 
and landing; and  

(b) Ensure no single failure or 
malfunction of any one power supply, 
distribution system, or other 
utilization system will prevent the 
system from supplying the essential 
loads required for continued safe flight 
and landing; and 
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(c) Have enough capacity, if the 
primary source fails, to supply 
essential loads, including 
noncontinuous essential loads for the 
time needed to complete the function 
required for continued safe flight and 
landing. 

(c) Have enough capacity, if the 
primary source fails, to supply 
essential loads, including non-
continuous essential loads for the time 
needed to complete the function 
required for continued safe flight and 
landing.  

(c) Have enough capacity, if the 
primary source fails, to supply 
essential loads, including 
noncontinuousnon-continuous 
essential loads for the time needed to 
complete the function required for 
continued safe flight and landing. 

 

EVE.2530 - External and cockpit 
lighting. 

PL.2530 External and cockpit lighting.  EVE.2530 - External and cockpit 
lighting. 

 

(a) The applicant must design and 
install all lights to minimize any 
adverse effects on the performance of 
flightcrew duties. 

(a) The applicant must design and 
install all lights to minimize any 
adverse effects on the performance of 
flightcrew duties.  

(a) The applicant must design and 
install all lights to minimize any 
adverse effects on the performance of 
flightcrew duties. 

 

(b) Any position and anti-collision 
lights, if required by operational rules, 
must have the intensities, flash rate, 
colors, fields of coverage, and other 
characteristics to provide sufficient 
time for another aircraft to avoid a 
collision. 

(b) Any position and anti-collision 
lights, if required by 14 CFR part 91, 
must have the intensities, flash rate, 
colors, fields of coverage, and other 
characteristics to provide sufficient 
time for another aircraft to avoid a 
collision.  

(b) Any position and anti-collision 
lights, if required by operational rules, 
must have the intensities, flash rate, 
colors, fields of coverage, and other 
characteristics to provide sufficient 
time for another aircraft to avoid a 
collision. 

 

(c) Any position lights, if required by 
operational rules, must include a red 
light on the left side of the aircraft, a 
green light on the right side of the 
aircraft, spaced laterally as far apart as 
practicable, and a white light facing 
aft, located on an aft portion of the 
aircraft or on the wing tips. 

(c) Any position lights, if required by 14 
CFR part 91, must include red lighting 
on the left side of the aircraft, green 
lighting on the right side of the aircraft, 
spaced laterally as far apart as 
practicable, and white lighting facing 
aft, located on an aft portion of the 
aircraft or on the wing tips.  

(c) Any position lights, if required by 
operational rules, must include a red 
lightlighting on the left side of the 
aircraft, a green lightlighting on the 
right side of the aircraft, spaced 
laterally as far apart as practicable, 
and a white lightlighting facing aft, 
located on an aft portion of the aircraft 
or on the wing tips. 
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(d) Any taxi and landing lights must be 
designed and installed so they provide 
sufficient light for night operations. 

(d) Any taxi and landing lights must be 
designed and installed so they provide 
sufficient light for night operations.  

(d) Any taxi and landing lights must be 
designed and installed so they provide 
sufficient light for night operations. 

 

 (e) For aircraft intended for operations 
on water, riding lights must provide a 
white light visible in clear atmospheric 
conditions.  

(e) Reserved.  

EVE.2535 - Safety equipment. PL.2535 Safety equipment.  EVE.2535 - Safety equipment.  

Safety and survival equipment, 
required by the operating rules, must 
be reliable, readily, easily identifiable, 
and clearly marked to identify its 
method of operation. 

Safety and survival equipment, 
required by the operating rules of title 
14, chapter I, must be reliable, readily 
accessible, easily identifiable, and 
clearly marked to identify its method 
of operation.  

Safety and survival equipment, 
required by the operating rules, must 
be reliable, readily, easily identifiable, 
and clearly marked to identify its 
method of operation. 

 

EVE.2540 - Reserved PL.2540 Flight in icing conditions.  
An applicant who requests 
certification for flight in icing 
conditions must show the following in 
the icing conditions for which 
certification is requested:  
(a) The ice protection system 
provides for safe operation; and  
(b) The aircraft design must 
provide protection from slowing to 
less than the minimum speeds defined 
in the flight profiles established under 
PL.2110 when the autopilot is 
operating. 

EVE.2540 - Reserved  
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EVE.2545 - Pressurized systems 
elements. 

PL.2545 Pressurized systems 
elements.  

EVE.2545 -  - Pressurized systems 
elements. 

 

Pressurized systems must withstand 
appropriate proof and burst pressures. 

Pressurized systems must withstand 
appropriate proof and burst pressures.  

Pressurized systems must withstand 
appropriate proof and burst pressures. 

 

EVE.2550 - Equipment containing hig
h-energy rotors. 

PL.2550 Equipment containing high-
energy rotors.  

EVE.2550 -  - Equipment containing 
high-energy rotors. 

 

Equipment containing high-energy 
rotors must be designed or installed to 
protect the occupants and aircraft 
from uncontained fragments. 

Equipment containing high-energy 
rotors must be designed or installed to 
protect the occupants and aircraft 
from uncontained fragments.  

Equipment containing high-energy 
rotors must be designed or installed to 
protect the occupants and aircraft 
from uncontained fragments. 

 

EVE.2555 - Installation of recorders  EVE.2555 - Installation of recorders In EVE.2555, ANAC retained a compact 
performance-based recorder 
installation requirement instead of 
adopting the detailed CVR and FDR 
provisions contained in PL.1457 and 
PL.1459. This difference is intentional. 
ANAC considers it appropriate to 
require the installation of recorders at 
the type certification level for the EVE-
100, given the introduction of novel 
technologies, integrated flight and 
propulsion functions, and the 
importance of recorded data for 
accident investigation, fleet 
monitoring, and continued 
operational safety. At the same time, 

The aircraft must be equipped with a 
recorder or recorders that: 

 The aircraft must be equipped with a 
recorder or recorders that: 

(a) is installed so as to ensure accurate 
and intelligible recording and 
appropriate safeguarding of the data 
supportive for accident investigation, 
considering conditions encountered 
during crash, water immersion or fire; 

 (a) is installed so as to ensure accurate 
and intelligible recording and 
appropriate safeguarding of the data 
supportive for accident investigation, 
considering conditions encountered 
during crash, water immersion or fire; 

(b) is powered by the most reliable 
power source and remains powered 
for as long as possible without 
jeopardizing service to essential or 
emergency loads and emergency 
operation of the aircraft; 

 (b) is powered by the most reliable 
power source and remains powered 
for as long as possible without 
jeopardizing service to essential or 
emergency loads and emergency 
operation of the aircraft; 
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(c) includes features to facilitate the 
localization of a memory medium after 
an accident; 

 (c) includes features to facilitate the 
localization of a memory medium after 
an accident; 

ANAC’s wording avoids importing 
detailed recorder specifications that 
may be better addressed through the 
applicable operational requirements 
and/or accepted means of 
compliance. 

(d) is installed so that it automatically 
records when the aircraft is capable of 
moving under its own power; and 

 (d) is installed so that it automatically 
records when the aircraft is capable of 
moving under its own power; and 

(e) records in an accepted format;  (e) records in an accepted format; 

(f) alternatively some data may be 
transmitted and recorded remotely.  

 (f) alternatively some data may be 
transmitted and recorded remotely.  

SUBPART G - FLIGHTCREW INTERFACE 
AND OTHER INFORMATION 

SUBPART G—FLIGHTCREW 
INTERFACE AND OTHER 
INFORMATION  

Subpart G - Flightcrew Interface and 
Other Information 

 

EVE.2600 - Flightcrew interface. PL.2600 Flightcrew interface.  EVE.2600 - Flightcrew interface.  

(a) The pilot compartment, its 
equipment, and its arrangement to 
include pilot view, must allow each 
pilot to perform their duties for all 
sources of lift and phases of flight and 
perform any maneuvers within the 
operating envelope of the aircraft, 
without excessive concentration, skill, 
alertness, or fatigue. 

(a) The pilot compartment, its 
equipment, and its arrangement to 
include pilot view, must allow each 
pilot to perform their duties for all 
sources of lift and phases of flight and 
perform any maneuvers within the 
approved flight envelope of the 
aircraft, without excessive 
concentration, skill, alertness, or 
fatigue.  

(a) The pilot compartment, its 
equipment, and its arrangement to 
include pilot view, must allow each 
pilot to perform their duties for all 
sources of lift and phases of flight and 
perform any maneuvers within the 
operatingapproved flight envelope of 
the aircraft, without excessive 
concentration, skill, alertness, or 
fatigue.  

 

(b) The applicant must install flight, 
navigation, surveillance, and 
powerplant controls and displays, as 
needed, so qualified flightcrew can 
monitor and perform defined tasks 

(b) The applicant must install flight, 
navigation, surveillance, and 
powerplant controls and displays, as 
needed, so qualified flightcrew can 
monitor and perform defined tasks 

(b) The applicant must install flight, 
navigation, surveillance, and 
powerplant controls and displays, as 
needed, so qualified flightcrew can 
monitor and perform defined tasks 
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associated with the intended 
functions of systems and equipment, 
without excessive concentration, skill, 
alertness, or fatigue. The system and 
equipment design must minimize 
flightcrew errors, which could result in 
additional hazards. 

associated with the intended 
functions of systems and equipment, 
without excessive concentration, skill, 
alertness, or fatigue. The system and 
equipment design must minimize 
flightcrew errors, which could result in 
additional hazards.  

associated with the intended 
functions of systems and equipment, 
without excessive concentration, skill, 
alertness, or fatigue. The system and 
equipment design must minimize 
flightcrew errors, which could result in 
additional hazards. 

EVE.2605 - Installation and operation. PL.2605 Installation and operation.  EVE.2605 - Installation and operation.  

(a) Each item of installed equipment 
related to the flightcrew interface 
must be labelled, if applicable, as to it 
identification, function, or operating 
limitations, or any combination of 
these factors. 

(a) Each item of installed equipment 
related to the flightcrew interface 
must be labelled, if applicable, as to it 
identification, function, or operating 
limitations, or any combination of 
these factors.  

(a) Each item of installed equipment 
related to the flightcrew interface 
must be labelled, if applicable, as to it 
identification, function, or operating 
limitations, or any combination of 
these factors. 

 

(b) There must be a discernible means 
of providing system operating 
parameters required to operate the 
aircraft, including warnings, cautions, 
and normal indications to the 
responsible crewmember. 

(b) There must be a discernible means 
of providing system operating 
parameters required to operate the 
aircraft, including warnings, cautions, 
and normal indications to the 
responsible crewmember.  

(b) There must be a discernible means 
of providing system operating 
parameters required to operate the 
aircraft, including warnings, cautions, 
and normal indications to the 
responsible crewmember. 

 

(c) Information concerning an unsafe 
system operating condition must be 
provided in a timely manner to the 
crewmember responsible for taking 
corrective action. The information 
must be clear enough to avoid likely 
crewmember errors. 

(c) Information concerning an unsafe 
system operating condition must be 
provided in a timely manner to the 
crewmember responsible for taking 
corrective action. The information 
must be clear enough to avoid likely 
crewmember errors.  

(c) Information concerning an unsafe 
system operating condition must be 
provided in a timely manner to the 
crewmember responsible for taking 
corrective action. The information 
must be clear enough to avoid likely 
crewmember errors. 

 

EVE.2610 - Instrument markings, 
control markings, and placards. 

PL.2610 Instrument markings, control 
markings, and placards.  

EVE.2610 - Instrument markings, 
control markings, and placards. 

 



Comparative chart – Revision 1 of Airworthiness Criteria 
EVE Soluções de Mobilidade Aérea Urbana Ltda. – Model EVE-100 

Version for Sectorial Consultation – Docket 00066.005452/2026-61 

 

  Page 76 of 147 

Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

(a) Each aircraft must display in a 
conspicuous manner any placard and 
instrument marking necessary for 
operation. 

(a) Each aircraft must display in a 
conspicuous manner any placard and 
instrument marking necessary for 
operation.  

(a) Each aircraft must display in a 
conspicuous manner any placard and 
instrument marking necessary for 
operation. 

 

(b) The design must clearly indicate 
the function of each cockpit control, 
other than primary flight controls. 

(b) The design must clearly indicate 
the function of each cockpit control, 
other than primary flight controls.  

(b) The design must clearly indicate 
the function of each cockpit control, 
other than primary flight controls. 

 

(c) The applicant must include 
instrument marking and placard 
information in the Aircraft Flight 
Manual. 

(c) The applicant must include 
instrument marking and placard 
information in the Aircraft Flight 
Manual.  

(c) The applicant must include 
instrument marking and placard 
information in the Aircraft Flight 
Manual. 

 

EVE.2615 - Flight, navigation, and 
powerplant instruments. 

PL.2615 Flight, navigation, and 
powerplant instruments.  

EVE.2615 - Flight, navigation, and 
powerplant instruments. 

 

(a) Installed systems must provide the 
flight crew member who sets or 
monitors parameters for the flight, 
navigation, and lift/thrust system the 
information necessary to do so during 
each phase of flight. This information 
must: 

(a) Installed systems must provide the 
flightcrew member who sets or 
monitors parameters for the flight, 
navigation, and powerplant, the 
information necessary to do so during 
each phase of flight and source of lift. 
This information must—  

(a) Installed systems must provide the 
flight crewflightcrew member who 
sets or monitors parameters for the 
flight, navigation, and lift/thrust 
systempowerplant, the information 
necessary to do so during each phase 
of flight. and source of lift. This 
information must: 

 

(1) be presented in a manner that 
the crew members can monitor the 
parameters and trends, as needed 
to operate the aircraft; and 

(1) Be presented in a manner that 
the crewmember can monitor the 
parameter and determine trends, as 
needed, to operate the aircraft; and  

(1) be presented in a manner that 
the crew memberscrewmember 
can monitor the 
parametersparameter and 
determine trends, as needed to 
operate the aircraft; and 
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(2) include limitations, unless the 
limitation cannot be exceeded in all 
intended operations. 

(2) Include limitations, unless the 
limitations cannot be exceeded in 
all intended operations.  

(2) include limitations, unless the 
limitationlimitations cannot be 
exceeded in all intended 
operations. 

 

(b) Indication systems that integrate 
the display of flight or source of 
lift/thrust system parameters required 
to safely operate the aircraft, or 
required by the operating rules, must: 

(b) Indication systems that integrate 
the display of flight or powerplant 
parameters to operate the aircraft, or 
are required by the operating rules of 
title 14, chapter I, must—  

(b) Indication systems that integrate 
the display of flight or source of 
lift/thrust systempowerplant 
parameters required to safely operate 
the aircraft, or are required by the 
operating rules, must: 

 

(1) not inhibit the primary display of 
flight or source of lift/thrust system 
parameters needed by any flight 
crew member in any normal mode 
of operation; 

(1) Not inhibit the primary display of 
flight or powerplant parameters 
needed by any flightcrew member 
in any normal mode of operation; 
and  

(1) not inhibit the primary display of 
flight or source of lift/thrust 
systempowerplant parameters 
needed by any flight crewflightcrew 
member in any normal mode of 
operation; and 

 

(2) In combination with other 
systems, be designed and installed 
so information essential for 
continued safe flight and landing 
will be available to the flightcrew in 
a timely manner after any single 
failure or probable combination of 
failures. 

(2) In combination with other 
systems, be designed and installed 
so information essential for 
continued safe flight and landing 
will be available to the flightcrew in 
a timely manner after any single 
failure or probable combination of 
failures.  

(2) In combination with other 
systems, be designed and installed 
so information essential for 
continued safe flight and landing 
will be available to the flightcrew in 
a timely manner after any single 
failure or probable combination of 
failures. 

 

EVE.2620 - Aircraft flight manual. PL.2620 Aircraft flight manual.  EVE.2620 - Aircraft flight manual.  

The applicant must provide an Aircraft 
Flight Manual that must be delivered 
with each aircraft. 

The applicant must provide an Aircraft 
Flight Manual that must be delivered 
with each aircraft.  

The applicant must provide an Aircraft 
Flight Manual that must be delivered 
with each aircraft. 
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(a) The Aircraft Flight Manual must 
contain the following information: 

(a) The Aircraft Flight Manual must 
contain the following information—  

(a) The Aircraft Flight Manual must 
contain the following information: 

 

(1) Aircraft operating limitations; (1) Aircraft operating limitations;  (1) Aircraft operating limitations;  

(2) Aircraft operating procedures; (2) Aircraft operating procedures;  (2) Aircraft operating procedures;  

(3) Performance information; (3) Performance information;  (3) Performance information;  

(4) Loading information; and (4) Loading information; and  (4) Loading information; and  

(5) Other information that is 
necessary for safe operation 
because of design, operating, or 
handling characteristics. 

(5) Other information that is 
necessary for safe operation 
because of design, operating, or 
handling characteristics.  

(5) Other information that is 
necessary for safe operation 
because of design, operating, or 
handling characteristics. 

 

(b) The portions of the Aircraft Flight 
Manual containing the information 
specified in paragraphs (a)(1) through 
(a)(4) of this section must be approved 
by the ANAC. 

(b) The portions of the Aircraft Flight 
Manual containing the information 
specified in paragraphs (a)(1) through 
(a)(4) of this section must be approved 
by the FAA in a manner specified by 
the Administrator.  

(b) The portions of the Aircraft Flight 
Manual containing the information 
specified in paragraphs (a)(1) through 
(a)(4) of this section must be approved 
by the ANAC. 

 

 SUBPART H—AIRWORTHINESS 
CRITERIA FOR INSTRUMENT FLIGHT  

Subpart H - Reserved  

 PL.2701 General.    

 A powered-lift may not be type 
certificated for operation under the 
instrument flight rules (IFR) unless it 
meets the design and installation 
requirements contained in this 
subpart.  

  

 PL.2703 IFR flight envelope.    
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 The applicant must determine an 
approved IFR flight envelope 
specifically for operations for flight 
into IFR conditions. If the approved IFR 
flight envelope differs from the 
approved flight envelope, then the 
applicant must use instrument flight 
speeds to comply with this subpart.  

  

 PL.2705 Definitions.    

 (a) VYI means instrument climb speed, 
utilized instead of VY  for compliance 
with the climb requirements for 
instrument flight, if different than 
climb speed as defined in PL.2120.  

  

 (b) VMINI  means instrument flight 
minimum speed, utilized in complying 
with minimum limit speed 
requirements for instrument flight, if 
different than the flight profiles 
established under PL.2110.  

  

 (c) A practical flight envelope means a 
flight envelope where, in the event of 
flight control, propulsive, or stability 
augmentation malfunctions, 
compliance with controllability and 
maneuverability requirements must 
be demonstrated.  

  

 PL.2707 Trim.    
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 The aircraft must meet the 
requirements in PL.2140 for all 
approved IFR airspeeds, power 
settings, and configurations 
appropriate to the type.  

  

 PL.2709 Stability and handling 
qualities.  

  

 The aircraft must meet the 
requirements in PL.2145 for the 
approved IFR airspeeds, power 
settings, and configurations 
appropriate to the type.   

  

 PL.2711 Stability augmentation.    

 For any failure or combination of 
failures not shown to be extremely 
improbable, the aircraft must be 
capable of continued safe flight and 
landing. In addition—   

  

 (a) The aircraft must remain safely 
controllable when the failure or 
malfunction occurs within the 
approved IFR flight envelope; and  

  

 (b) The overall flight characteristics 
must allow for prolonged flight 
without undue pilot effort. Additional 
unrelated probable failures affecting 
the control system must be 
considered. In addition—  
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 (1) The controllability, 
maneuverability, and stability 
requirements in subpart B must be 
met throughout a practical flight 
envelope; and  

  

 (2) The flight control, trim, and 
flying qualities must not be reduced 
below that needed for continued 
safe flight and landing.  

  

 PL.2713 Equipment, systems, and 
installation.  

  

 The basic equipment and installation 
must comply with PL.2500, PL.2505, 
PL.2510, PL.2525 and PL.2615, with 
the following additions:  

  

 (a) Instrument systems and other 

systems essential for IFR flight that 

could be adversely affected by icing 

must be adequately protected when 

exposed to atmospheric icing 

conditions. (b) For each instrument 

essential for instrument flight—   

  

 (1) The equipment, systems, and 
installations must be designed so 
that one display of the information 
essential for continued safe flight 
and landing will remain available to 
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the flying pilot after any single 
failure or combination of failures 
that is not shown to be extremely 
improbable either—  

 (i) Without pilot action, or    

 (ii) With pilot action if the aircraft 
exhibits sufficient flying qualities 
under PL.2709.  

  

 (2) Instruments, systems, or 
equipment that are interconnected 
for a second pilot must be designed 
to ensure continued normal 
functioning of pilot and copilot 
instruments in the event of any 
malfunction not shown to be 
extremely improbable.  

  

 (3) For single-pilot configurations, 
instruments which require a static 
source must be provided with a 
means of selecting a calibrated 
alternate source.  

  

 PL.2715 Aircraft flight manual.    

 An Aircraft Flight Manual or Aircraft 
Flight Manual IFR Supplement must be 
provided and must contain—  

  

 (a) Limitations. The approved IFR flight 
envelope, the IFR flightcrew 
composition, the revised kinds of 
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operation, and the steepest IFR 
precision approach gradient for which 
the powered-lift is approved;  

 (b) Procedures. Required information 
for proper operation of IFR systems 
and the recommended procedures in 
the event of stability augmentation or 
electrical system failures; and  

  

 (c) Performance. If VYI  differs from VY, 
climb performance at VYI  and with 
maximum continuous power 
throughout the ranges of weight, 
altitude, and temperature for which 
approval is requested.  

  

SUBPART H - ELECTRIC ENGINE 
REQUIREMENTS 

SUBPART I—ELECTRIC ENGINE  Subpart H - I - Electric Engine 
Requirements 

Subpart H was renumbered as Subpart 
I — Electric Engine to align ANAC’s 
criteria with the structure adopted by 
the FAA in AC 21.17-4. The change in 
subpart designation is organizational 
in nature and does not change the 
applicability or the technical scope of 
the criteria. 
The revision of Subpart I resulted in 
complete harmonization with AC 
21.17-4, without a material difference 
from the FAA electric engine criteria. 
The main changes were the 
renumbering of the subpart and the 
inclusion and harmonization of 
cooling, lubrication, fire protection, 
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high-voltage electrical system, engine-
driven lift device, vibration, critical and 
life-limited part, safety analysis, 
demonstration, engine-propeller 
systems test, and teardown inspection 
provisions, all of which are consistent 
with the certification of electric 
engines installed on a VCA under RBAC 
21.17(b). 

EVE.3305 - Instruction manual for 
installing and operating the engine. 

PL.3305 Instruction manual for 
installing and operating the engine.  

EVE.3305 - Instruction manual for 
installing and operating the engine. 

 

 Each applicant must prepare and make 
available to the Administrator prior to 
the issuance of the type certificate, 
and to the owner at the time of 
delivery of the engine, approved 
instructions for installing and 
operating the engine. The instructions 
must include at least the following:  

Each applicant must prepare and make 
available to the ANAC prior to the 
issuance of the type certificate, and to 
the owner at the time of delivery of 
the engine, approved instructions for 
installing and operating the engine. 
The instructions must include at least 
the following: 

 

(a) Installation instructions. (a) Installation instructions.  (a) Installation instructions.  

(1) The location of engine mounting 
attachments, the method of 
attaching the engine to the aircraft, 
and the maximum allowable load 
for the mounting attachments and 
related structure. 

(1) The location of engine mounting 
attachments, the method of 
attaching the engine to the aircraft, 
and the maximum allowable load 
for the mounting attachments and 
related structure.  

(1) The location of engine mounting 
attachments, the method of 
attaching the engine to the aircraft, 
and the maximum allowable load 
for the mounting attachments and 
related structure. 

 

(2) The location and description of 
engine connections to be attached 

(2) The location and description of 
engine connections to be attached 

(2) The location and description of 
engine connections to be attached 
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to accessories, pipes, wires, cables, 
ducts, and cowling. 

to accessories, pipes, wires, cables, 
ducts, and cowling.  

to accessories, pipes, wires, cables, 
ducts, and cowling. 

(3) An outline drawing of the engine 
including overall dimensions. 

(3) An outline drawing of the engine 
including overall dimensions.  

(3) An outline drawing of the engine 
including overall dimensions. 

 

(4) A definition of the physical and 
functional interfaces with the 
aircraft and aircraft equipment, 
including the propeller when 
applicable. 

(4) A definition of the physical and 
functional interfaces with the 
aircraft and aircraft equipment, 
including the propeller when 
applicable.  

(4) A definition of the physical and 
functional interfaces with the 
aircraft and aircraft equipment, 
including the propeller when 
applicable. 

 

(5) Where an engine system relies 
on components that are not part of 
the engine type design, the 
interface conditions and reliability 
requirements for those components 
upon which engine type 
certification is based must be 
specified in the engine installation 
instructions directly or by reference 
to appropriate documentation. 

(5) Where an engine system relies 
on components that are not part of 
the engine type design, the 
interface conditions and reliability 
requirements for those components 
upon which engine approval is 
based must be specified in the 
engine installation instructions 
directly or by reference to 
appropriate documentation.  

(5) Where an engine system relies 
on components that are not part of 
the engine type design, the 
interface conditions and reliability 
requirements for those components 
upon which engine type 
certificationapproval is based must 
be specified in the engine 
installation instructions directly or 
by reference to appropriate 
documentation. 

 

(6) A list of the instruments 
necessary for control of the engine, 
including the overall limits of 
accuracy and transient response 
required of such instruments for 
control of the operation of the 
engine, must also be stated so that 
the suitability of the instruments as 
installed may be assessed. 

(6) A list of the instruments 
necessary for control of the engine, 
including the overall limits of 
accuracy and transient response 
required of such instruments for 
control of the operation of the 
engine, must also be stated so that 
the suitability of the instruments as 
installed may be assessed.   

(6) A list of the instruments 
necessary for control of the engine, 
including the overall limits of 
accuracy and transient response 
required of such instruments for 
control of the operation of the 
engine, must also be stated so that 
the suitability of the instruments as 
installed may be assessed. 
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(b) Operation instructions. (b) Operation instructions.  (b) Operation instructions.  

(1) The operating limitations 
established by ANAC. 

(1) The operating limitations 
established by the Administrator.  

(1) The operating limitations 
established by ANAC. 

 

(2) The power or thrust ratings and 
procedures for correcting for 
nonstandard atmosphere. 

(2) The power or thrust ratings and 
procedures for correcting for 
nonstandard atmosphere.  

(2) The power or thrust ratings and 
procedures for correcting for 
nonstandard atmosphere. 

 

(3) The recommended procedures, 
under normal and extreme ambient 
conditions for: 

(3) The recommended procedures, 
under normal and extreme ambient 
conditions for:  

(3) The recommended procedures, 
under normal and extreme ambient 
conditions for: 

 

(i) Starting; (i) Starting;  (i) Starting;  

(ii) Operating on the ground; and (ii) Operating on the ground; and (ii) Operating on the ground; and  

(iii) Operating during flight. (iii) Operating during flight.  (iii) Operating during flight.  

(4) For engines having one or more 
engine inoperative ratings or other 
contingency ratings, applicants 
must provide data on engine 
performance characteristics and 
variability to enable the aircraft 
manufacturer to establish aircraft 
power assurance procedures. 

(4) For engines having one or more 
engine inoperative ratings or other 
contingency ratings, applicants 
must provide data on engine 
performance characteristics and 
variability to enable the aircraft 
manufacturer to establish aircraft 
power assurance procedures.  

(4) For engines having one or more 
engine inoperative ratings or other 
contingency ratings, applicants 
must provide data on engine 
performance characteristics and 
variability to enable the aircraft 
manufacturer to establish aircraft 
power assurance procedures. 

 

(5) A description of the primary and 
all alternate modes, and any back-
up system, together with any 
associated limitations, of the engine 
control system and its interface with 
the aircraft systems, including the 
propeller when applicable. 

(5)A description of the primary and 
all alternate modes, and any back-
up system, together with any 
associated limitations, of the engine 
control system and its interface with 
the aircraft systems, including the 
propeller when applicable.  

(5) A description of the primary and 
all alternate modes, and any back-
up system, together with any 
associated limitations, of the engine 
control system and its interface with 
the aircraft systems, including the 
propeller when applicable. 
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(c) Safety analysis assumptions. The 
assumptions of the safety analysis as 
described in EVE.3375(d) with respect 
to the reliability of safety devices, 
instrumentation, early warning 
devices, maintenance checks, and 
similar equipment or procedures that 
are outside the control of the engine 
manufacturer. 

(c) Safety analysis assumptions.  The 
assumptions of the safety analysis as 
described in PL.3375(d) with respect 
to the reliability of safety devices, 
instrumentation, early warning 
devices, maintenance checks, and 
similar equipment or procedures that 
are outside the control of the engine 
manufacturer.  

(c) Safety analysis assumptions. The 
assumptions of the safety analysis as 
described in EVE.3375(d) with respect 
to the reliability of safety devices, 
instrumentation, early warning 
devices, maintenance checks, and 
similar equipment or procedures that 
are outside the control of the engine 
manufacturer.  

 

EVE.3307 - Engine ratings and 
operating limits. 

PL.3307 Engine ratings and operating 
limitations.  

EVE.3307 - Engine ratings and 
operating limitslimitations. 

The revised wording of EVE.3307 
includes cooling fluid grade to be 
established for the electric engines. 
This change is consistent with the 
inclusion of cooling-related 
requirements in the electric engine 
subpart and ensures that any cooling 
fluid necessary for safe engine 
operation is properly addressed in the 
engine limitations and 
documentation. 

(a) Engine ratings and operating 
limitations are established by ANAC 
and included in the engine certificate 
data sheet specified in RBAC 21.41, 
including ratings and limitations based 
on the operating conditions and 
information specified in this section, 
as applicable, and any other 
information found necessary for safe 
operation of the engine. 

(a) Engine ratings and operating 
limitations are established by the 
Administrator and included in the type 
certificate data sheet specified in 14 
CFR 21.41, including ratings and 
limitations based on the operating 
conditions and information specified 
in this section, as applicable, and any 
other information found necessary for 
safe operation of the engine.  

(a) Engine ratings and operating 
limitations are established by ANAC 
and included in the enginetype 
certificate data sheet specified in 
section 21.41 of RBAC 21.41, including 
ratings and limitations based on the 
operating conditions and information 
specified in this section, as applicable, 
and any other information found 
necessary for safe operation of the 
engine. 

(b) For electric engines, ratings and 
operating limits are established 
relating to the following: 

(b) For electric engines, ratings and 
operating limits are established 
relating to the following:  

(b) For electric engines, ratings and 
operating limits are established 
relating to the following: 

(1) Shaft power, torque, rotational 
speed, and temperature for: 

(1) Shaft power, torque, or thrust; 
rotational speed; temperature; and 
time for:  

(1) Shaft power, torque or thrust, 
rotational speed, and temperature 
and time for: 

(i) Rated takeoff power; (i) Rated takeoff power or thrust;  (i) Rated takeoff power or thrust; 



Comparative chart – Revision 1 of Airworthiness Criteria 
EVE Soluções de Mobilidade Aérea Urbana Ltda. – Model EVE-100 

Version for Sectorial Consultation – Docket 00066.005452/2026-61 

 

  Page 88 of 147 

Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

(ii) Rated maximum continuous 
power; and 

(ii) Rated maximum continuous 
power or thrust; and  

(ii)  Rated maximum continuous 
power or thrust; and 

(ii) Rated maximum temporary 
power and associated time limit. 

(iii) Rated maximum temporary 
power or thrust and associated 
time limit.  

(iiiii) Rated maximum temporary 
power or thrust and associated 
time limit. 

(2) Duty cycle and the rating at that 
duty cycle. The duty cycle must be 
declared in the type certificate data 
sheet or documented in the engine 
installation manual. 

(2) Duty cycle and the rating at that 
duty cycle. The duty cycle must be 
declared in the type certificate data 
sheet.  

(2) Duty cycle and the rating at that 
duty cycle. The duty cycle must be 
declared in the type certificate data 
sheet or documented in the engine 
installation manual.. 

(3) Reserved. (3) Cooling fluid grade or 
specification.  

(3) Reserved.(3) Cooling fluid grade 
or specification. 

(4) Power-supply requirements. (4) Power-supply requirements.  (4) Power-supply requirements. 

(5) Any other ratings or limitations 
that are necessary for the safe 
operation of the engine. 

(5) Any other ratings or limitations 
that are necessary for the safe 
operation of the engine.  

(5) Any other ratings or limitations 
that are necessary for the safe 
operation of the engine. 

(c) In determining the engine 
performance and operating 
limitations, the overall limits of 
accuracy of the engine control system, 
of the engine electrical systems, and of 
the necessary instrumentation as 
defined in EVE.3305(a)(6) must be 
taken into account. 

(c) In determining the engine 
performance and operating 
limitations, the overall limits of 
accuracy of the engine control system, 
of the engine electrical systems, and of 
the necessary instrumentation as 
defined in PL.3305(a)(6) must be taken 
into account.  

(c) In determining the engine 
performance and operating 
limitations, the overall limits of 
accuracy of the engine control system, 
of the engine electrical systems, and of 
the necessary instrumentation as 
defined in EVE.3305(a)(6) must be 
taken into account. 

EVE.3308 - Selection of Engine Power 
and Thrust Ratings 

PL.3308 Selection of engine power 
and thrust ratings.  

EVE.3308 - Selection of Engine Power 
and Thrust Ratings 
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(a) Requested engine power and 
thrust ratings must be selected by the 
applicant. 

(a) Requested engine power and 
thrust ratings must be selected by the 
applicant.  

(a) Requested engine power and 
thrust ratings must be selected by the 
applicant. 

 

(b) Each selected rating must be for 
the lowest power or thrust that all 
engines of the same type may be 
expected to produce under the 
conditions used to determine that 
rating. 

(b) Each selected rating must be for 
the lowest power or thrust that all 
engines of the same type may be 
expected to produce under the 
conditions used to determine that 
rating.  

(b) Each selected rating must be for 
the lowest power or thrust that all 
engines of the same type may be 
expected to produce under the 
conditions used to determine that 
rating. 

 

EVE.3315 - Materials PL.3315 Materials.  EVE.3315 - Materials  

 The suitability and durability of 
materials used in the engine must—  

The suitability and durability of 
materials used in the engine must: 

 

(a) Be established on the basis of 
experience or tests; and 

(a) Be established on the basis of 
experience or tests; and  

(a) Be established on the basis of 
experience or tests; and 

 

(b) Conform to approved 
specifications (such as industry or 
military specifications) that ensure 
their having the strength and other 
properties assumed in the design data. 

(b) Conform to approved 
specifications (such as industry or 
military specifications) that ensure 
their having the strength and other 
properties assumed in the design data.  

(b) Conform to approved 
specifications (such as industry or 
military specifications) that ensure 
their having the strength and other 
properties assumed in the design data. 

 

EVE.3317 - Fire protection PL.3317 Fire protection.  EVE.3317 - Fire protection The fire protection criterion was 
harmonized with AC 21.17-4. The 
revision includes additional provisions 
addressing external lines, fittings, 
components containing or conveying 
flammable fluids, tanks containing 
flammable fluids, components acting 
as firewalls, engine control system 
components located in designated fire 

(a) The design and construction of the 
engine and the materials used must 
minimize the probability of the 
occurrence and spread of fire during 
normal operation and failure 
conditions, and must minimize the 
effect of such a fire. In addition, the 
design and construction of electrical 

(a) The design and construction of the 
engine and the materials used must 
minimize the probability of the 
occurrence and spread of fire during 
normal operation and failure 
conditions and must minimize the 
effect of such a fire.  

(a) The design and construction of the 
engine and the materials used must 
minimize the probability of the 
occurrence and spread of fire during 
normal operation and failure 
conditions, and must minimize the 
effect of such a fire.  In addition, the 
design and construction of electrical 



Comparative chart – Revision 1 of Airworthiness Criteria 
EVE Soluções de Mobilidade Aérea Urbana Ltda. – Model EVE-100 

Version for Sectorial Consultation – Docket 00066.005452/2026-61 

 

  Page 90 of 147 

Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

engines must minimize the probability 
of the occurrence of an internal fire 
that could result in structural failure or 
other hazardous effects. 

engines must minimize the probability 
of the occurrence of an internal fire 
that could result in structural failure or 
other hazardous effects. 

zones, drainage and venting to 
prevent hazardous accumulation of 
flammable fluids, grounding of 
components susceptible to static 
discharge or electrical fault currents, 
and high-voltage electrical wiring 
interconnect systems. As a 
consequence, the previous standalone 
criterion on high-voltage EWIS arc 
fault protection from former EVE.3318 
was moved into EVE.3317(h). 

 (b) Except as provided in paragraph (c) 
of this section, each external line, 
fitting, and other component, which 
contains or conveys flammable fluid 
during normal engine operation, must 
be fire resistant or fireproof, as 
determined by the Administrator. 
Components must be shielded or 
located to safeguard against the 
ignition of leaking flammable fluid.  

(b) Except as provided in paragraph (c) 
of this section, each external line, 
fitting, and other component, which 
contains or conveys flammable fluid 
during normal engine operation, must 
be fire resistant or fireproof, as 
determined by the Administrator. 
Components must be shielded or 
located to safeguard against the 
ignition of leaking flammable fluid. 

 (c) A tank, which contains flammable 
fluids and any associated shut-off 
means and supports, which are part of 
and attached to the engine, must be 
fireproof either by construction or by 
protection unless damage by fire will 
not cause leakage or spillage of a 
hazardous quantity of flammable fluid. 
For an engine having an integral oil 
sump of less than 23.7 liters capacity, 
the oil sump need not be fireproof or 
enclosed by a fireproof shield.  

(c) A tank, which contains flammable 
fluids and any associated shut-off 
means and supports, which are part of 
and attached to the engine, must be 
fireproof either by construction or by 
protection unless damage by fire will 
not cause leakage or spillage of a 
hazardous quantity of flammable fluid. 
For an engine having an integral oil 
sump of less than 23.7 liters capacity, 
the oil sump need not be fireproof or 
enclosed by a fireproof shield. 

 (d) An engine component designed, 
constructed, and installed to act as a 
firewall must be:  

(d) An engine component designed, 
constructed, and installed to act as a 
firewall must be:  
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 (1) Fireproof;  (1) Fireproof;  

 (2) Constructed so that no 
hazardous quantity of air, fluid or 
flame can pass around or through 
the firewall; and  

(2) Constructed so that no 
hazardous quantity of air, fluid or 
flame can pass around or through 
the firewall; and 

 (3) Protected against corrosion;  (3) Protected against corrosion; 

 (e) In addition to the requirements of 
paragraphs (a) and (b) of this section, 
engine control system components 
that are located in a designated fire 
zone must be fire resistant or 
fireproof, as determined by the 
Administrator.  

(e) In addition to the requirements of 
paragraphs (a) and (b) of this section, 
engine control system components 
that are located in a designated fire 
zone must be fire resistant or 
fireproof, as determined by ANAC.  

 (f) Unintentional accumulation of 
hazardous quantities of flammable 
fluid within the engine must be 
prevented by draining and venting.  

(f) Unintentional accumulation of 
hazardous quantities of flammable 
fluid within the engine must be 
prevented by draining and venting.  

 (g) Any components, modules, or 
equipment, which are susceptible to 
or are potential sources of static 
discharges or electrical fault currents 
must be designed and constructed to 
be properly grounded to the engine 
reference, to minimize the risk of 
ignition in external areas where 
flammable fluids or vapors could be 
present.  

(g) Any components, modules, or 
equipment, which are susceptible to 
or are potential sources of static 
discharges or electrical fault currents 
must be designed and constructed to 
be properly grounded to the engine 
reference, to minimize the risk of 
ignition in external areas where 
flammable fluids or vapors could be 
present.  
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EVE.3318 - High-Voltage EWIS arc 
fault protection 
(a) High-voltage EWIS must be 
protected against arc faults that can 
lead to hazardous engine effects as 
defined in EVE.3375(g)(2). Any non-
protected electrical wiring 
interconnections must be analyzed to 
show that arc faults do not cause a 
hazardous engine effect 

(h) High-voltage electrical wiring 
interconnection systems must be 
protected against arc faults that can 
lead to a fire that could result in 
hazardous engine effects as defined in 
PL.3375(g)(2). Any non-protected 
electrical wiring interconnects must be 
analyzed to show that arc faults do not 
cause a hazardous engine effect.  

EVE.3318 - High-Voltage EWIS arc 
fault protection 
(a(h) High-voltage EWISelectrical 
wiring interconnection systems must 
be protected against arc faults that 
can lead to a fire that could result in 
hazardous engine effects as defined in 
EVE.3375(g)(2). Any non-protected 
electrical wiring 
interconnectionsinterconnects must 
be analyzed to show that arc faults do 
not cause a hazardous engine effect. 

EVE.3319 - Durability. PL.3319 Durability.  EVE.3319 - Durability.  

The engine design and construction 
must minimize the development of an 
unsafe condition of the engine 
between maintenance intervals, 
overhaul periods, or mandatory 
actions described in the applicable 
ICA. 

(a) The engine design and construction 
must minimize the development of an 
unsafe condition of the engine 
between maintenance intervals, 
overhaul periods, or mandatory 
actions described in the applicable 
Instructions for Continued 
Airworthiness.  

The engine design and construction 
must minimize the development of an 
unsafe condition of the engine 
between maintenance intervals, 
overhaul periods, or mandatory 
actions described in the applicable 
ICA.Instructions for Continued 
Airworthiness. 

 

 (b) Each component of the propeller 
blade pitch control system which is a 
part of the engine type design must 
meet the requirements of sections 
PL.3521, PL.3523, PL.3542 and 
PL.3543.  

  

EVE.3321 - Engine cooling. PL.3321 Engine cooling.  EVE.3321 - Engine cooling.  
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Engine design and construction must 
provide the necessary cooling under 
conditions in which the aircraft is 
expected to operate. If cooling is 
required to satisfy the safety analysis 
as described in EVE.3375, the cooling 
system monitoring features and usage 
must be documented in the engine 
installation manual. 

(a) Engine design and 
construction must provide the 
necessary cooling under conditions in 
which the aircraft is expected to 
operate.  
(b) If cooling is required to satisfy 
the safety analysis as described in 
PL.3375, the cooling system 
monitoring features and usage must 
be documented in accordance with 
the requirements in PL.3305. 

(a) Engine design and construction 
must provide the necessary cooling 
under conditions in which the aircraft 
is expected to operate. 
(b) If cooling is required to satisfy the 
safety analysis as described in 
EVE.3375, the cooling system 
monitoring features and usage must 
be documented in the engine 
installation manual.accordance with 
the requirements in EVE.3305. 

 

EVE.3323 - Engine Mounting 
Attachment and Structure 

PL.3323 Engine mounting 
attachments and structure.  

EVE.3323 - Engine Mounting 
Attachment and Structure 

The paragraph (c) was included in 
EVE.3323 to require engine structure 
necessary to transmit loads from 
engine-driven lift devices to the 
airframe to comply with the applicable 
design load conditions and safety 
factors defined in Subpart C.  

(a) The maximum allowable limit and 
ultimate loads for engine mounting 
attachments and related engine 
structure must be specified. 

(a) The maximum allowable limit and 
ultimate loads for engine mounting 
attachments and related engine 
structure must be specified.  

(a) The maximum allowable limit and 
ultimate loads for engine mounting 
attachments and related engine 
structure must be specified. 

(b) The engine mounting attachments 
and related engine structure must be 
able to withstand: 

(b) The engine mounting attachments 
and related engine structure must be 
able to withstand—  

(b) The engine mounting attachments 
and related engine structure must be 
able to withstand: 

(1) The specified limit loads without 
permanent deformation; and 

(1) The specified limit loads without 
permanent deformation; and  

(1) The specified limit loads without 
permanent deformation; and 

(2) The specified ultimate loads 
without failure,but may exhibit 
permanent deformation. 

(2) The specified ultimate loads 
without failure, but may exhibit 
permanent deformation.  

(2) The specified ultimate loads 
without failure, but may exhibit 
permanent deformation. 

 (c) Engine structure necessary to 
transmit loads from the engine-driven 
lift devices to the airframe must 

(c) Engine structure necessary to 
transmit loads from the engine-driven 
lift devices to the airframe must 
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comply with all applicable design load 
conditions and safety factors defined 
in subpart C.  

comply with all applicable design load 
conditions and safety factors defined 
in subpart C. 

EVE.3325 - Accessory Attachments PL.3325 Accessory attachments.  EVE.3325 - Accessory Attachments  

The engine must operate properly 
with the accessory drive and mounting 
attachments loaded. Each engine 
accessory drive and mounting 
attachment must include provisions 
for sealing to prevent contamination 
of, or unacceptable leakage from, the 
engine interior. A drive and mounting 
attachment requiring lubrication for 
external drive splines, or coupling by 
engine oil, must include provisions for 
sealing to prevent unacceptable loss of 
oil and to prevent contamination from 
sources outside the chamber 
enclosing the drive connection. The 
design of the engine must allow for the 
examination, adjustment, or removal 
of each accessory required for engine 
operation. 

The engine must operate properly 
with the accessory drive and mounting 
attachments loaded. Each engine 
accessory drive and mounting 
attachment must include provisions 
for sealing to prevent contamination 
of, or unacceptable leakage from, the 
engine interior. A drive and mounting 
attachment requiring lubrication for 
external drive splines, or coupling by 
engine oil, must include provisions for 
sealing to prevent unacceptable loss of 
oil and to prevent contamination from 
sources outside the chamber 
enclosing the drive connection. The 
design of the engine must allow for the 
examination, adjustment, or removal 
of each accessory required for engine 
operation.  

The engine must operate properly 
with the accessory drive and mounting 
attachments loaded. Each engine 
accessory drive and mounting 
attachment must include provisions 
for sealing to prevent contamination 
of, or unacceptable leakage from, the 
engine interior. A drive and mounting 
attachment requiring lubrication for 
external drive splines, or coupling by 
engine oil, must include provisions for 
sealing to prevent unacceptable loss of 
oil and to prevent contamination from 
sources outside the chamber 
enclosing the drive connection. The 
design of the engine must allow for the 
examination, adjustment, or removal 
of each accessory required for engine 
operation. 

 

 PL.3326 Engine electrical systems.  EVE.3326 - Engine electrical systems. EVE.33100 was renumbered as 
EVE.3326 and harmonized with AC 
21.17-4 to address engine electrical 
systems. The revised criterion clarifies 
the applicability of the requirement to 
systems that provide, use, or 

 (a) Applicability. Any system or device 
that provides, uses, conditions, or 
distributes electrical power, and is 
part of the engine type design, must 
provide for the continued 

(a) Applicability. Any system or device 
that provides, uses, conditions, or 
distributes electrical power, and is 
part of the engine type design, must 
provide for the continued 
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airworthiness of the engine and must 
maintain electric engine ratings.  

airworthiness of the engine and must 
maintain electric engine ratings. 

distribute electrical power and are 
part of the engine type design. It also 
addresses safe electrical power 
generation and transmission, 
electrical power distribution, 
protection systems, electrical power 
characteristics, environmental limits, 
electrical system failures, and the 
system-safety assessment. 

 (b) Electrical systems. The electrical 
system must ensure the safe 
generation and transmission of power, 
and electrical load shedding, if 
required, and that the engine does not 
experience any unacceptable 
operating characteristics or exceed its 
operating limits. High voltage 
electrical wiring interconnection 
systems must be protected against arc 
faults that could result in hazardous 
engine effects, as defined in 
PL.3375(g)(2).  

(b) Electrical systems. The electrical 
system must ensure the safe 
generation and transmission of power, 
electrical load shedding, if required, 
and that the engine does not 
experience any unacceptable 
operating characteristics or exceed its 
operating limits. High voltage 
electrical wiring interconnection 
systems must be protected against arc 
faults that could result in hazardous 
engine effects, as defined in 
EVE.3375(g)(2). 

 (c) Electrical-power distribution.  (c) Electrical-power distribution. 

 (1) The engine electrical-power 
distribution system must be 
designed to provide the safe 
transfer of electrical energy 
throughout the electric engine. The 
system must be designed to provide 
electrical power so that the loss, 
malfunction, or interruption of the 
electrical power source will not 
result in a hazardous engine effect, 
as defined in PL.3375(g)(2).  

(1) The engine electrical-power 
distribution system must be 
designed to provide the safe 
transfer of electrical energy 
throughout the electric engine. The 
system must be designed to provide 
electrical power so that the loss, 
malfunction, or interruption of the 
electrical power source will not 
result in a hazardous engine effect, 
as defined in EVE.3375(g)(2). 

 (2) The system must be designed 
and maintained to withstand 

(2) The system must be designed 
and maintained to withstand 



Comparative chart – Revision 1 of Airworthiness Criteria 
EVE Soluções de Mobilidade Aérea Urbana Ltda. – Model EVE-100 

Version for Sectorial Consultation – Docket 00066.005452/2026-61 

 

  Page 96 of 147 

Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

normal and abnormal conditions 
during all ground and flight 
operations.  

normal and abnormal conditions 
during all ground and flight 
operations. 

 (3) The system must provide 
mechanical or automatic means of 
isolating a faulted electrical-energy 
generation or storage device from 
affecting the safe transmission of 
electric energy to the electric 
engine or detrimental engine 
effects in the intended aircraft 
application.  

(3) The system must provide 
mechanical or automatic means of 
isolating a faulted electrical-energy 
generation or storage device from 
affecting the safe transmission of 
electric energy to the electric 
engine or detrimental engine 
effects in the intended aircraft 
application. 

 (d) Protection systems. The engine 
electrical system must be designed 
such that the loss, malfunction, 
interruption of the electrical power 
source, or power conditions that 
exceed design limits will not result in 
hazardous engine effects, as defined in 
PL.3375(g)(2).  

(d) Protection systems. The engine 
electrical system must be designed 
such that the loss, malfunction, 
interruption of the electrical power 
source, or power conditions that 
exceed design limits will not result in 
hazardous engine effects, as defined in 
EVE.3375(g)(2). 

 (e) Electrical Power Characteristics. 
The applicant must identify, declare, 
and document in accordance with the 
requirements in PL.3305 the 
characteristics of any electrical power 
supplied from—  

(e) Electrical Power Characteristics. 
The applicant must identify, declare 
and document in accordance with the 
requirements in EVE.3305 the 
characteristics of any electrical power 
supplied from: 

 (1) The aircraft to the engine 
electrical system, for starting and 
operating the engine, including 

(1) The aircraft to the engine 
electrical system, for starting and 
operating the engine, including 
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transient and steady-state voltage 
limits, and  

transient and steady-state voltage 
limits, and 

 (2) The engine to the aircraft via 
energy regeneration, and any other 
characteristics necessary for safe 
operation of the engine.  

(2) The engine to the aircraft via 
energy regeneration, and any other 
characteristics necessary for safe 
operation of the engine. 

 (f) Environmental limits. 
Environmental limits that cannot 
adequately be substantiated by 
endurance demonstration, validated 
analysis, or a combination thereof 
must be demonstrated by the system 
and component tests in PL.3391.  

(f) Environmental limits. 
Environmental limits that cannot be 
adequately substantiated by 
endurance demonstration, validated 
analysis, or a combination thereof 
must be demonstrated by the system 
and component tests in EVE.3391. 

 (g) Electrical-system failures. The 
engine electrical system must—  

(g) Electrical-system failures. The 
engine electrical system must: 

 (1) Have a maximum rate of loss of 
power control (LOPC) that is 
suitable for the intended aircraft 
application;  

(1) Have a maximum rate of Loss of 
Power Control (LOPC) that is 
suitable for the intended aircraft 
application; 

 (2) When in the full-up 
configuration, be single fault 
tolerant, as determined by the 
Administrator, for electrical, 
electrically detectable, and 
electronic failures involving LOPC 
events;  

(2) When in the full-up 
configuration, be single fault 
tolerant, as determined by ANAC, 
for electrical, electrically 
detectable, and electronic failures 
involving LOPC events; 
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 (3) Not have any single failure that 
results in hazardous engine effects 
as defined in PL.3375(g)(2); and  

(3) Not have any single failure that 
results in hazardous engine effects 
as defined in EVE.3375(g)(2); and 

 (4) Ensure any electrical system 
failures or malfunctions that lead to 
local events in the intended aircraft 
application do not result in 
hazardous engine effects as defined 
in PL.3375(g)(2).  

(4) Ensure any electrical system 
failures or malfunctions that lead to 
local events in the intended aircraft 
application do not result in 
hazardous engine effects as defined 
in EVE.3375(g)(2). 

 (h) System safety assessment. The 
applicant must perform a system 
safety assessment. This assessment 
must identify faults or failures that 
affect normal operation, together with 
the predicted frequency of occurrence 
of these faults or failures. The 
intended aircraft application must be 
taken into account to assure the 
assessment of the engine system 
safety is valid. The rates of hazardous 
and major faults must be declared and 
documented in accordance with the 
requirements in PL.3305.  

(h) System-safety assessment. The 
applicant must perform a system-
safety assessment. This assessment 
must identify faults or failures that 
affect normal operation, together with 
the predicted frequency of occurrence 
of these faults or failures. The 
intended aircraft application must be 
taken into account to assure the 
assessment of the engine system 
safety is valid. The rates of hazardous 
and major faults must be declared and 
documented in accordance with the 
requirements in EVE.3305. 

EVE.3327 - Overspeed PL.3327 Overspeed.  EVE.3327 - Overspeed  

(a) A rotor overspeed must not result 
in a burst, rotor growth, or damage 
that results in a hazardous engine 
effect, as defined in EVE.3375(g)(2). 
Compliance with this paragraph must 

(a) A rotor overspeed must not result 
in a burst, rotor growth, or damage 
that results in a hazardous engine 
effect, as defined in PL.3375(g)(2). 
Compliance with this paragraph must 

(a) A rotor overspeed must not result 
in a burst, rotor growth, or damage 
that results in a hazardous engine 
effect, as defined in EVE.3375(g)(2). 
Compliance with this paragraph must 
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be shown by test, validated analysis, 
or a combination of both. Applicable 
assumed rotor speeds must be 
declared and justified. 

be shown by test, validated analysis, 
or a combination of both. Applicable 
assumed rotor speeds must be 
declared and justified.  

be shown by test, validated analysis, 
or a combination of both. Applicable 
assumed rotor speeds must be 
declared and justified. 

(b) Rotors must possess sufficient 
strength with a margin to burst above 
certified operating conditions and 
above failure conditions leading to 
rotor overspeed. The margin to burst 
must be shown by test, validated 
analysis, or a combination thereof. 

(b) Rotors must possess sufficient 
strength with a margin to burst above 
approved operating conditions and 
above failure conditions leading to 
rotor overspeed. The margin to burst 
must be shown by test, validated 
analysis, or a combination thereof.  

(b) Rotors must possess sufficient 
strength with a margin to burst above 
certifiedapproved operating 
conditions and above failure 
conditions leading to rotor overspeed. 
The margin to burst must be shown by 
test, validated analysis, or a 
combination thereof. 

 

(c) The engine must not exceed the 
rotor-speed operational limitations 
that could affect rotor structural 
integrity. 

(c) The engine must not exceed the 
rotor-speed operational limitations 
that could affect rotor structural 
integrity.  

(c) The engine must not exceed the 
rotor-speed operational limitations 
that could affect rotor structural 
integrity. 

 

EVE.3328 - Engine control systems. PL.3328 Engine control systems.  EVE.3328 - Engine control systems.  

(a) Applicability. - These requirements 
apply to any system or device that is 
part of the engine type design that 
controls, limits, monitors, or protects 
engine operation and is necessary for 
the continued airworthiness of the 
engine. 

(a) Applicability. These requirements 
apply to any system or device that is 
part of the engine type design that 
controls, limits, monitors, or protects 
engine operation and is necessary for 
the continued airworthiness of the 
engine.  

(a) Applicability. - These requirements 
apply to any system or device that is 
part of the engine type design that 
controls, limits, monitors, or protects 
engine operation and is necessary for 
the continued airworthiness of the 
engine. 

 

(b) Engine control. - The engine control 
system must ensure the engine does 
not experience any unacceptable 
operating characteristics or exceed its 
operating limits, including in failure 

(b) Engine control. The engine control 
system must ensure that the engine 
does not experience any unacceptable 
operating characteristics or exceed its 
operating limits, including in failure 

(b) Engine control. - The engine control 
system must ensure that the engine 
does not experience any unacceptable 
operating characteristics or exceed its 
operating limits, including in failure 
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conditions where the fault or failure 
results in a change from one control 
mode to another, from one channel to 
another, or from the primary system 
to the back-up system, if applicable. 

conditions where the fault or failure 
results in a change from one control 
mode to another, from one channel to 
another, or from the primary system 
to the back-up system, if applicable.  

conditions where the fault or failure 
results in a change from one control 
mode to another, from one channel to 
another, or from the primary system 
to the back-up system, if applicable. 

(c) Design assurance. The software and 
complex electronic hardware, 
including programmable logic devices, 
must be: 

(c) Design assurance. The software and 
complex electronic hardware, 
including programmable logic devices, 
must be—  

(c) Design assurance. The software and 
complex electronic hardware, 
including programmable logic devices, 
must be: 

 

(1) Designed and developed using a 
structured and systematic approach 
that provides a level of assurance 
for the logic commensurate with 
the hazard associated with the 
failure or malfunction of the 
systems in which the devices are 
located; and 

(1) Designed and developed using a 
structured and systematic approach 
that provides a level of assurance 
for the logic commensurate with 
the hazard associated with the 
failure or malfunction of the 
systems in which the devices are 
located; and  

(1) Designed and developed using a 
structured and systematic approach 
that provides a level of assurance 
for the logic commensurate with 
the hazard associated with the 
failure or malfunction of the 
systems in which the devices are 
located; and 

 

(2) Substantiated by a verification 
methodology acceptable to ANAC. 

(2) Substantiated by a verification 
methodology acceptable to the 
Administrator.  

(2) Substantiated by a verification 
methodology acceptable to ANAC. 

 

(d) Validation. All functional aspects of 
the control system must be 
substantiated by test, analysis, or a 
combination thereof, to show that the 
engine control system performs the 
intended functions throughout the 
approved flight envelope. 

(d) Validation. All functional aspects of 
the control system must be 
substantiated by test, analysis, or a 
combination thereof, to show that the 
engine control system performs the 
intended functions throughout the 
approved flight envelope.  

(d) Validation. All functional aspects of 
the control system must be 
substantiated by test, analysis, or a 
combination thereof, to show that the 
engine control system performs the 
intended functions throughout the 
approved flight envelope. 

 

(e) Environmental limits. 
Environmental limits that cannot be 

(e) Environmental limits. 
Environmental limits that cannot be 

(e) Environmental limits. 
Environmental limits that cannot be 
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adequately substantiated by 
endurance demonstration, validated 
analysis, or a combination thereof 
must be demonstrated by the system 
and component tests in EVE.3391. 

adequately substantiated by 
endurance demonstration, validated 
analysis, or a combination thereof 
must be demonstrated by the system 
and component tests in PL.3391.  

adequately substantiated by 
endurance demonstration, validated 
analysis, or a combination thereof 
must be demonstrated by the system 
and component tests in EVE.3391. 

(f) Engine control system failures. The 
engine control system must: 

(f) Engine control system failures. The 
engine control system must—  

(f) Engine control system failures. The 
engine control system must: 

 

(1) Have a maximum rate of Loss of 
Power Control (LOPC) that is 
suitable for the intended aircraft 
application. The estimated LOPC 
rate must be specified in the engine 
installation manual; 

(1) Have a maximum rate of LOPC 
that is suitable for the intended 
aircraft application. The estimated 
LOPC rate must be documented in 
accordance with the requirements 
in PL.3305;  

(1) Have a maximum rate of Loss of 
Power Control (LOPC) that is 
suitable for the intended aircraft 
application. The estimated LOPC 
rate must be specifieddocumented 
in accordance with the engine 
installation manualrequirements in 
EVE.3305; 

Text was harmonized to AC 21.17-4. 
LOPC is already defined in 
EVE.3326(g)(1). 

(2) When in the full-up 
configuration, be single fault 
tolerant, as determined by ANAC, 
for electrical, electrically 
detectable, and electronic failures 
involving LOPC events; 

(2) When in the full-up 
configuration, be single fault 
tolerant, as determined by the 
Administrator, for electrical, 
electrically detectable, and 
electronic failures involving LOPC 
events;  

(2) When in the full-up 
configuration, be single fault 
tolerant, as determined by ANAC, 
for electrical, electrically 
detectable, and electronic failures 
involving LOPC events; 

 

(3) Not have any single failure that 
results in hazardous engine effects 
as defined in EVE.3375(g)(2); and 

(3) Not have any single failure that 
results in hazardous engine effects 
as defined in PL.3375(g)(2); and  

(3) Not have any single failure that 
results in hazardous engine effects 
as defined in EVE.3375(g)(2); and 

 

(4) Ensure failures or malfunctions 
that lead to local events in the 
aircraft do not result in hazardous 
engine effects as defined in 

(4) Ensure failures or malfunctions 
that lead to local events in the 
aircraft do not result in hazardous 
engine effects as defined in 

(4) Ensure failures or malfunctions 
that lead to local events in the 
aircraft do not result in hazardous 
engine effects as defined in 
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EVE.3375(g)(2) due to engine 
control system failures or 
malfunctions. 

PL.3375(g)(2) due to engine control 
system failures or malfunctions.  

EVE.3375(g)(2) due to engine 
control system failures or 
malfunctions. 

(g) System safety assessment. The 
applicant must perform a system 
safety assessment. This assessment 
must identify faults or failures that 
affect normal operation, together with 
the predicted frequency of occurrence 
of these faults or failures. The 
intended aircraft application must be 
taken into account to assure the 
assessment of the engine control 
system safety is valid. The rates of 
hazardous and major faults must be 
declared in the engine installation 
manual. 

(g) System safety assessment. The 
applicant must perform a system 
safety assessment. This assessment 
must identify faults or failures that 
affect normal operation, together with 
the predicted frequency of occurrence 
of these faults or failures. The 
intended aircraft application must be 
taken into account to assure the 
assessment of the engine control 
system safety is valid.  The rates of 
hazardous and major faults must be 
documented in accordance with the 
requirements in PL.3305.  

(g) System safety assessment. The 
applicant must perform a system 
safety assessment. This assessment 
must identify faults or failures that 
affect normal operation, together with 
the predicted frequency of occurrence 
of these faults or failures. The 
intended aircraft application must be 
taken into account to assure the 
assessment of the engine control 
system safety is valid. The rates of 
hazardous and major faults must be 
declareddocumented in accordance 
with the engine installation 
manualrequirements in EVE.3305. 

 

(h) Protection systems. The engine 
control devices and systems’ design 
and function, together with engine 
instruments, operating instructions, 
and maintenance instructions, must 
ensure that engine operating limits 
that can lead to a hazard will not be 
exceeded in-service. 

(h) Protection systems. The engine 
control devices and systems’ design 
and function, together with engine 
instruments, operating instructions, 
and maintenance instructions, must 
ensure that engine operating limits 
that can lead to a hazard will not be 
exceeded in-service.  

(h) Protection systems. The engine 
control devices and systems’ design 
and function, together with engine 
instruments, operating instructions, 
and maintenance instructions, must 
ensure that engine operating limits 
that can lead to a hazard will not be 
exceeded in-service. 

 

(i) Aircraft-supplied data. Any single 
failure leading to loss, interruption, or 
corruption of aircraft-supplied data 
(other than power command signals 

(i) Aircraft-supplied data. Any single 
failure leading to loss, interruption, or 
corruption of aircraft-supplied data 
(other than power command signals 

(i) Aircraft-supplied data. Any single 
failure leading to loss, interruption, or 
corruption of aircraft-supplied data 
(other than power command signals 
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from the aircraft), or aircraft-supplied 
data shared between engine systems 
within a single engine or between fully 
independent engine systems, must: 

from the aircraft), or aircraft-supplied 
data shared between engine systems 
within a single engine or between fully 
independent engine systems, must—  

from the aircraft), or aircraft-supplied 
data shared between engine systems 
within a single engine or between fully 
independent engine systems, must: 

(1) Not result in a hazardous engine 
effect, as defined in EVE.3375(g)(2), 
for any engine installed on the 
aircraft; and 

(1) Not result in a hazardous engine 
effect, as defined in PL.3375(g)(2), 
for any engine installed on the 
aircraft; and  

(1) Not result in a hazardous engine 
effect, as defined in EVE.3375(g)(2), 
for any engine installed on the 
aircraft; and 

 

(2) Be able to be detected and 
accommodated by the control 
system. 

(2) Be able to be detected and 
accommodated by the control 
system.  

(2) Be able to be detected and 
accommodated by the control 
system. 

 

(j) Engine control system electrical 
power. 

(j) Engine control system electrical 
power.  

(j) Engine control system electrical 
power. 

 

(1) The engine control system must 
be designed such that the loss, 
malfunction, or interruption of the 
control system electrical power 
source will not result in a hazardous 
engine effect, as defined in 
EVE.3375(g)(2), the unacceptable 
transmission of erroneous data, or 
continued engine operation in the 
absence of the control function. The 
engine control system must be 
capable of resuming normal 
operation when aircraft-supplied 
power returns to within the 
declared limits. 

(1) The engine control system must 
be designed such that the loss, 
malfunction, or interruption of the 
control system electrical power 
source will not result in a hazardous 
engine effect, unacceptable 
transmission of erroneous data, or 
continued engine operation in the 
absence of the control function.  
Hazardous engine effects are 
defined in PL.3375(g)(2). The engine 
control system must be capable of 
resuming normal operation when 
aircraft-supplied power returns to 
within the declared limits.  

(1) The engine control system must 
be designed such that the loss, 
malfunction, or interruption of the 
control system electrical power 
source will not result in a hazardous 
engine effect, as defined in 
EVE.3375(g)(2), the unacceptable 
transmission of erroneous data, or 
continued engine operation in the 
absence of the control function. 
Hazardous engine effects are 
defined in EVE.3375(g)(2). The 
engine control system must be 
capable of resuming normal 
operation when aircraft-supplied 
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power returns to within the 
declared limits. 

(2) The applicant must identify and 
declare, in the engine installation 
manual, the characteristics of any 
electrical power supplied from the 
aircraft to the engine control 
system, including transient and 
steady-state voltage limits, and any 
other characteristics necessary for 
safe operation of the engine. 

(2) The applicant must identify, and 
document in accordance with the 
requirements in PL.3305, the 
characteristics of any electrical 
power supplied from the aircraft to 
the engine control system, including 
transient and steady-state voltage 
limits, and any other characteristics 
necessary for safe operation of the 
engine.  

(2) The applicant must identify and 
declare,document in accordance 
with the engine installation 
manualrequirements in EVE.3305, 
the characteristics of any electrical 
power supplied from the aircraft to 
the engine control system, including 
transient and steady-state voltage 
limits, and any other characteristics 
necessary for safe operation of the 
engine. 

 

EVE.3329 - Instrument connection. PL.3329 Instrument connection.  EVE.3329 - Instrument connection.  

(a) Unless it is constructed to prevent 
its connection to an incorrect 
instrument, each connection provided 
for powerplant instruments required 
by aircraft airworthiness regulations 
or necessary to insure operation of the 
engine in compliance with any engine 
limitation must be marked to identify 
it with its corresponding instrument. 

(a) Unless it is constructed to prevent 
its connection to an incorrect 
instrument, each connection provided 
for powerplant instruments required 
by aircraft airworthiness regulations 
or necessary to insure operation of the 
engine in compliance with any engine 
limitation must be marked to identify 
it with its corresponding instrument.  

(a) Unless it is constructed to prevent 
its connection to an incorrect 
instrument, each connection provided 
for powerplant instruments required 
by aircraft airworthiness regulations 
or necessary to insure operation of the 
engine in compliance with any engine 
limitation must be marked to identify 
it with its corresponding instrument. 

 

(b) In addition, as part of the system-
safety assessment of EVE.3328(g) and 
EVE.33100(h), the applicant must 
assess the possibility and subsequent 
effect of incorrect fit of instruments, 
sensors, or connectors. Where 

(b) In addition, as part of the system 
safety assessment of PL.3328(g) and 
PL.3326(h), the applicant must assess 
the possibility and subsequent effect 
of incorrect fit of instruments, sensors, 
or connectors. Where practicable, the 

(b) In addition, as part of the system-
safety assessment of EVE.3328(g) and 
EVE.331003326(h), the applicant must 
assess the possibility and subsequent 
effect of incorrect fit of instruments, 
sensors, or connectors. Where 
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practicable, the applicant must take 
design precautions to prevent 
incorrect configuration of the system. 

applicant must take design 
precautions to prevent incorrect 
configuration of the system.  

practicable, the applicant must take 
design precautions to prevent 
incorrect configuration of the system. 

(c) The applicant must make provision 
for the installation of instrumentation 
necessary to ensure operation in 
compliance with engine operating 
limitations. Where, in presenting the 
safety analysis, or complying with any 
other requirement, dependence is 
placed on instrumentation that is not 
otherwise mandatory in the assumed 
aircraft installation, then the applicant 
must specify this instrumentation in 
the engine installation instructions 
and declare it mandatory in the engine 
approval documentation. 

(c) The applicant must make provision 
for the installation of instrumentation 
necessary to ensure operation in 
compliance with engine operating 
limitations. Where, in presenting the 
safety analysis, or complying with any 
other requirement, dependence is 
placed on instrumentation that is not 
otherwise mandatory in the assumed 
aircraft installation, then the applicant 
must specify this instrumentation in 
the engine installation instructions 
and declare it mandatory in the engine 
approval documentation.  

(c) The applicant must make provision 
for the installation of instrumentation 
necessary to ensure operation in 
compliance with engine operating 
limitations. Where, in presenting the 
safety analysis, or complying with any 
other requirement, dependence is 
placed on instrumentation that is not 
otherwise mandatory in the assumed 
aircraft installation, then the applicant 
must specify this instrumentation in 
the engine installation instructions 
and declare it mandatory in the engine 
approval documentation. 

 

(d) The applicant must provide 
instrumentation enabling the 
flightcrew to monitor the functioning 
of the engine cooling system unless 
evidence shows that: 

(d) The applicant must provide 
instrumentation enabling the flight 
crew to monitor the functioning of the 
engine cooling system unless evidence 
shows that:  

(d) The applicant must provide 
instrumentation enabling the 
flightcrew to monitor the functioning 
of the engine cooling system unless 
evidence shows that: 

 

(1) Other existing instrumentation 
provides adequate warning of 
failure or impending failure; 

(1) Other existing instrumentation 
provides adequate warning of 
failure or impending failure;  

(1) Other existing instrumentation 
provides adequate warning of 
failure or impending failure; 

 

(2) Failure of the cooling system 
would not lead to hazardous engine 
effects, as defined in 
EVE.3375(g)(2), before detection; or 

(2) Failure of the cooling system 
would not lead to hazardous engine 
effects, as defined in PL.3375(g)(2), 
before detection; or  

(2) Failure of the cooling system 
would not lead to hazardous engine 
effects, as defined in 
EVE.3375(g)(2), before detection; or 
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(3) The probability of failure of the 
cooling system is extremely remote. 

(3) The probability of failure of the 
cooling system is extremely remote.  

(3) The probability of failure of the 
cooling system is extremely remote. 

 

(e) The sensors, together with 
associated wiring and signal 
conditioning, must be segregated, 
electrically and physically, to the 
extent necessary to ensure that the 
probability of a fault propagating from 
instrumentation and monitoring 
functions to control functions, or vice 
versa, is consistent with the failure 
effect of the fault. 

(e) The sensors, together with 
associated wiring and signal 
conditioning, must be segregated, 
electrically and physically, to the 
extent necessary to ensure that the 
probability of a fault propagating from 
instrumentation and monitoring 
functions to control functions, or vice 
versa, is consistent with the failure 
effect of the fault.  

(e) The sensors, together with 
associated wiring and signal 
conditioning, must be segregated, 
electrically and physically, to the 
extent necessary to ensure that the 
probability of a fault propagating from 
instrumentation and monitoring 
functions to control functions, or vice 
versa, is consistent with the failure 
effect of the fault. 

 

EVE.3362 - Stress analysis. PL.3362 Stress analysis.  EVE.3362 - Stress analysis.  

(a) A mechanical and thermal stress 
analysis, as well as the stress caused by 
electromagnetic forces, must show a 
sufficient design margin to prevent 
unacceptable operating 
characteristics and hazardous engine 
effects as defined in EVE.3375(g)(2). 

(a) A mechanical and thermal stress 
analysis, as well as an analysis of the 
stress caused by electromagnetic 
forces, must show a sufficient design 
margin to prevent unacceptable 
operating characteristics and 
hazardous engine effects as defined in 
PL.3375(g)(2).  

(a) A mechanical and thermal stress 
analysis, as well as the stress caused by 
electromagnetic forces, must show a 
sufficient design margin to prevent 
unacceptable operating 
characteristics and hazardous engine 
effects as defined in EVE.3375(g)(2). 

 

(b) Maximum stresses in the engine 
must be determined by test, validated 
analysis, or a combination thereof, 
and must be shown not to exceed 
minimum material properties." 

(b) Maximum stresses in the engine 
must be determined by test, validated 
analysis, or a combination thereof, 
and must be shown not to exceed 
minimum material properties.  

(b) Maximum stresses in the engine 
must be determined by test, validated 
analysis, or a combination thereof, 
and must be shown not to exceed 
minimum material properties.". 

 

EVE.3363 - Vibration PL.3363 Vibration.  EVE.3363 - Vibration 
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(a) The engine must be designed and 
constructed to function throughout its 
normal operating range of rotor 
speeds and engine output power, 
including defined exceedances, 
without inducing excessive stress in 
any of the engine parts because of 
vibration and without imparting 
excessive vibration forces to the 
aircraft structure. 

The engine must be designed and 
constructed to function throughout its 
operating range of rotational speeds 
and engine output power/thrust, 
including defined exceedances, 
without inducing excessive stress in 
any of the engine parts because of 
vibration and without imparting 
excessive vibration forces to the 
aircraft structure.  

(a) The engine must be designed and 
constructed to function throughout its 
normal operating range of 
rotorrotational speeds and engine 
output power/thrust, including 
defined exceedances, without 
inducing excessive stress in any of the 
engine parts because of vibration and 
without imparting excessive vibration 
forces to the aircraft structure. 

The technical content previously 
addressed in EVE.3363(b), related to 
the vibration survey and 
demonstration, was moved to 
EVE.3383 — Vibration demonstration. 
As a result, EVE.3363 is focused on the 
design and construction requirement 
that the engine function throughout 
its normal operating range 
and EVE.3383 now contains the 
corresponding vibration 
demonstration requirement. 

(b) Each engine design must undergo a 
vibration survey to establish that the 
vibration characteristics of those 
components subject to induced 
vibration are acceptable throughout 
the declared flight envelope and 
engine operating range for the specific 
installation configuration. The possible 
sources of the induced vibration that 
the survey must assess are 
mechanical, aerodynamic, acoustical, 
internally induced electromagnetic, 
installation induced effects that can 
affect the engine vibration 
characteristics, and likely 
environmental effects. This survey 
must be shown by test, validated 
analysis, or a combination thereof. 

 (b) Each engine design must undergo a 
vibration survey to establish that the 
vibration characteristics of those 
components subject to induced 
vibration are acceptable throughout 
the declared flight envelope and 
engine operating range for the specific 
installation configuration. The possible 
sources of the induced vibration that 
the survey must assess are 
mechanical, aerodynamic, acoustical, 
internally induced electromagnetic, 
installation induced effects that can 
affect the engine vibration 
characteristics, and likely 
environmental effects. This survey 
must be shown by test, validated 
analysis, or a combination thereof. 

 PL.3364 Liquid and Gas Systems.  EVE.3364 Liquid and Gas Systems.  
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 (a) Each system used for lubrication or 
cooling of engine components must be 
designed and constructed to function 
properly in all flight attitudes and 
atmospheric conditions in which the 
engine is expected to operate.  

(a) Each system used for lubrication or 
cooling of engine components must be 
designed and constructed to function 
properly in all flight attitudes and 
atmospheric conditions in which the 
engine is expected to operate.  

EVE.3364 was included to harmonize 
with AC 21.17-4 by adding specific 
criteria for liquid and gas systems used 
for lubrication or cooling of engine 
components. The criterion requires 
those systems to function properly in 
all relevant flight attitudes and 
atmospheric conditions, defines 
interface documentation when the 
system is not self-contained, and 
establishes strength and pressure 
substantiation requirements for static 
parts subject to significant pressure 
loads. 

 (b) If a system used for lubrication or 
cooling of engine components is not 
self-contained, the interfaces to that 
system must be defined and 
documented in accordance with the 
requirements in PL.3305.  

(b) If a system used for lubrication or 
cooling of engine components is not 
self-contained, the interfaces to that 
system must be defined and 
documented in accordance with the 
requirements in EVE.3305.  

 (c) The applicant must establish by 
test, validated analysis, or a 
combination of both, that all static 
parts subject to significant pressure 
loads will not:  

(c) The applicant must establish by 
test, validated analysis, or a 
combination of both, that all static 
parts subject to significant pressure 
loads will not:  

 (1) Exhibit permanent distortion 
beyond serviceable limits or exhibit 
leakage that could create a 
hazardous condition when 
subjected to normal and maximum 
working pressure with margin.  

(1) Exhibit permanent distortion 
beyond serviceable limits or exhibit 
leakage that could create a 
hazardous condition when 
subjected to normal and maximum 
working pressure with margin.  

 (2) Exhibit fracture or burst when 
subjected to the greater of 
maximum possible pressures with 
margin.  

(2) Exhibit fracture or burst when 
subjected to the greater of 
maximum possible pressures with 
margin.  

 (d) Compliance with paragraph (c) of 
this section must take into account:  

(d) Compliance with paragraph (c) of 
this section must take into account:  
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 (1) The operating temperature of 
the part;  

(1) The operating temperature of 
the part;  

 (2) Any other significant static loads 
in addition to pressure loads;  

(2) Any other significant static loads 
in addition to pressure loads;  

 (3) Minimum properties 
representative of both the material 
and the processes used in the 
construction of the part; and  

(3) Minimum properties 
representative of both the material 
and the processes used in the 
construction of the part; and  

 (4) Any adverse physical geometry 
conditions allowed by the type 
design, such as minimum material 
and minimum radii.  

(4) Any adverse physical geometry 
conditions allowed by the type 
design, such as minimum material 
and minimum radii.  

 (e) Approved coolants and lubricants 
must be documented in accordance 
with the requirements in PL.3305.  

(e) Approved coolants and lubricants 
must be documented in accordance 
with the requirements in EVE.3305. 

EVE.3370 - Critical and life-limited 
parts. 

PL.3370 Critical and life-limited parts.  EVE.3370 - Critical and life-limited 
parts. 

Paragraphs (a)(3) and (a)(4) were 
included to harmonize the critical and 
life-limited parts criterion with AC 
21.17-4. These paragraphs require 
critical and life-limited parts of engines 
powering engine-driven lift devices, 
and the related engine structure 
necessary to transmit loads from the 
device to the airframe, to comply with 
the loading spectra defined in 
EVE.2210 and, for non-metallic engine 
structure, with the applicable fatigue 

(a) The applicant must show, by a 
safety analysis or means acceptable to 
the ANAC, whether rotating or moving 
components, bearings, shafts, static 
parts, and non- redundant mount 
components should be classified, 
designed, manufactured, and 
managed throughout their service life 
as critical or life-limited parts. 

(a) The applicant must show, by a 
safety analysis or means acceptable to 
the Administrator, whether rotating or 
moving components, bearings, shafts, 
static parts, and non-redundant 
mount components should be 
classified, designed, manufactured, 
and managed throughout their service 
life as critical or life-limited parts.  

(a) The applicant must show, by a 
safety analysis or means acceptable to 
the ANAC, whether rotating or moving 
components, bearings, shafts, static 
parts, and non-redundant mount 
components should be classified, 
designed, manufactured, and 
managed throughout their service life 
as critical or life-limited parts. 

(1) Critical part means a part that 
must meet prescribed integrity 

(1) Critical part means a part that 
must meet prescribed integrity 

(1) Critical part means a part that 
must meet prescribed integrity 
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specifications to avoid its primary 
failure, which is likely to result in a 
hazardous engine effect as defined 
in EVE.3375(g)(2). 

specifications to avoid its primary 
failure, which is likely to result in a 
hazardous engine effect as defined 
in PL.3375(g)(2).  

specifications to avoid its primary 
failure, which is likely to result in a 
hazardous engine effect as defined 
in EVE.3375(g)(2). 

and damage tolerance requirements 
defined in EVE.2240. 

(2) Life-limited parts may include 
but are not limited to a rotor and 
major structural static part, the 
failure of which can result in a 
hazardous engine effect, as defined 
in EVE.3375(g)(2), due to low-cycle 
fatigue (LCF) mechanism. A life limit 
is an operational limitation that 
specifies the maximum allowable 
number of flight cycles that a part 
can endure before the applicant 
must remove it from the engine. 

(2) Life-limited parts may include 
but are not limited to a rotor or 
major structural static part, the 
failure of which can result in a 
hazardous engine effect, as defined 
in PL.3375(g)(2), due to low-cycle 
fatigue (LCF) mechanism. A life limit 
is an operational limitation that 
specifies the maximum allowable 
number of flight cycles that a part 
can endure before the applicant 
must remove it from the engine.  

(2) Life-limited parts may include 
but are not limited to a rotor andor 
major structural static part, the 
failure of which can result in a 
hazardous engine effect, as defined 
in EVE.3375(g)(2), due to low-cycle 
fatigue (LCF) mechanism. A life limit 
is an operational limitation that 
specifies the maximum allowable 
number of flight cycles that a part 
can endure before the applicant 
must remove it from the engine. 

 (3) For critical and life-limited parts 
of engines powering engine-driven 
lift devices, the related engine 
structure necessary to transmit 
loads from the device to the 
airframe must comply with loading 
spectra defined in PL.2210.  

(3) For critical and life-limited parts 
of engines powering engine-driven 
lift devices, the related engine 
structure necessary to transmit 
loads from the device to the 
airframe must comply with loading 
spectra defined in EVE.2210.  

 (4) For critical and life-limited parts of 
engines powering engine-driven lift 
devices, the related non-metallic 
engine structure necessary to transmit 
loads from the device to the airframe 
must comply with all applicable 

(4) For critical and life-limited parts of 
engines powering engine-driven lift 
devices, the related non-metallic 
engine structure necessary to transmit 
loads from the device to the airframe 
must comply with all applicable 
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fatigue and damage tolerance 
requirements defined in PL.2240.  

fatigue and damage tolerance 
requirements defined in EVE.2240. 

(b) In establishing the integrity of each 
critical part or life-limited part, the 
applicant must provide to the ANAC 
the following three plans for approval: 

(b) In establishing the integrity of each 
critical part or life-limited part, the 
applicant must provide to the 
Administrator the following three 
plans for approval:  

(b) In establishing the integrity of each 
critical part or life-limited part, the 
applicant must provide to the ANAC 
the following three plans for approval: 

(1) An engineering plan that 
contains the steps required to 
ensure each engine life-limited part 
is withdrawn from service at an 
approved life before hazardous 
engine effects can occur. In 
addition, the engineering plan must 
contain the steps to ensure each 
engine critical part is withdrawn 
from service before hazardous 
engine effects can occur. These 
steps include validated analysis, 
test, or service experience which 
ensures that the combination of 
loads, material properties, 
environmental influences and 
operating conditions, including the 
effects of other engine parts 
influencing these parameters, are 
sufficiently well known and 
predictable so that the operating 
limitations can be established and 
maintained for each engine life- 

(1) An engineering plan that 
contains the steps required to 
ensure each engine life-limited part 
is withdrawn from service at an 
approved life before hazardous 
engine effects can occur. In 
addition, the engineering plan must 
contain the steps to ensure each 
engine critical part is withdrawn 
from service before hazardous 
engine effects can occur. These 
steps include validated analysis, 
test, or service experience which 
ensures that the combination of 
loads, material properties, 
environmental influences and 
operating conditions, including the 
effects of other engine parts 
influencing these parameters, are 
sufficiently well known and 
predictable so that the operating 
limitations can be established and 
maintained for each engine life-

(1) An engineering plan that 
contains the steps required to 
ensure each engine life-limited part 
is withdrawn from service at an 
approved life before hazardous 
engine effects can occur. In 
addition, the engineering plan must 
contain the steps to ensure each 
engine critical part is withdrawn 
from service before hazardous 
engine effects can occur. These 
steps include validated analysis, 
test, or service experience which 
ensures that the combination of 
loads, material properties, 
environmental influences and 
operating conditions, including the 
effects of other engine parts 
influencing these parameters, are 
sufficiently well known and 
predictable so that the operating 
limitations can be established and 
maintained for each engine life-
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limited and critical part. Applicants 
must perform appropriate damage 
tolerance assessments to address 
the potential for failure from 
material, manufacturing, and 
service induced anomalies within 
the approved life of the part. 
Applicants must publish a list of the 
life-limited engine parts and the 
approved life for each part in the 
Airworthiness Limitations Section of 
the Instructions for Continued 
Airworthiness as required by 
EVE.1529. 

limited and critical part. Applicants 
must perform appropriate damage 
tolerance assessments to address 
the potential for failure from 
material, manufacturing, and 
service induced anomalies within 
the approved life of the part. 
Applicants must publish a list of the 
life-limited engine parts and the 
approved life for each part in the 
Airworthiness Limitations Section of 
the Instructions for Continued 
Airworthiness as required by 
PL.1529.  

limited and critical part. Applicants 
must perform appropriate damage 
tolerance assessments to address 
the potential for failure from 
material, manufacturing, and 
service induced anomalies within 
the approved life of the part. 
Applicants must publish a list of the 
life-limited engine parts and the 
approved life for each part in the 
Airworthiness Limitations Section of 
the Instructions for Continued 
Airworthiness as required by 
EVE.1529. 

(2) A manufacturing plan that 
identifies the specific 
manufacturing constraints 
necessary to consistently produce 
each engine life-limited and critical 
part with the attributes required by 
the engineering plan. 

(2) A manufacturing plan that 
identifies the specific 
manufacturing constraints 
necessary to consistently produce 
each engine life-limited and critical 
part with the attributes required by 
the engineering plan.  

(2) A manufacturing plan that 
identifies the specific 
manufacturing constraints 
necessary to consistently produce 
each engine life-limited and critical 
part with the attributes required by 
the engineering plan. 

(3) A service management plan that 
defines in-service processes for 
maintenance and the limitations to 
repair for each engine life-limited 
and critical part that will maintain 
attributes consistent with those 
required by the engineering plan. 
These processes and limitations will 

(3) A service management plan that 
defines in-service processes for 
maintenance and the limitations to 
repair for each engine life-limited 
and critical part that will maintain 
attributes consistent with those 
required by the engineering plan. 
These processes and limitations will 

(3) A service management plan that 
defines in-service processes for 
maintenance and the limitations to 
repair for each engine life-limited 
and critical part that will maintain 
attributes consistent with those 
required by the engineering plan. 
These processes and limitations will 
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become part of the Instructions for 
Continued Airworthiness. 

become part of the Instructions for 
Continued Airworthiness.  

become part of the Instructions for 
Continued Airworthiness. 

 PL.3371 Lubrication system.  EVE.3371 - Lubrication system EVE.3371 was included to address 
lubrication systems and requires them 
to function properly between 
scheduled maintenance intervals in all 
flight attitudes and atmospheric 
conditions in which the engine is 
expected to operate, to prevent 
contamination of engine bearings and 
lubrication system components, and 
to be demonstrated by test, validated 
analysis, or a combination thereof. 

 (a) The lubrication system must be 
designed and constructed to function 
properly between scheduled 
maintenance intervals in all flight 
attitudes and atmospheric conditions 
in which the engine is expected to 
operate.  

(a) The lubrication system must be 
designed and constructed to function 
properly between scheduled 
maintenance intervals in all flight 
attitudes and atmospheric conditions 
in which the engine is expected to 
operate. 

 (b) The lubrication system must be 
designed to prevent contamination of 
the engine bearings and lubrication 
system components.  

(b) The lubrication system must be 
designed to prevent contamination of 
the engine bearings and lubrication 
system components. 

 (c) The applicant must demonstrate by 
test, validated analysis, or a 
combination thereof, the unique 
lubrication attributes and functional 
capability of paragraphs (a) and (b) of 
this section.  

(c) The applicant must demonstrate by 
test, validated analysis, or a 
combination thereof, the unique 
lubrication attributes and functional 
capability of paragraphs (a) and (b) of 
this section. 

EVE.3373 - Power response. PL.3373 Power or thrust response.  EVE.3373 - Power or thrust response.  

(a) The design and construction of the 
engine, including its control system, 
must enable an increase— 

(a) The design and construction of the 
engine, including its control system, 
must enable an increase—  

(a) The design and construction of the 
engine, including its control system, 
must enable an increase—: 

 

(1) From the minimum power 
setting to the highest rated power 
without detrimental engine effects 
in the intended aircraft application; 

(1) From the minimum power or 
thrust setting to the highest rated 
power or thrust without 
detrimental engine effects;  

(1) From the minimum power or 
thrust setting to the highest rated 
power or thrust without 
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detrimental engine effects in the 
intended aircraft application; 

(2) From the minimum obtainable 
power while in flight, and while on 
the ground, to the highest rated 
power within a time interval 
determined to be appropriate for 
the intended aircraft application; 
and 

(2) From the minimum obtainable 
power or thrust while in flight, and 
while on the ground, to the highest 
rated power or thrust within a time 
interval determined to be 
appropriate for the intended 
aircraft application; and  

(2) From the minimum obtainable 
power or thrust while in flight, and 
while on the ground, to the highest 
rated power or thrust within a time 
interval determined to be 
appropriate for the intended 
aircraft application; and 

 

(3) From the minimum torque to the 
highest rated torque without 
detrimental engine effects in the 
intended aircraft application. 

(3) From the minimum torque to the 
highest rated torque without 
detrimental engine effects in the 
intended aircraft application.  

(3) From the minimum torque to 
the highest rated torque without 
detrimental engine effects in the 
intended aircraft application. 

 

(b) The results of the increases in 
paragraphs (a)(1), (a)(2), and (a)(3) of 
this section must be included in the 
engine installation manual. 

(b) The transient response time for 
each respective power condition in 
paragraph (a)(1), (a)(2), and (a)(3) of 
this section must be documented in 
accordance with the requirements in 
PL.3305.  

(b) The results of the 
increasestransient response time for 
each respective power condition in 
paragraphsparagraph (a)(1), (a)(2), 
and (a)(3) of this section must be 
includeddocumented in the engine 
installation manualaccordance with 
the requirements in EVE.3305. 

 

EVE.3374 - Continued rotation. PL.3374 Continued rotation.  EVE.3374 - Continued rotation.  

If the design allows any of the engine 
main rotating systems to continue to 
rotate after the engine is shut down 
while in-flight, this continued rotation 
must not result in hazardous engine 
effects, as specified in EVE.3375(g)(2). 

If the design allows any of the engine 
main rotating systems to continue to 
rotate after the engine is shut down 
while in-flight, this continued rotation 
must not result in any hazardous 
engine effects, as defined in 
PL.3375(g)(2).  

If the design allows any of the engine 
main rotating systems to continue to 
rotate after the engine is shut down 
while in-flight, this continued rotation 
must not result in any hazardous 
engine effects, as specified in 
EVE.3375(g)(2). 
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EVE.3375 - Safety Analysis PL.3375 Safety analysis.  EVE.3375 - Safety Analysis The safety analysis criterion was 
revised to harmonize with AC 21.17-4 
and to better reflect the intended 
installation of electric engines on a 
VCA. The revised wording clarifies that 
the safety analysis must consider the 
intended aircraft application and the 
assumptions documented under 
EVE.3305. It also aligns the 
terminology and hazardous engine 
effects with the FAA criterion, 
including effects associated with the 
loss of necessary cooling when such 
loss could lead to a hazardous engine 
effect.  

(a) (a)  (a) 

(1) The applicant must analyze the 
engine, including the control 
system, to assess the likely 
consequences of all failures that 
can reasonably be expected to 
occur. This analysis will take into 
account, if applicable: 

(1) The applicant must analyze the 
engine, including the control 
system, to assess the likely 
consequences of all failures that 
can reasonably be expected to 
occur. This analysis will take into 
account, if applicable:  

(1) The applicant must analyze the 
engine, including the control 
system, to assess the likely 
consequences of all failures that 
can reasonably be expected to 
occur. This analysis will take into 
account, if applicable: 

(i) Aircraft-level devices and 
procedures assumed to be 
associated with a typical 
installation. Such assumptions 
must be stated in the analysis. 

(i) Aircraft-level devices and 
procedures assumed to be 
associated with the intended 
aircraft application. Such 
assumptions must be stated in 
the analysis.  

(i) Aircraft-level devices and 
procedures assumed to be 
associated with a typical 
installation.the intended aircraft 
application. Such assumptions 
must be stated in the analysis. 

(ii) Consequential secondary 
failures and latent failures. 

(ii) Consequential secondary 
failures and latent failures.  

(ii) Consequential secondary 
failures and latent failures. 

(iii) Multiple failures referred to 
in paragraph (d) of this section or 
that result in the hazardous 
engine effects defined in 
paragraph (g)(2) of this section. 

(iii) Multiple failures referred to 
in paragraph (d) of this section or 
that result in the hazardous 
engine effects defined in 
paragraph (g)(2) of this section.  

(iii) Multiple failures referred to 
in paragraph (d) of this section or 
that result in the hazardous 
engine effects defined in 
paragraph (g)(2) of this section. 

(2) The applicant must summarize 
those failures that could result in 
major engine effects or hazardous 
engine effects, as defined in 
paragraph (g) of this section, and 
estimate the probability of 

(2) The applicant must summarize 
those failures that could result in 
major engine effects or hazardous 
engine effects, as defined in 
paragraph (g) of this section, and 
estimate the probability of 

(2) The applicant must summarize 
those failures that could result in 
major engine effects or hazardous 
engine effects, as defined in 
paragraph (g) of this section, and 
estimate the probability of 
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occurrence of those effects. Any 
engine part the failure of which 
could reasonably result in a 
hazardous engine effect must be 
clearly identified in this summary. 

occurrence of those effects. Any 
engine part the failure of which 
could reasonably result in a 
hazardous engine effect must be 
clearly identified in this summary.  

occurrence of those effects. Any 
engine part the failure of which 
could reasonably result in a 
hazardous engine effect must be 
clearly identified in this summary. 

(b) The applicant must comply with 
paragraphs (a)(1) and (a)(2) of this 
section using the failure definitions in 
paragraph (g) of this section and ICA in 
EVE.1529. 

(b) The applicant must comply with 
paragraphs (a)(1) and (a)(2) of this 
section using the failure definitions in 
paragraph (g) of this section.  

(b) The applicant must comply with 
paragraphs (a)(1) and (a)(2) of this 
section using the failure definitions in 
paragraph (g) of this section and ICA in 
EVE.1529.. 

(c) The primary failure of certain single 
elements cannot be sensibly 
estimated in numerical terms. If the 
failure of such elements is likely to 
result in hazardous engine effects, 
then compliance may be shown by 
reliance on the prescribed integrity 
requirements such as EVE.3315, 
EVE.3327, EVE.3370, or combinations 
thereof, as applicable. These instances 
must be stated in the safety analysis. 

(c) The primary failure of certain single 
elements cannot be sensibly 
estimated in numerical terms. If the 
failure of such elements is likely to 
result in hazardous engine effects, 
then compliance may be shown by 
reliance on the prescribed integrity 
requirements such as PL.3315, 
PL.3327, PL.3370, as applicable. These 
instances must be stated in the safety 
analysis.  

(c) The primary failure of certain single 
elements cannot be sensibly 
estimated in numerical terms. If the 
failure of such elements is likely to 
result in hazardous engine effects, 
then compliance may be shown by 
reliance on the prescribed integrity 
requirements such as EVE.3315, 
EVE.3327, EVE.3370, or combinations 
thereof, as applicable. These instances 
must be stated in the safety analysis. 

(d) If reliance is placed on a safety 
system to prevent a failure from 
progressing to hazardous engine 
effects, the possibility of a safety 
system failure in combination with a 
basic engine failure must be included 
in the analysis. Such a safety system 
may include safety devices, 
instrumentation, early warning 

(d) If reliance is placed on a safety 
system to prevent a failure from 
progressing to hazardous engine 
effects, the possibility of a safety 
system failure in combination with a 
basic engine failure must be included 
in the analysis. Such a safety system 
may include safety devices, 
instrumentation, early warning 

(d) If reliance is placed on a safety 
system to prevent a failure from 
progressing to hazardous engine 
effects, the possibility of a safety 
system failure in combination with a 
basic engine failure must be included 
in the analysis. Such a safety system 
may include safety devices, 
instrumentation, early warning 



Comparative chart – Revision 1 of Airworthiness Criteria 
EVE Soluções de Mobilidade Aérea Urbana Ltda. – Model EVE-100 

Version for Sectorial Consultation – Docket 00066.005452/2026-61 

 

  Page 117 of 147 

Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

devices, maintenance checks, and 
other similar equipment or 
procedures. If items of a safety system 
are outside the control of the engine 
manufacturer, the assumptions of the 
safety analysis with respect to the 
reliability of these parts must be 
clearly stated in the analysis and 
identified in the installation 
instructions under EVE.3305. 

devices, maintenance checks, and 
other similar equipment or 
procedures. If items of a safety system 
are outside the control of the engine 
manufacturer, the assumptions of the 
safety analysis with respect to the 
reliability of these parts must be 
clearly stated in the analysis and 
documented in accordance with the 
requirements in PL.3305.  

devices, maintenance checks, and 
other similar equipment or 
procedures. If items of a safety system 
are outside the control of the engine 
manufacturer, the assumptions of the 
safety analysis with respect to the 
reliability of these parts must be 
clearly stated in the analysis and 
identifieddocumented in accordance 
with the installation instructions 
underrequirements in EVE.3305. 

(e) If the safety analysis depends on 
one or more of the following items, 
those items must be identified in the 
analysis and appropriately 
substantiated. 

(e) If the safety analysis depends on 
one or more of the following items, 
those items must be identified in the 
analysis and appropriately 
substantiated.  

(e) If the safety analysis depends on 
one or more of the following items, 
those items must be identified in the 
analysis and appropriately 
substantiated. 

(1) Maintenance actions being 
carried out at stated intervals. This 
includes the verification of the 
serviceability of items that could 
fail in a latent manner. When 
necessary to prevent hazardous 
engine effects, these maintenance 
actions and intervals must be 
published in the ICA required under 
EVE.1529. Additionally, if errors in 
maintenance of the engine, 
including the control system, could 
lead to hazardous engine effects, 
the appropriate procedures must 

(1) Maintenance actions being 
carried out at stated intervals. This 
includes the verification of the 
serviceability of items that could 
fail in a latent manner. When 
necessary to prevent hazardous 
engine effects, these maintenance 
actions and intervals must be 
published in the ICA required under 
PL.1529. Additionally, if errors in 
maintenance of the engine, 
including the control system, could 
lead to hazardous engine effects, 
the appropriate procedures must 

(1) Maintenance actions being 
carried out at stated intervals. This 
includes the verification of the 
serviceability of items that could 
fail in a latent manner. When 
necessary to prevent hazardous 
engine effects, these maintenance 
actions and intervals must be 
published in the ICA required under 
EVE.1529. Additionally, if errors in 
maintenance of the engine, 
including the control system, could 
lead to hazardous engine effects, 
the appropriate procedures must 
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be included in the relevant engine 
manuals. 

be included in the relevant engine 
manuals.  

be included in the relevant engine 
manuals. 

(2) Verification of the satisfactory 
functioning of safety or other 
devices at pre-flight or other stated 
periods. The details of this 
satisfactory functioning must be 
published in the appropriate 
manual. 

(2) Verification of the satisfactory 
functioning of safety or other 
devices at pre-flight or other stated 
periods. The details of this 
satisfactory functioning must be 
published in the appropriate 
manual.  

(2) Verification of the satisfactory 
functioning of safety or other 
devices at pre-flight or other stated 
periods. The details of this 
satisfactory functioning must be 
published in the appropriate 
manual. 

(3) The provisions of specific 
instrumentation not otherwise 
required. 

(3) The provisions of specific 
instrumentation not otherwise 
required.  

(3) The provisions of specific 
instrumentation not otherwise 
required. 

(4) Flight crew actions to be 
specified in the operating 
instructions established under 
EVE.3305. 

(4) Flight crew actions to be 
specified in the operating 
instructions established under 
PL.3305.  

(4) Flight crew actions to be 
specified in the operating 
instructions established under 
EVE.3305. 

(f) The applicant must comply with 
paragraphs (d) and (e) of this section 
using the failure definitions in 
paragraph (g) of this section. 

(f) The applicant must comply with 
paragraphs (d) and (e) of this section 
using the failure definitions in 
paragraph (g) of this section.  

(f) The applicant must comply with 
paragraphs (d) and (e) of this section 
using the failure definitions in 
paragraph (g) of this section. 

(g) Unless otherwise approved by 
ANAC and stated in the safety analysis, 
the following failure definitions apply 
to the engine: 

(g) Unless otherwise approved by the 
Administrator, the following 
definitions apply to the engine effects 
when showing compliance with these 
airworthiness criteria:  

(g) Unless otherwise approved by 
ANAC and stated in the safety analysis, 
the following failure definitions apply 
to the engine effects when showing 
compliance with these airworthiness 
criteria: 

(1) A minor engine effect does not 
prohibit the engine from meeting 

(1) A minor engine effect means the 
engine, despite its failure, performs 

(1) A minor engine effect does not 
prohibitmeans the engine from 
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its type-design requirements and 
the intended functions in a manner 
consistent with (g)(1)(i), (g)(1)(ii), 
and (g)(1)(iii) of this section, and 
the engine complies with the 
operability requirements such as 
EVE.3373 and EVE.3389, as 
appropriate, or does not result in 
LOPC. 

its intended functions in 
accordance with paragraphs 
(g)(1)(i) through (g)(1)(iii) of this 
section and complies with the 
operability requirements of 
PL.3373 and PL.3389, as 
appropriate, with the exception of 
a slight reduction in functional 
capabilities.  

meeting, despite its type-design 
requirements and thefailure, 
performs its intended functions in a 
manner consistentaccordance with 
paragraphs (g)(1)(i), (g)(1)(ii), and) 
through (g)(1)(iii) of this section, 
and the engine complies with the 
operability requirements such asof 
EVE.3373 and EVE.3389, as 
appropriate, or does not resultwith 
the exception of a slight reduction 
in LOPCfunctional capabilities. 

(i) Enables selected values of 
relevant control parameters to 
be maintained and the engine 
kept within the approved 
operating limits over changing 
atmospheric conditions in the 
approved flight envelope; 

(i) Enables selected values of 
relevant control parameters to 
be maintained and the engine 
kept within the approved 
operating limits over changing 
atmospheric conditions in the 
approved flight envelope;  

(i) Enables selected values of 
relevant control parameters to 
be maintained and the engine 
kept within the approved 
operating limits over changing 
atmospheric conditions in the 
approved flight envelope; 

(ii) Allows modulation of engine 
power or thrust with adequate 
sensitivity over the declared 
range of engine operating 
conditions; and 

(ii) Allows modulation of engine 
power or thrust with adequate 
sensitivity over the declared 
range of engine operating 
conditions; and  

(ii) Allows modulation of engine 
power or thrust with adequate 
sensitivity over the declared 
range of engine operating 
conditions; and 

(iii) Does not create unacceptable 
power or thrust oscillation." 

(iii) Does not create unacceptable 
power or thrust oscillation.  

(iii) Does not create unacceptable 
power or thrust oscillation.". 

(2) The following effects will be 
regarded as hazardous engine 
effects: 

(2) The following effects will be 
regarded as hazardous engine 
effects:  

(2) The following effects will be 
regarded as hazardous engine 
effects: 
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(i) Non-containment of high-
energy debris; 

(i) Non-containment of high-
energy debris;  

(i) Non-containment of high-
energy debris; 

(ii) Reserved. (ii) Concentration of toxic 
products in the engine bleed air 
intended for the cabin sufficient 
to incapacitate crew or 
passengers;  

(ii) Reserved.(ii) Concentration of 
toxic products in the engine bleed 
air intended for the cabin 
sufficient to incapacitate crew or 
passengers; 

(iii) Significant thrust in the 
opposite direction to that 
commanded by the pilot; 

(iii) Significant thrust in the 
opposite direction to that 
commanded by the pilot;  

(iii) Significant thrust in the 
opposite direction to that 
commanded by the pilot; 

(iv) Uncontrolled fire; (iv) Uncontrolled fire;  (iv) Uncontrolled fire; 

(v) Failure of the engine mount 
system leading to inadvertent 
engine separation; 

(v) Failure of the engine mount 
system leading to inadvertent 
engine separation;  

(v) Failure of the engine mount 
system leading to inadvertent 
engine separation; 

(vi) Release of the propeller by 
the engine, if applicable; 

(vi) Release of the propeller by 
the engine, if applicable;  

(vi) Release of the propeller by 
the engine, if applicable; 

(vii) Complete inability to shut 
the engine down; 

(vii) Complete inability to shut 
the engine down;  

(vii) Complete inability to shut 
the engine down; 

(viii) Electrocution of the crew, 
passengers, operators, 
maintainers, or others; and 

(viii) Electrocution of the crew, 
passengers, operators, 
maintainers, or others; and  

(viii) Electrocution of the crew, 
passengers, operators, 
maintainers, or others; and 

(ix) Reserved. (ix) Blockage of cooling systems 
that could cause the engine 
effects described in paragraphs 
(g)(2)(i) through (g)(2)(viii) of this 
section.  

(ix) Reserved.(ix) Blockage of 
cooling systems that could cause 
the engine effects described in 
paragraphs (g)(2)(i) through 
(g)(2)(viii) of this section. 
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 (3) Any other engine effect is a 
major engine effect.  

(3) Any other engine effect is a 
major engine effect. 

(h) The intended aircraft application 
must be taken into account when 
performing the safety analysis. 

(h) The applicant must take the 
intended aircraft application into 
account when performing the safety 
analysis.  

(h) The applicant must take the 
intended aircraft application must be 
taken into account when performing 
the safety analysis. 

(i) The results of the safety analysis 
and the assumptions about the aircraft 
application used in the safety analysis 
must be documented in the engine 
installation manual. 

(i) The results of the safety analysis, 
and the assumptions about the aircraft 
application used in the safety analysis, 
must be documented in accordance 
with the requirements in PL.3305.  

(i) The results of the safety analysis, 
and the assumptions about the aircraft 
application used in the safety analysis 
must be documented in the engine 
installation manual.accordance with 
the requirements in EVE.3305. 

EVE.3377 - Ingestion PL.3377 Ingestion.  EVE.3377 - Ingestion  

(a) Rain, ice and hail ingestion must 
not result in an abnormal operation 
such as shutdown, power loss, erratic 
operation, or power oscillations 
throughout the engine operating 
range. 

(a) Rain, ice, and hail ingestion must 
not result in an abnormal operation 
such as shutdown, power or thrust 
loss, erratic operation, or power 
oscillations throughout the engine 
operating range.  

(a) Rain, ice, and hail ingestion must 
not result in an abnormal operation 
such as shutdown, power or thrust 
loss, erratic operation, or power 
oscillations throughout the engine 
operating range. 

 

(b) Ingestion from other likely sources 
(birds, induction system ice, 
hailstones, foreign objects— ice slabs) 
must not result in hazardous engine 
effects, as defined in EVE.3375(g)(2), 
or unacceptable power loss. 

(b) Ingestion from other likely sources 
(birds, hailstones, foreign objects—ice 
slabs) must not result in unacceptable 
power or thrust loss or hazardous 
engine effects as defined in 
PL.3375(g)(2).  

(b) Ingestion from other likely sources 
(birds,  induction system ice, 
hailstones, foreign objects— ice slabs) 
must not result in unacceptable power 
or thrust loss or hazardous engine 
effects, as defined in EVE.3375(g)(2), 
or unacceptable power loss.). 

 

(c) If the design of the engine relies on 
features, attachments, or systems that 

(c) If the design of the engine relies on 
features, attachments, or systems that 

(c) If the design of the engine relies on 
features, attachments, or systems that 
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the installer may supply, for the 
prevention of unacceptable power 
loss or hazardous engine effects as 
defined in EVE.3375(g)(2) following 
potential ingestion, then the features, 
attachments, or systems must be 
documented in the engine installation 
manual. 

the installer may supply, for the 
prevention of unacceptable power or 
thrust loss or hazardous engine effects 
as defined in PL.3375(g)(2) following 
potential ingestion, then the features, 
attachments, or systems must be 
documented in accordance with the 
requirements in PL.3305.  

the installer may supply, for the 
prevention of unacceptable power or 
thrust loss or hazardous engine effects 
as defined in EVE.3375(g)(2) following 
potential ingestion, then the features, 
attachments, or systems must be 
documented in the engine installation 
manual.accordance with the 
requirements in EVE.3305. 

 PL.3383 Vibration demonstration.  EVE.3383 - Vibration demonstration The technical content previously 
addressed in EVE.3363(b), related to 
the vibration survey and 
demonstration, was moved to 
EVE.3383 — Vibration demonstration. 
As a result, EVE.3363 is focused on the 
design and construction requirement 
that the engine function throughout 
its normal operating range 
and EVE.3383 now contains the 
corresponding vibration 
demonstration requirement. 

 Each engine design must undergo a 
vibration survey to establish that the 
vibration characteristics of those 
components subject to induced 
vibration are acceptable throughout 
the approved flight envelope and 
engine operating range for the specific 
installation configuration. The possible 
sources of the induced vibration that 
the survey must assess are 
mechanical, aerodynamic, acoustical, 
internally induced electromagnetic, 
installation induced effects that can 
affect the engine vibration 
characteristics, and likely 
environmental effects. This survey 
must be shown by test, validated 
analysis, or a combination thereof.  

Each engine design must undergo a 
vibration survey to establish that the 
vibration characteristics of those 
components subject to induced 
vibration are acceptable throughout 
the approved flight envelope and 
engine operating range for the specific 
installation configuration. The possible 
sources of the induced vibration that 
the survey must assess are 
mechanical, aerodynamic, acoustical, 
internally induced electromagnetic, 
installation induced effects that can 
affect the engine vibration 
characteristics, and likely 
environmental effects. This survey 
must be shown by test, validated 
analysis, or a combination thereof. 

EVE.3384 - Engine overtorque test. PL.3384 Overtorque.  EVE.3384 - Engine overtorque 
testOvertorque. 
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When approval is sought for a 
transient maximum engine 
overtorque, the applicant must 
demonstrate by test, validated 
analysis, or a combination thereof, 
that the engine can continue 
operation after operating at the 
maximum engine overtorque 
condition without maintenance 
action. Upon conclusion of overtorque 
tests conducted to show compliance 
with this subpart, or any other tests 
that are conducted in combination 
with the overtorque test, each engine 
part or individual groups of 
components must meet the 
requirements of EVE.3393. 

When approval is sought for a 
transient maximum engine 
overtorque, the applicant must 
demonstrate by test, validated 
analysis, or a combination thereof, 
that the engine can continue 
operation after operating at the 
maximum engine overtorque 
condition without maintenance 
action. Upon conclusion of overtorque 
tests conducted to show compliance 
with this subpart, or any other tests 
that are conducted in combination 
with the overtorque test, each engine 
part or individual groups of 
components must meet the 
requirements of PL.3393.  

When approval is sought for a 
transient maximum engine 
overtorque, the applicant must 
demonstrate by test, validated 
analysis, or a combination thereof, 
that the engine can continue 
operation after operating at the 
maximum engine overtorque 
condition without maintenance 
action. Upon conclusion of overtorque 
tests conducted to show compliance 
with this subpart, or any other tests 
that are conducted in combination 
with the overtorque test, each engine 
part or individual groups of 
components must meet the 
requirements of EVE.3393. 

 

EVE.3385 - Calibration Test PL.3385 Calibration assurance.  EVE.3385 - Calibration Testassurance  

Each engine must be subjected to 
calibration tests to establish its power 
characteristics and the conditions 
both before and after the endurance 
and durability demonstrations 
specified in EVE.3387 and EVE.3390. 

Each engine must be subjected to 
calibration tests to establish its power 
characteristics and the conditions 
both before and after the endurance 
and durability demonstrations 
specified in PL.3387 and PL.3390.  

Each engine must be subjected to 
calibration tests to establish its power 
characteristics and the conditions 
both before and after the endurance 
and durability demonstrations 
specified in EVE.3387 and EVE.3390. 

 

EVE.3387 - Endurance Demonstration PL.3387 Endurance demonstration.  EVE.3387 - Endurance Demonstration  

(a) The applicant must subject the 
engine to an endurance 
demonstration, acceptable to ANAC, 

(a) The applicant must subject the 
engine to an endurance 
demonstration, acceptable to the 

(a) The applicant must subject the 
engine to an endurance 
demonstration, acceptable to ANAC, 
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to demonstrate the engine’s limit 
capabilities. 

Administrator, to demonstrate the 
engine’s limit capabilities.  

to demonstrate the engine’s limit 
capabilities. 

(b) The endurance demonstration 
must include increases and decreases 
of the engine’s power settings, energy 
regeneration, and dwellings at the 
power settings or energy regeneration 
for durations that produce the 
extreme physical conditions the 
engine experiences at rated 
performance levels, operational limits, 
and at any other conditions or power 
settings that are required to verify the 
limit capabilities of the engine. 

(b) The endurance demonstration 
must include increases and decreases 
of the engine’s power settings, energy 
regeneration, and dwellings at the 
power settings and energy 
regeneration for sufficient durations 
that produce the extreme physical 
conditions the engine experiences at 
rated performance levels, operational 
limits, and at any other conditions or 
power settings, including energy 
regeneration, that are required to 
verify the limit capabilities of the 
engine.  

(b) The endurance demonstration 
must include increases and decreases 
of the engine’s power settings, energy 
regeneration, and dwellings at the 
power settings orand energy 
regeneration for sufficient durations 
that produce the extreme physical 
conditions the engine experiences at 
rated performance levels, operational 
limits, and at any other conditions or 
power settings, including energy 
regeneration, that are required to 
verify the limit capabilities of the 
engine. 

 

EVE.3388 - Temperature Limit. PL.3388 Temperature limit.  EVE.3388 - Temperature Limit.  

The engine design must demonstrate 
its capability to endure operation at its 
temperature limits plus an acceptable 
margin. The applicant must quantify 
and justify to ANAC the margin. The 
demonstration must be repeated for 
all declared duty cycles and ratings, 
and operating environments, that 
would impact temperature limits. 

The engine design must demonstrate 
its capability to endure operation at its 
temperature limits plus an acceptable 
margin. The applicant must quantify 
and justify the margin to the 
Administrator. The demonstration 
must be repeated for all declared duty 
cycles and ratings, and operating 
environments, which would impact 
temperature limits.  

The engine design must demonstrate 
its capability to endure operation at its 
temperature limits plus an acceptable 
margin. The applicant must quantify 
and justify to ANAC the margin to 
ANAC. The demonstration must be 
repeated for all declared duty cycles 
and ratings, and operating 
environments, thatwhich would 
impact temperature limits. 

 

EVE.3389 - Operation demonstration PL.3389 Operation demonstration.  EVE.3389 - Operation demonstration  
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The engine design must demonstrate 
safe operating characteristics, 
including but not limited to power 
cycling, starting, acceleration, and 
overspeeding throughout its declared 
flight envelope and operating range. 
The declared engine operational 
characteristics must account for 
installation loads and effects. 

The engine design must demonstrate 
safe operating characteristics, 
including but not limited to starting, 
acceleration, power cycling, 
overspeeding, and power/thrust 
response in accordance with PL.3373 
throughout the approved flight 
envelope and operating range. The 
declared engine operational 
characteristics must account for 
installation loads and effects.  

The engine design must demonstrate 
safe operating characteristics, 
including but not limited to power 
cycling, starting, acceleration, and 
power cycling, overspeeding and 
power/thrust response in accordance 
with EVE.3373 throughout its 
declaredthe approved flight envelope 
and operating range. The declared 
engine operational characteristics 
must account for installation loads and 
effects. 

 

EVE.3390 - Durability Demonstration PL.3390 Durability demonstration.  EVE.3390 - Durability Demonstration  

The engine must be subjected to a 
durability demonstration to show that 
each part of the engine has been 
designed and constructed to minimize 
any unsafe condition of the system 
between overhaul periods or between 
engine replacement intervals if the 
overhaul is not defined. This test must 
simulate the conditions in which the 
engine is expected to operate in 
service, including typical start-stop 
cycles to establish when the initial 
maintenance is required. 

The engine must be subjected to a 
durability demonstration to show that 
each part of the engine has been 
designed and constructed to minimize 
any unsafe condition of the system 
between overhaul periods or between 
engine replacement intervals if the 
overhaul is not defined. This test must 
simulate the conditions in which the 
engine is expected to operate in 
service, including typical start-stop 
cycles, to establish when the initial 
maintenance is required.  

The engine must be subjected to a 
durability demonstration to show that 
each part of the engine has been 
designed and constructed to minimize 
any unsafe condition of the system 
between overhaul periods or between 
engine replacement intervals if the 
overhaul is not defined. This test must 
simulate the conditions in which the 
engine is expected to operate in 
service, including typical start-stop 
cycles, to establish when the initial 
maintenance is required. 

 

EVE.3391 - System and component 
tests. 

PL.3391 System and component tests.  EVE.3391 - System and component 
tests. 

 



Comparative chart – Revision 1 of Airworthiness Criteria 
EVE Soluções de Mobilidade Aérea Urbana Ltda. – Model EVE-100 

Version for Sectorial Consultation – Docket 00066.005452/2026-61 

 

  Page 126 of 147 

Original issue FAA AC 21.17-4 Proposed Revision 1 Rationale 

The applicant must show that systems 
and components not adequately 
substantiated as part of the endurance 
demonstration or other 
demonstrations will perform their 
intended functions in all declared 
environmental and operating 
conditions. 

The applicant must show that systems 
and components that cannot be 
adequately substantiated in 
accordance with the endurance 
demonstration or other 
demonstrations will perform their 
intended functions in all declared 
environmental and operating 
conditions.  

The applicant must show that systems 
and components notthat cannot be 
adequately substantiated as part ofin 
accordance with the endurance 
demonstration or other 
demonstrations will perform their 
intended functions in all declared 
environmental and operating 
conditions. 

 

EVE.3392 - Rotor locking 
demonstration 

PL.3392 Rotor locking demonstration.  EVE.3392 - Rotor locking 
demonstration 

 

If shaft rotation is prevented by 
locking the rotor(s), the engine must 
demonstrate: 

If shaft rotation is prevented by 
locking the rotor(s), the engine must 
demonstrate: 

If shaft rotation is prevented by 
locking the rotor(s), the engine must 
demonstrate: 

 

(a) Reliable rotor locking performance; (a) Reliable rotor locking performance;  (a) Reliable rotor locking performance;  

(b) Reliable unlocking performance; 
and 

(b) Reliable rotor unlocking 
performance; and  

(b) Reliable rotor unlocking 
performance; and 

 

(c) That no hazardous engine effects, 
as specified in EVE.3375(d)(2), will 
occur. 

(c) That no hazardous engine effects, 
as specified in PL.3375(g)(2), will 
occur.  

(c) That no hazardous engine effects, 
as specified in EVE.3375(dg)(2), will 
occur. 

 

EVE.3393 - Teardown inspection 
The applicant must comply with either 
paragraph (a) or (b) of this section as 
follows: 
(a) Teardown evaluation. 

(1) After the endurance and 
durability demonstrations have 
been completed, the engine must 

PL.3393 Teardown inspection.  
(a) After the endurance and 
durability demonstrations have been 
completed, the engine must be 
completely disassembled. Each engine 
component and lubricant must be 
eligible for continued operation in 
accordance with the information 

EVE.3393 -  - Teardown inspection 
The applicant must comply with either 
paragraph (a) or (b) of this section as 
follows: 
(a) Teardown evaluation. 
(1(a) After the endurance and 
durability demonstrations have been 
completed, the engine must be 

The teardown inspection criterion was 
revised to harmonize with AC 21.17-4 
and avoid confusion regarding the 
scope of the required inspection. 
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be completely disassembled. Each 
engine component and lubricant 
must be eligible for continued 
operation in accordance with the 
information submitted for showing 
compliance with EVE.1529. 
(2) Each engine component having 
an adjustment setting and a 
functioning characteristic that can 
be established independent of 
installation on or in the engine must 
retain each setting and functioning 
characteristic within the 
established and recorded limits at 
the beginning of the endurance and 
durability demonstrations. 

(b) Non-Teardown evaluation. 
If a teardown cannot be performed for 
all engine components in a non-
destructive manner, then the 
inspection or replacement intervals 
for these components and lubricants 
must be established based on the 
endurance and durability 
demonstrations and documented in 
the ICA in accordance with EVE.1529. 

submitted for showing compliance 
with PL.1529.  
(b) Each engine component 
having an adjustment setting and a 
functioning characteristic that can be 
established independent of 
installation on or in the engine must 
retain each setting and functioning 
characteristic within the established 
and recorded limits at the beginning of 
the endurance and durability 
demonstrations.  
(c) If a teardown cannot be 
performed for all engine components 
in a non-destructive manner, then the 
inspection or replacement intervals 
for these components and lubricants 
must be:  

(1) Established based on the 
endurance and durability 
demonstrations; and  
(2) Documented in the ICA in 
accordance with PL.1529. 

completely disassembled. Each engine 
component and lubricant must be 
eligible for continued operation in 
accordance with the information 
submitted for showing compliance 
with EVE.1529. 
(2b) Each engine component having an 
adjustment setting and a functioning 
characteristic that can be established 
independent of installation on or in 
the engine must retain each setting 
and functioning characteristic within 
the established and recorded limits at 
the beginning of the endurance and 
durability demonstrations. 
(b) Non-Teardown evaluation. 
(c)  If a teardown cannot be performed 
for all engine components in a non-
destructive manner, then the 
inspection or replacement intervals 
for these components and lubricants 
must be: 

(1) Established based on the 
endurance and durability 
demonstrations; and 
(2) Documented in the ICA in 
accordance with EVE.1529. 

EVE.3394 - Containment PL.3394 Containment.  EVE.3394 - Containment  

The engine must be designed and 
constructed to protect against likely 

The engine must be designed and 
constructed to protect against likely 

The engine must be designed and 
constructed to protect against likely 
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hazards from rotating components as 
follows: 

hazards from rotating components as 
follows:  

hazards from rotating components as 
follows: 

(a) The design of the case surrounding 
rotating components must provide for 
the containment of the rotating 
components in the event of failure, 
unless the applicant shows that the 
margin to rotor burst precludes the 
possibility of a rotor burst; 

(a) The design of the case surrounding 
rotating components must provide for 
the containment of the rotating 
components in the event of failure, 
unless the applicant shows that the 
margin to rotor burst precludes the 
possibility of a rotor burst.  

(a) The design of the case surrounding 
rotating components must provide for 
the containment of the rotating 
components in the event of failure, 
unless the applicant shows that the 
margin to rotor burst precludes the 
possibility of a rotor burst;. 

 

(b) If the margin to burst shows the 
case must have containment features 
in the event of failure, the case must 
provide for the containment of the 
failed rotating components. The 
applicant must define by test, 
validated analysis, or a combination 
thereof, and document in the engine 
installation manual, the energy level, 
trajectory, and size of fragments 
released from damage caused by the 
main rotor failure, and that pass 
forward or aft of the surrounding case. 

(b) If the margin to burst shows that 
the case must have containment 
features in the event of failure, then 
the case must provide for the 
containment of the failed rotating 
components. The applicant must 
define by test, validated analysis, or a 
combination thereof, and document in 
accordance with the requirements in 
PL.3305, the energy level, trajectory, 
and size of fragments released from 
damage caused by the main rotor 
failure, and that pass forward or aft of 
the surrounding case.  

(b) If the margin to burst shows that 
the case must have containment 
features in the event of failure, then 
the case must provide for the 
containment of the failed rotating 
components. The applicant must 
define by test, validated analysis, or a 
combination thereof, and document in 
the engine installation 
manualaccordance with the 
requirements in EVE.3305, the energy 
level, trajectory, and size of fragments 
released from damage caused by the 
main rotor failure, and that pass 
forward or aft of the surrounding case. 

 

 PL.3395 Engine-propeller systems 
tests.  

EVE.3395 – Engine-propeller systems 
tests 

In EVE.3395, the engine-propeller 
systems test criterion was included to 
harmonize with AC 21.17-4 and to 
ensure that an engine intended to be 
equipped with a propeller is 

 (a) An engine that is intended to be 
equipped with a propeller must be 
fitted for the demonstrations in 

(a) An engine that is intended to be 
equipped with a propeller must be 
fitted for the demonstrations in 
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PL.3387, PL.3390, PL.3383, and 
PL.3389 with a representative 
propeller. If the engine-propeller 
system can be tilted from vertical to 
horizontal operation and vice versa, 
the transitions must be included.  

EVE.3387, EVE.3390, EVE.3383, and 
EVE.3389 with a representative 
propeller. If the engine-propeller 
system can be tilted from vertical to 
horizontal operation and vice versa, 
the transitions must be included.   

demonstrated with a representative 
propeller during the applicable 
endurance, durability, vibration, and 
operation demonstrations. The 
criterion also requires transitions to be 
included when the engine-propeller 
system can be tilted from vertical to 
horizontal operation and vice versa. 
Paragraph (b) was kept reserved 
because the corresponding variable-
pitch propeller provision is not 
applicable to the EVE-100 
configuration. 

 (b) For variable pitch propellers, the 
applicant must conduct functional 
demonstrations including feathering, 
negative torque, negative thrust, and 
reverse thrust operations, as 
applicable, with a representative 
propeller.   

(b) Reserved. 

 (c) The demonstrations must be 
accomplished in accordance with 
paragraph (a) and (b) of this section or 
otherwise performed in a manner 
acceptable to the Administrator.  

(c) The demonstrations must be 
accomplished in accordance with 
paragraph (a) of this section or 
otherwise performed in a manner 
acceptable to ANAC. 

EVE.3399 - General conduct of tests. PL.3399 General conduct of tests.  EVE.3399 - General conduct of tests.  

(a) Maintenance of the engine may be 
made during the tests in accordance 
with the service and maintenance 
instructions submitted in compliance 
with EVE.1529. 

(a) Maintenance of the engine may be 
made during the tests in accordance 
with the service and maintenance 
instructions submitted in compliance 
with PL.1529.  

(a) Maintenance of the engine may be 
made during the tests in accordance 
with the service and maintenance 
instructions submitted in compliance 
with EVE.1529. 

 

(b) The applicant must subject the 
engine or its parts to maintenance and 
additional tests that ANAC finds 
necessary if: 

(b) The applicant must subject the 
engine or its parts to any additional 
tests that the Administrator finds 
necessary if—  

(b) The applicant must subject the 
engine or its parts to maintenance 
andany additional tests that ANAC 
finds necessary if: 
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(1) The frequency of the service is 
excessive; 

(1) The frequency of engine service 
is excessive;  

(1) The frequency of theengine 
service is excessive; 

 

(2) The number of stops due to 
engine malfunction is excessive; 

(2) The number of stops due to 
engine malfunction is excessive;  

(2) The number of stops due to 
engine malfunction is excessive; 

 

(3) Major repairs are needed; or (3) Major engine repairs are 
needed; or  

(3) Major engine repairs are 
needed; or 

 

(4) Replacement of a part is found 
necessary during the tests or due to 
the teardown inspection findings. 

(4) Replacement of an engine part 
is found necessary during the tests 
or due to the teardown inspection 
findings.  

(4) Replacement of aan engine part 
is found necessary during the tests 
or due to the teardown inspection 
findings. 

 

(c) Upon completion of all 
demonstrations and testing specified 
in these airworthiness criteria, the 
engine and its components must be: 

(c) Upon completion of all 
demonstrations and testing specified 
in these airworthiness criteria, the 
engine and its components must be— 

(c) Upon completion of all 
demonstrations and testing specified 
in these airworthiness criteria, the 
engine and its components must be: 

 

(1) Within serviceable limits; (1) Within serviceable limits;  (1) Within serviceable limits;  

(2) Safe for continued operation; 
and 

(2) Safe for continued operation; 
and  

(2) Safe for continued operation; 
and 

 

(3) Capable of operating at declared 
ratings while remaining within 
limits. 

(3) Capable of operating at declared 
ratings while remaining within 
limits.  

(3) Capable of operating at declared 
ratings while remaining within 
limits. 

 

EVE.33100 - Engine electrical systems
. 

  EVE.33100 - Engine electrical system
s. 

EVE.33100 was renumbered as 
EVE.3326 and harmonized with AC 
21.17-4 to address engine electrical 
systems. 

(a) Applicability. Any system or device 
that provides, uses, conditions, or 
distributes electrical power, and is 
part of the engine type design, must 
provide for the continued 

 (a) Applicability. Any system or device 
that provides, uses, conditions, or 
distributes electrical power, and is 
part of the engine type design, must 
provide for the continued 
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airworthiness of the engine and 
maintain electric engine ratings. 

airworthiness of the engine and 
maintain electric engine ratings. 

(b) Electrical systems. The electrical 
system must ensure the safe 
generation and transmission of power, 
electrical load shedding, and the 
engine does not experience any 
unacceptable operating 
characteristics or exceed its operating 
limits. 

 (b) Electrical systems. The electrical 
system must ensure the safe 
generation and transmission of power, 
electrical load shedding, and the 
engine does not experience any 
unacceptable operating 
characteristics or exceed its operating 
limits. 

(c) Electrical-power distribution.  (c) Electrical-power distribution. 

(1) The engine electrical-power 
distribution system must be 
designed to provide the safe 
transfer of electrical energy 
throughout the electrical power 
plant. The system must be designed 
to provide electrical power so that 
the loss, malfunction, or 
interruption of the electrical power 
source will not result in a hazardous 
engine effect, as defined in 
EVE.3375(g)(2). 

 (1) The engine electrical-power 
distribution system must be 
designed to provide the safe 
transfer of electrical energy 
throughout the electrical power 
plant. The system must be designed 
to provide electrical power so that 
the loss, malfunction, or 
interruption of the electrical power 
source will not result in a hazardous 
engine effect, as defined in 
EVE.3375(g)(2). 

(2) The system must be designed 
and maintained to withstand 
normal and abnormal conditions 
during all ground and flight 
operations 

 (2) The system must be designed 
and maintained to withstand 
normal and abnormal conditions 
during all ground and flight 
operations 
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(3) The system must provide 
mechanical or automatic means to 
mitigate a faulted electrical-energy 
generation or storage device from 
leading to hazardous engine 
effects, as defined in 
EVE.3375(g)(2), or detrimental 
effects in the intended aircraft 
application. 

 (3) The system must provide 
mechanical or automatic means to 
mitigate a faulted electrical-energy 
generation or storage device from 
leading to hazardous engine 
effects, as defined in 
EVE.3375(g)(2), or detrimental 
effects in the intended aircraft 
application. 

(d) Protection systems. The engine 
electrical system must be designed 
such that the loss, malfunction, 
interruption of the electrical power 
source, or power conditions that 
exceed design limits will not result in 
hazardous engine effects, as defined in 
EVE.3375(g)(2)). 

 (d) Protection systems. The engine 
electrical system must be designed 
such that the loss, malfunction, 
interruption of the electrical power 
source, or power conditions that 
exceed design limits will not result in 
hazardous engine effects, as defined in 
EVE.3375(g)(2)). 

(e) Electrical Power Characteristics. 
The applicant must identify and 
declare, in the engine installation 
manual, the characteristics of any 
electrical power supplied from— 

 (e) Electrical Power Characteristics. 
The applicant must identify and 
declare, in the engine installation 
manual, the characteristics of any 
electrical power supplied from— 

(1) The aircraft to the engine 
electrical system, for starting and 
operating the engine, including 
transient and steady-state voltage 
limits, or 

 (1) The aircraft to the engine 
electrical system, for starting and 
operating the engine, including 
transient and steady-state voltage 
limits, or 

(2) The engine to the aircraft via 
energy regeneration, and any other 

 (2) The engine to the aircraft via 
energy regeneration, and any other 
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characteristics necessary for safe 
operation of the engine. 

characteristics necessary for safe 
operation of the engine. 

(f) Environmental limits. 
Environmental limits that cannot be 
adequately substantiated by 
endurance demonstration, validated 
analysis, or a combination thereof 
must be demonstrated by the system 
and component tests in EVE.3391. 

 (f) Environmental limits. 
Environmental limits that cannot be 
adequately substantiated by 
endurance demonstration, validated 
analysis, or a combination thereof 
must be demonstrated by the system 
and component tests in EVE.3391. 

(g) Electrical-system failures. The 
engine electrical system must: 

 (g) Electrical-system failures. The 
engine electrical system must: 

(1) Have a maximum rate of Loss of 
Power Control (LOPC) that is 
suitable for the intended aircraft 
application; 

 (1) Have a maximum rate of Loss of 
Power Control (LOPC) that is 
suitable for the intended aircraft 
application; 

(2) When in the full-up 
configuration, be single fault 
tolerant, as determined by ANAC, 
for electrical, electrically 
detectable, and electronic failures 
involving LOPC events; 

 (2) When in the full-up 
configuration, be single fault 
tolerant, as determined by ANAC, 
for electrical, electrically 
detectable, and electronic failures 
involving LOPC events; 

(3) Not have any single failure that 
results in hazardous engine effects; 
and 

 (3) Not have any single failure that 
results in hazardous engine effects; 
and 

(4) Not have any likely failure or 
malfunction that leads to local 
events in the intended aircraft 
application. 

 (4) Not have any likely failure or 
malfunction that leads to local 
events in the intended aircraft 
application. 
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(h) System-safety assessment. The 
applicant must perform a system-
safety assessment. This assessment 
must identify faults or failures that 
affect normal operation, together with 
the predicted frequency of occurrence 
of these faults or failures. The 
intended aircraft application must be 
taken into account to assure the 
assessment of the engine system 
safety is valid. 

 (h) System-safety assessment. The 
applicant must perform a system-
safety assessment. This assessment 
must identify faults or failures that 
affect normal operation, together with 
the predicted frequency of occurrence 
of these faults or failures. The 
intended aircraft application must be 
taken into account to assure the 
assessment of the engine system 
safety is valid. 

EVE.1529 Instructions for Continued 
Airworthiness 

 EVE.1529 Instructions for Continued 
Airworthiness 

The applicant must prepare 
Instructions for Continued 
Airworthiness (ICA), in accordance 
with Appendices A and A1 that are 
acceptable to ANAC. ICA for the 
aircraft and engines may be shown in 
a single aircraft ICA manual if the 
engine approval is sought through the 
aircraft certification program. 
Alternatively, the applicant may 
provide individual ICA for the aircraft 
and engines. The instructions may be 
incomplete at the time of type 
certification if a program exists to 
ensure their completion prior to 
delivery of the first aircraft, or 

 The applicant must prepare 
Instructions for Continued 
Airworthiness (ICA), in accordance 
with Appendices A and A1 that are 
acceptable to ANAC. ICA for the 
aircraft and engines may be shown in 
a single aircraft ICA manual if the 
engine approval is sought through the 
aircraft certification program. 
Alternatively, the applicant may 
provide individual ICA for the aircraft 
and engines. The instructions may be 
incomplete at the time of type 
certification if a program exists to 
ensure their completion prior to 
delivery of the first aircraft, or 
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issuance of a standard certificate of 
airworthiness, whichever occurs later. 

issuance of a standard certificate of 
airworthiness, whichever occurs later. 

 SUBPART J—PROPELLER and ENGINE-

DRIVEN LIFT DEVICES  

PL.3503 through PL.3543 

[Not replicated here for simplicity] 

  

Appendix A - Instructions for 
Continued Airworthiness 

SUBPART K—INSTRUCTIONS FOR 
CONTINUED AIRWORTHINESS  

Appendix A - Instructions for 
Continued Airworthiness 

 

EVE.A.1 - General PL.4101 General.  EVE.A.1 - General  

(a) This appendix specifies 
requirements for the preparation of 
Instructions for Continued 
Airworthiness as required by this 
regulation. 

(a) This subpart specifies requirements 
for the preparation of Instructions for 
Continued Airworthiness as required 
by PL.1529. 

(a) This appendix specifies 
requirements for the preparation of 
Instructions for Continued 
Airworthiness as required by this 
regulation. 

 

(b) The Instructions for Continued 
Airworthiness for each aircraft must 
include the Instructions for Continued 
Airworthiness for each engine and 
propeller (hereinafter designated 
“products”), for each appliance 
required by ANAC, and any required 
information relating to the interface of 
those appliances and products with 
the aircraft. If Instructions for 
Continued Airworthiness are not 
supplied by the manufacturer of an 
appliance or product installed in the 

(b) The Instructions for Continued 
Airworthiness for each aircraft must 
include the Instructions for Continued 
Airworthiness for each engine and 
propeller (hereinafter designated 
“products”), for each appliance 
required by 14 CFR chapter I, and any 
required information relating to the 
interface of those appliances and 
products with the aircraft. If 
Instructions for Continued 
Airworthiness are not supplied by the 
manufacturer of an appliance or 

(b) The Instructions for Continued 
Airworthiness for each aircraft must 
include the Instructions for Continued 
Airworthiness for each engine and 
propeller (hereinafter designated 
“products”), for each appliance 
required by ANAC, and any required 
information relating to the interface of 
those appliances and products with 
the aircraft. If Instructions for 
Continued Airworthiness are not 
supplied by the manufacturer of an 
appliance or product installed in the 
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aircraft, the Instructions for Continued 
Airworthiness for the aircraft must 
include the information essential to 
the continued airworthiness of the 
aircraft. 

product installed in the aircraft, the 
Instructions for Continued 
Airworthiness for the aircraft must 
include the information essential to 
the continued airworthiness of the 
aircraft.  

aircraft, the Instructions for Continued 
Airworthiness for the aircraft must 
include the information essential to 
the continued airworthiness of the 
aircraft. 

(c) The applicant must submit to ANAC 
a program to show how changes to the 
Instructions for Continued 
Airworthiness made by the applicant 
or by the manufacturers of products 
and appliances installed in the aircraft 
will be distributed. 

(c) The applicant must submit to the 
FAA a program to show how changes 
to the Instructions for Continued 
Airworthiness made by the applicant 
or by the manufacturers of products 
and appliances installed in the aircraft 
will be distributed.  

(c) The applicant must submit to ANAC 
a program to show how changes to the 
Instructions for Continued 
Airworthiness made by the applicant 
or by the manufacturers of products 
and appliances installed in the aircraft 
will be distributed. 

 

EVE.A.2 - Format PL.4102 Format.  EVE.A.2 - Format  

(a) The Instructions for Continued 
Airworthiness must be in the form of a 
manual or manuals as appropriate for 
the quantity of data to be provided. 

(a) The Instructions for Continued 
Airworthiness must be in the form of a 
manual or manuals as appropriate for 
the quantity of data to be provided.  

(a) The Instructions for Continued 
Airworthiness must be in the form of a 
manual or manuals as appropriate for 
the quantity of data to be provided. 

 

(b) The format of the manual or 
manuals must provide for a practical 
arrangement. 

(b) The format of the manual or 
manuals must provide for a practical 
arrangement.  

(b) The format of the manual or 
manuals must provide for a practical 
arrangement. 

 

EVE.A.3 - Content PL.4103 Content.  EVE.A.3 - Content  

The contents of the manual or 
manuals must be prepared in the 
English or Portuguese language. The 
Instructions for Continued 
Airworthiness must contain the 

The contents of the manual or 
manuals must be prepared in the 
English language. The Instructions for 
Continued Airworthiness must contain 
the following manuals or sections and 
information:  

The contents of the manual or 
manuals must be prepared in the 
English or Portuguese language. The 
Instructions for Continued 
Airworthiness must contain the 
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following manuals or sections and 
information: 

following manuals or sections and 
information: 

(a) aircraft maintenance manual or 
section. 

(a) Aircraft maintenance manual or 
section.  

(a) aircraft maintenance manual or 
section. 

 

(1) Introduction information that 
includes an explanation of the 
aircraft's features and data to the 
extent necessary for maintenance 
or preventive maintenance. 

(1) Introduction information that 
includes an explanation of the 
aircraft's features and data to the 
extent necessary for maintenance 
or preventive maintenance.  

(1) Introduction information that 
includes an explanation of the 
aircraft's features and data to the 
extent necessary for maintenance 
or preventive maintenance. 

 

(2) A description of the aircraft and 
its systems and installations 
including its engines, propellers, 
and appliances. 

(2) A description of the aircraft and 
its systems and installations 
including its engines, propellers, 
and appliances.  

(2) A description of the aircraft and 
its systems and installations 
including its engines, propellers, 
and appliances. 

 

(3) Basic control and operation 
information describing how the 
aircraft components and systems 
are controlled and how they 
operate, including any special 
procedures and limitations that 
apply. 

(3) Basic control and operation 
information describing how the 
aircraft components and systems 
are controlled and how they 
operate, including any special 
procedures and limitations that 
apply.  

(3) Basic control and operation 
information describing how the 
aircraft components and systems 
are controlled and how they 
operate, including any special 
procedures and limitations that 
apply. 

 

(4) Servicing information that 
covers details regarding servicing 
points, capacities of tanks, 
reservoirs, types of fluids to be 
used, pressures applicable to the 
various systems, location of access 
panels for inspection and servicing, 
locations of lubrication points, 
lubricants to be used, equipment 

(4) Servicing information that 
covers details regarding servicing 
points, capacities of tanks, 
reservoirs, types of fluids to be 
used, pressures applicable to the 
various systems, location of access 
panels for inspection and servicing, 
locations of lubrication points, 
lubricants to be used, equipment 

(4) Servicing information that 
covers details regarding servicing 
points, capacities of tanks, 
reservoirs, types of fluids to be 
used, pressures applicable to the 
various systems, location of access 
panels for inspection and servicing, 
locations of lubrication points, 
lubricants to be used, equipment 
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required for servicing, tow 
instructions and limitations, 
mooring, jacking, and leveling 
information. 

required for servicing, tow 
instructions and limitations, 
mooring, jacking, and leveling 
information.  

required for servicing, tow 
instructions and limitations, 
mooring, jacking, and leveling 
information. 

(b) Maintenance Instructions. (b) Maintenance Instructions.  (b) Maintenance Instructions.  

(1) Scheduling information for each 
part of the aircraft and its engines, 
auxiliary power units, propellers, 
accessories, instruments, and 
equipment that provides the 
recommended periods at which 
they should be cleaned, inspected, 
adjusted, tested, and lubricated, 
and the degree of inspection, the 
applicable wear tolerances, and 
work recommended at these 
periods. However, the applicant 
may refer to an accessory, 
instrument, or equipment 
manufacturer as the source of this 
information if the applicant shows 
that the item has an exceptionally 
high degree of complexity requiring 
specialized maintenance 
techniques, test equipment, or 
expertise. The recommended 
overhaul periods and necessary 
cross-reference to the 
Airworthiness Limitations section 
of the manual must also be 

(1) Scheduling information for each 
part of the aircraft and its engines, 
auxiliary power units, propellers, 
accessories, instruments, and 
equipment that provides the 
recommended periods at which 
they should be cleaned, inspected, 
adjusted, tested, and lubricated, 
and the degree of inspection, the 
applicable wear tolerances, and 
work recommended at these 
periods. However, the applicant 
may refer to an accessory, 
instrument, or equipment 
manufacturer as the source of this 
information if the applicant shows 
that the item has an exceptionally 
high degree of complexity requiring 
specialized maintenance 
techniques, test equipment, or 
expertise. The recommended 
overhaul periods and necessary 
cross reference to the 
Airworthiness Limitations section 
of the manual must also be 

(1) Scheduling information for each 
part of the aircraft and its engines, 
auxiliary power units, propellers, 
accessories, instruments, and 
equipment that provides the 
recommended periods at which 
they should be cleaned, inspected, 
adjusted, tested, and lubricated, 
and the degree of inspection, the 
applicable wear tolerances, and 
work recommended at these 
periods. However, the applicant 
may refer to an accessory, 
instrument, or equipment 
manufacturer as the source of this 
information if the applicant shows 
that the item has an exceptionally 
high degree of complexity requiring 
specialized maintenance 
techniques, test equipment, or 
expertise. The recommended 
overhaul periods and necessary 
cross-reference to the 
Airworthiness Limitations section 
of the manual must also be 
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included. In addition, the applicant 
must include an inspection 
program that includes the 
frequency and extent of the 
inspections necessary to provide 
for the continued airworthiness of 
the aircraft. 

included. In addition, the applicant 
must include an inspection 
program that includes the 
frequency and extent of the 
inspections necessary to provide 
for the continued airworthiness of 
the aircraft.  

included. In addition, the applicant 
must include an inspection 
program that includes the 
frequency and extent of the 
inspections necessary to provide 
for the continued airworthiness of 
the aircraft. 

(2) Troubleshooting information 
describing probable malfunctions, 
how to recognize those 
malfunctions, and the remedial 
action for those malfunctions. 

(2) Troubleshooting information 
describing probable malfunctions, 
how to recognize those 
malfunctions, and the remedial 
action for those malfunctions.  

(2) Troubleshooting information 
describing probable malfunctions, 
how to recognize those 
malfunctions, and the remedial 
action for those malfunctions. 

 

(3) Information describing the 
order and method of removing and 
replacing products and parts with 
any necessary precautions to be 
taken. 

(3) Information describing the 
order and method of removing and 
replacing products and parts with 
any necessary precautions to be 
taken.  

(3) Information describing the 
order and method of removing and 
replacing products and parts with 
any necessary precautions to be 
taken. 

 

(4) Other general procedural 
instructions including procedures 
for system testing during ground 
running, symmetry checks, 
weighing and determining the 
center of gravity, lifting and 
shoring, and storage limitations. 

(4) Other general procedural 
instructions including procedures 
for system testing during ground 
running, symmetry checks, 
weighing and determining the 
center of gravity, lifting and 
shoring, and storage limitations.  

(4) Other general procedural 
instructions including procedures 
for system testing during ground 
running, symmetry checks, 
weighing and determining the 
center of gravity, lifting and 
shoring, and storage limitations. 

 

(c) Diagrams of structural access plates 
and information needed to gain access 
for inspections when access plates are 
not provided. 

(c) Diagrams of structural access plates 
and information needed to gain access 
for inspections when access plates are 
not provided.  

(c) Diagrams of structural access plates 
and information needed to gain access 
for inspections when access plates are 
not provided. 
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(d) Details for the application of 
special inspection techniques 
including radiographic and ultrasonic 
testing where such processes are 
specified by the applicant. 

(d) Details for the application of 
special inspection techniques 
including radiographic and ultrasonic 
testing where such processes are 
specified by the applicant.  

(d) Details for the application of 
special inspection techniques 
including radiographic and ultrasonic 
testing where such processes are 
specified by the applicant. 

 

(e) Information needed to apply 
protective treatments to the structure 
after inspection. 

(e) Information needed to apply 
protective treatments to the structure 
after inspection.   

(e) Information needed to apply 
protective treatments to the structure 
after inspection. 

 

(f) All data relative to structural 
fasteners such as identification, 
discard recommendations, and torque 
values. 

(f) All data relative to structural 
fasteners such as identification, 
discard recommendations, and torque 
values.  

(f) All data relative to structural 
fasteners such as identification, 
discard recommendations, and torque 
values. 

 

(g) A list of special tools needed. (g) A list of special tools needed.  (g) A list of special tools needed.  

(h) Reserved  (h) Reserved  

EVE.A.4 - Airworthiness limitations 
section 

PL.4104 Airworthiness limitations 
section.  

EVE.A.4 - Airworthiness limitations 
section 

 

The Instructions for Continued 
Airworthiness must contain a section 
titled Airworthiness Limitations that is 
segregated and clearly distinguishable 
from the rest of the document. This 
section must set forth each mandatory 
replacement time, structural 
inspection interval, and related 
structural inspection procedure 
required for type certification. If the 
Instructions for Continued 
Airworthiness consist of multiple 

The Instructions for Continued 
Airworthiness must contain a section 
titled Airworthiness Limitations that is 
segregated and clearly distinguishable 
from the rest of the document. This 
section must set forth each mandatory 
maintenance action required for type 
certification. If the Instructions for 
Continued Airworthiness consist of 
multiple documents, the section 
required by this paragraph must be 
included in the principal manual. This 

The Instructions for Continued 
Airworthiness must contain a section 
titled Airworthiness Limitations that is 
segregated and clearly distinguishable 
from the rest of the document. This 
section must set forth each mandatory 
replacement time, structural 
inspection interval, and related 
structural inspection procedure 
required for type certification. If the 
Instructions for Continued 
Airworthiness consist of multiple 
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documents, the section required by 
this paragraph must be included in the 
principal manual. This section must 
contain a legible statement in a 
prominent location that reads “The 
Airworthiness Limitations section is 
ANAC approved and specifies 
maintenance required under section 
43.16 of RBAC 43 and under section 
91.403 of RBAC 91 unless an 
alternative program has been ANAC 
approved." 

section must contain a legible 
statement in a prominent location that 
reads “The Airworthiness Limitations 
section is FAA approved and specifies 
maintenance required under §§ 43.16 
and 91.403 of the Federal Aviation 
Regulations unless an alternative 
program has been FAA approved.”  

documents, the section required by 
this paragraph must be included in the 
principal manual. This section must 
contain a legible statement in a 
prominent location that reads “The 
Airworthiness Limitations section is 
ANAC approved and specifies 
maintenance required under section 
43.16 of RBAC 43 and under section 
91.403 of RBAC 91 unless an 
alternative program has been ANAC 
approved.".” 

Appendix A1 - Instructions for 
Continued Airworthiness (Electric 
Engine)  

SUBPART L—INSTRUCTIONS FOR 
CONTINUED AIRWORTHINESS 
(ELECTRIC ENGINE)  

Appendix A1 - Instructions for 
Continued Airworthiness (Electric 
Engine) 

 

EVE.A.33.1 - General. PL.4301 General.  EVE.A.33.1 -  - General.  

(a) This appendix specifies 
requirements for the preparation of 
ICA for the engines as required by 
EVE.1529. 

(a) This subpart specifies requirements 
for the preparation of ICA for the 
engines as required by PL.1529.  

(a) This appendix specifies 
requirements for the preparation of 
ICA for the engines as required by 
EVE.1529. 

 

(b) The ICA for the engine must include 
the ICA for all engine parts. 

(b) The ICA for the engine must include 
the ICA for all engine parts.  

(b) The ICA for the engine must include 
the ICA for all engine parts. 

 

(c) The applicant must submit to ANAC 
a program to show how the applicant’s 
changes to the ICA will be distributed, 
if applicable. 

(c) The applicant must submit to the 
FAA a program to show how the 
applicant’s changes to the ICA will be 
distributed, if applicable.  

(c) The applicant must submit to ANAC 
a program to show how the applicant’s 
changes to the ICA will be distributed, 
if applicable. 

 

EVE.A.33.2 - Format PL.4302 Format.  EVE.A.33.2 - Format  

https://www.ecfr.gov/on/2018-08-30/title-14/section-43.16
https://www.ecfr.gov/on/2018-08-30/title-14/section-43.16
https://www.ecfr.gov/on/2018-08-30/title-14/section-43.16
https://www.ecfr.gov/on/2018-08-30/title-14/section-91.403
https://www.ecfr.gov/on/2018-08-30/title-14
https://www.ecfr.gov/on/2018-08-30/title-14
https://www.ecfr.gov/on/2018-08-30/title-14
https://www.ecfr.gov/on/2018-08-30/title-14
https://www.ecfr.gov/on/2018-08-30/title-14
https://www.ecfr.gov/on/2018-08-30/title-14
https://www.ecfr.gov/on/2018-08-30/title-14
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(a) The Instructions for Continued 
Airworthiness must be in the form of a 
manual or manuals as appropriate for 
the quantity of data to be provided. 

(a) The Instructions for Continued 
Airworthiness must be in the form of a 
manual or manuals as appropriate for 
the quantity of data to be provided.   

(a) The Instructions for Continued 
Airworthiness must be in the form of a 
manual or manuals as appropriate for 
the quantity of data to be provided. 

 

(b) The format of the manual or 
manuals must provide for a practical 
arrangement. 

(b) The format of the manual or 
manuals must provide for a practical 
arrangement.  

(b) The format of the manual or 
manuals must provide for a practical 
arrangement. 

 

EVE.A.33.3 - Content PL.4303 Content.  EVE.A.33.3 - Content  

The contents of the manual or 
manuals must be prepared in the 
English language. The Instructions for 
Continued Airworthiness must contain 
the following manuals or sections, as 
appropriate, and information: 

The contents of the manual or 
manuals must be prepared in the 
English language. The Instructions for 
Continued Airworthiness must contain 
the following manuals or sections, as 
appropriate, and information:  

The contents of the manual or 
manuals must be prepared in the 
English language. The Instructions for 
Continued Airworthiness must contain 
the following manuals or sections, as 
appropriate, and information: 

 

(a) Engine Maintenance Manual or 
Section. 

(a) Engine Maintenance Manual or 
Section.  

(a) Engine Maintenance Manual or 
Section. 

 

(1) Introduction information that 
includes an explanation of the 
engine's features and data to the 
extent necessary for maintenance 
or preventive maintenance. 

(1) Introduction information that 
includes an explanation of the 
engine's features and data to the 
extent necessary for maintenance 
or preventive maintenance.  

(1) Introduction information that 
includes an explanation of the 
engine's features and data to the 
extent necessary for maintenance 
or preventive maintenance. 

 

(2) A detailed description of the 
engine and its components, 
systems, and installations. 

(2) A detailed description of the 
engine and its components, 
systems, and installations.  

(2) A detailed description of the 
engine and its components, 
systems, and installations. 

 

(3) Installation instructions, 
including proper procedures for 
uncrating, deinhibiting, acceptance 
checking, lifting, and attaching 

(3) Installation instructions, 
including proper procedures for 
uncrating, deinhibiting, acceptance 
checking, lifting, and attaching 

(3) Installation instructions, 
including proper procedures for 
uncrating, deinhibiting, acceptance 
checking, lifting, and attaching 
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accessories, with any necessary 
checks. 

accessories, with any necessary 
checks.  

accessories, with any necessary 
checks. 

(4) Basic control and operating 
information describing how the 
engine components, systems, and 
installations operate, and 
information describing the 
methods of starting, running, 
testing, and stopping the engine 
and its parts including any special 
procedures and limitations that 
apply. 

(4) Basic control and operating 
information describing how the 
engine components, systems, and 
installations operate, and 
information describing the 
methods of starting, running, 
testing, and stopping the engine 
and its parts including any special 
procedures and limitations that 
apply.  

(4) Basic control and operating 
information describing how the 
engine components, systems, and 
installations operate, and 
information describing the 
methods of starting, running, 
testing, and stopping the engine 
and its parts including any special 
procedures and limitations that 
apply. 

 

(5) Servicing information that 
covers details regarding servicing 
points, capacities of tanks, 
reservoirs, types of fluids to be 
used, pressures applicable to the 
various systems, locations of 
lubrication points, lubricants to be 
used, and equipment required for 
servicing. 

(5) Servicing information that 
covers details regarding servicing 
points, capacities of tanks, 
reservoirs, types of fluids to be 
used, pressures applicable to the 
various systems, locations of 
lubrication points, lubricants to be 
used, and equipment required for 
servicing.  

(5) Servicing information that 
covers details regarding servicing 
points, capacities of tanks, 
reservoirs, types of fluids to be 
used, pressures applicable to the 
various systems, locations of 
lubrication points, lubricants to be 
used, and equipment required for 
servicing. 

 

(6) Scheduling information for each 
part of the engine that provides the 
recommended periods at which it 
should be cleaned, inspected, 
adjusted, tested, and lubricated, 
and the degree of inspection the 
applicable wear tolerances, and 
work recommended at these 
periods. However, the applicant 

(6) Scheduling information for each 
part of the engine that provides the 
recommended periods at which it 
should be cleaned, inspected, 
adjusted, tested, and lubricated, 
and the degree of inspection the 
applicable wear tolerances, and 
work recommended at these 
periods. However, the applicant 

(6) Scheduling information for each 
part of the engine that provides the 
recommended periods at which it 
should be cleaned, inspected, 
adjusted, tested, and lubricated, 
and the degree of inspection the 
applicable wear tolerances, and 
work recommended at these 
periods. However, the applicant 
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may refer to an accessory, 
instrument, or equipment 
manufacturer as the source of this 
information if the applicant shows 
that the item has an exceptionally 
high degree of complexity requiring 
specialized maintenance 
techniques, test equipment, or 
expertise. The recommended 
overhaul periods and necessary 
cross references to the 
Airworthiness Limitations section 
of the manual must also be 
included. In addition, the applicant 
must include an inspection 
program that includes the 
frequency and extent of the 
inspections necessary to provide 
for the continued airworthiness of 
the engine. 

may refer to an accessory, 
instrument, or equipment 
manufacturer as the source of this 
information if the applicant shows 
that the item has an exceptionally 
high degree of complexity requiring 
specialized maintenance 
techniques, test equipment, or 
expertise. The recommended 
overhaul periods and necessary 
cross references to the 
Airworthiness Limitations section 
of the manual must also be 
included. In addition, the applicant 
must include an inspection 
program that includes the 
frequency and extent of the 
inspections necessary to provide 
for the continued airworthiness of 
the engine.  

may refer to an accessory, 
instrument, or equipment 
manufacturer as the source of this 
information if the applicant shows 
that the item has an exceptionally 
high degree of complexity requiring 
specialized maintenance 
techniques, test equipment, or 
expertise. The recommended 
overhaul periods and necessary 
cross references to the 
Airworthiness Limitations section 
of the manual must also be 
included. In addition, the applicant 
must include an inspection 
program that includes the 
frequency and extent of the 
inspections necessary to provide 
for the continued airworthiness of 
the engine. 

(7) Troubleshooting information 
describing probable malfunctions, 
how to recognize those 
malfunctions, and the remedial 
action for those malfunctions. 

(7) Troubleshooting information 
describing probable malfunctions, 
how to recognize those 
malfunctions, and the remedial 
action for those malfunctions.  

(7) Troubleshooting information 
describing probable malfunctions, 
how to recognize those 
malfunctions, and the remedial 
action for those malfunctions. 

 

(8) Information describing the 
order and method of removing the 
engine and its parts and replacing 
parts, with any necessary 
precautions to be taken. 

(8) Information describing the 
order and method of removing the 
engine and its parts and replacing 
parts, with any necessary 
precautions to be taken. 

(8) Information describing the 
order and method of removing the 
engine and its parts and replacing 
parts, with any necessary 
precautions to be taken. 
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Instructions for proper ground 
handling, crating, and shipping 
must also be included. 

Instructions for proper ground 
handling, crating, and shipping 
must also be included.  

Instructions for proper ground 
handling, crating, and shipping 
must also be included. 

(9) A list of the tools and equipment 
necessary for maintenance and 
directions as to their method of 
use. 

(9) A list of the tools and equipment 
necessary for maintenance and 
directions as to their method of 
use.  

(9) A list of the tools and equipment 
necessary for maintenance and 
directions as to their method of 
use. 

 

(b) Engine Overhaul Manual or 
Section. 

(b) Engine Overhaul Manual or 
Section.  

(b) Engine Overhaul Manual or 
Section. 

 

(1) Disassembly information 
including the order and method of 
disassembly for overhaul. 

(1) Disassembly information 
including the order and method of 
disassembly for overhaul.  

(1) Disassembly information 
including the order and method of 
disassembly for overhaul. 

 

(2) Cleaning and inspection 
instructions that cover the 
materials and apparatus to be used 
and methods and precautions to be 
taken during overhaul. Methods of 
overhaul inspection must also be 
included. 

(2) Cleaning and inspection 
instructions that cover the 
materials and apparatus to be used 
and methods and precautions to be 
taken during overhaul. Methods of 
overhaul inspection must also be 
included.  

(2) Cleaning and inspection 
instructions that cover the 
materials and apparatus to be used 
and methods and precautions to be 
taken during overhaul. Methods of 
overhaul inspection must also be 
included. 

 

(3) Details of all fits and clearances 
relevant to overhaul. 

(3) Details of all fits and clearances 
relevant to overhaul.  

(3) Details of all fits and clearances 
relevant to overhaul. 

 

(4) Details of repair methods for 
worn or otherwise substandard 
parts and components along with 
the information necessary to 
determine when replacement is 
necessary. 

(4) Details of repair methods for 
worn or otherwise substandard 
parts and components along with 
the information necessary to 
determine when replacement is 
necessary.  

(4) Details of repair methods for 
worn or otherwise substandard 
parts and components along with 
the information necessary to 
determine when replacement is 
necessary. 
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(5) The order and method of 
assembly at overhaul. 

(5) The order and method of 
assembly at overhaul. 

(5) The order and method of 
assembly at overhaul. 

 

(6) Instructions for testing after 
overhaul. 

(6) Instructions for testing after 
overhaul.  

(6) Instructions for testing after 
overhaul. 

 

(7) Instructions for storage 
preparation, including any storage 
limits. 

(7) Instructions for storage 
preparation, including any storage 
limits.  

(7) Instructions for storage 
preparation, including any storage 
limits. 

 

(8) A list of tools needed for 
overhaul. 

(8) A list of tools needed for 
overhaul.  

(8) A list of tools needed for 
overhaul. 

 

(c) Reserved.  (c) Reserved.  

EVE.A.33.4 - Airworthiness 
limitations section 

PL.4304 Airworthiness limitations 
section.  

EVE.A.33.4 - Airworthiness 
limitations section 

 

The Instructions for Continued 
Airworthiness must contain a section 
titled Airworthiness Limitations that is 
segregated and clearly distinguishable 
from the rest of the manual. 

The Instructions for Continued 
Airworthiness must contain a section 
titled Airworthiness Limitations that is 
segregated and clearly distinguishable 
from the rest of the manual.  

The Instructions for Continued 
Airworthiness must contain a section 
titled Airworthiness Limitations that is 
segregated and clearly distinguishable 
from the rest of the manual. 

 

(a) For all engines: (a) For all engines:  (a) For all engines:  

(1) The Airworthiness Limitations 
section must set forth each 
mandatory replacement time, 
inspection interval, and related 
procedure required for type 
certification. If the Instructions for 
Continued Airworthiness consist of 
multiple documents, the section 

(1) The Airworthiness Limitations 
section must set forth each 
mandatory replacement time, 
inspection interval, and related 
procedure required for type 
certification. If the Instructions for 
Continued Airworthiness consist of 
multiple documents, the section 

(1) The Airworthiness Limitations 
section must set forth each 
mandatory replacement time, 
inspection interval, and related 
procedure required for type 
certification. If the Instructions for 
Continued Airworthiness consist of 
multiple documents, the section 
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required under this paragraph must 
be included in the principal manual. 

required under this paragraph must 
be included in the principal manual.  

required under this paragraph must 
be included in the principal manual. 

(2) This section must contain a 
legible statement in a prominent 
location that reads: “The 
Airworthiness Limitations section is 
approved and specifies 
maintenance required under RBAC 
43 and RBAC 91 unless an 
alternative program has been 
approved.” 

(2) This section must contain a 
legible statement in a prominent 
location that reads: “The 
Airworthiness Limitations section is 
FAA approved and specifies 
maintenance required under §§ 
43.16 and 91.403 of the Federal 
Aviation Regulations unless an 
alternative program has been FAA 
approved.” 

(2) This section must contain a 
legible statement in a prominent 
location that reads: “The 
Airworthiness Limitations section is 
ANAC approved and specifies 
maintenance required under 
section 43.16 of RBAC 43 and under 
section 91.403 of RBAC 91 unless an 
alternative program has been ANAC 
approved.” 

 

(b) Reserved.  (b) Reserved.  

 SUBPART M—INSTRUCTIONS FOR 

CONTINUED AIRWORTHINESS  

(PROPELLERS and ENGINE-DRIVEN 

LIFT DEVICES) 

PL.4501 through PL.4504 

[Not replicated here for simplicity] 

  

 

https://www.ecfr.gov/on/2018-08-30/title-14/section-43.16
https://www.ecfr.gov/on/2018-08-30/title-14/section-43.16
https://www.ecfr.gov/on/2018-08-30/title-14/section-43.16
https://www.ecfr.gov/on/2018-08-30/title-14/section-91.403
https://www.ecfr.gov/on/2018-08-30/title-14
https://www.ecfr.gov/on/2018-08-30/title-14
https://www.ecfr.gov/on/2018-08-30/title-14
https://www.ecfr.gov/on/2018-08-30/title-14
https://www.ecfr.gov/on/2018-08-30/title-14
https://www.ecfr.gov/on/2018-08-30/title-14
https://www.ecfr.gov/on/2018-08-30/title-14

